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Abstract-This paper investigates the technical feasibility of air-cooled compact heat exchangers with 
liquid-droplet spray in a fine mist as a more effective heat rejection system between a condensing vapor 
or hot flmd system and ambient air. Both water and ethylene glycol are sprayed. Three automotive 
radiator cores with 3.94 fins per cm are tested in a wind tunnel. One unit is plain-finned, the second unit 
louvered, and the third perforated. At essentially no change in the friction coefficient, a good improvement 

in heat-transfer performance is observed by spraying 1.26 to 2.52 ml/s of liquid. 

NOMENCLATURE 

hydraulic diameter [m]; 
Fanning friction coefficient [dimensionless]; 

mass velocity of air [kg/m’s]; 
air-side heat-transfer coefficient [W/m’K]; 
apparent value; 
water-side heat-transfer coefficient 

[W/m’Kl; 
heat-transfer factor [dimensionless]; 
pressure drop coefficient [dimensionless]; 
at core entrance (contraction); 
at core exit (expansion); 
core flow length [m]; 
air-side pressure drop [N/m*]; 
Reynolds number [dimensionless]; 
hydraulic radius [ml; 
fin thickness [m]; 
overall heat-transfer coefficient between air 
and hot water [W/m’K]; 
slot gap [ml. 

Greek symbols 

CC heat-transfer area/total core volume 

[m2/m31; 
air side; 
water side; 
air-side fin effectiveness [dimensionless] ; 
air-side overall surface effectiveness 
[dimensionless]; 
absolute viscosity of air [Ns/m’]; 
density of air [kg/m3]. 

INTRODUCTION 

RECENT studies [ 1,2] indicate the Rankine cycle power 
plant has great potential for automotive application 

with the benefit of low exhaust emission. One of the 
major limitations in the application of the Rankine 
cycle in automobiles is the condenser. In the Rankine 
cycle automotive engine, approximately ten times as 
much heat as that dissipated in the conventional 
automotive radiator has to be removed in the con- 
denser. Since the limiting heat transfer is on the air side 
rather than the liquid or condensing side, and since 
further increases in fin area per unit matrix volume 
would result in merely marginal increases in heat- 
transfer performance but with great increases in 
frictional pressure loss, it is appropriate to search for 
other methods of heat transfer with substantially in- 
creased heat-transfer performance. 

It has been shown [3-81 that the addition of small 
amounts of liquid drops to a cooling gas stream 
enhances the heat-transfer rates from solid surfaces. 
When water spray in small amounts is introduced into 
a gas stream flowing over a heated surface, a thin liquid 
film is formed and covers a portion of the entire surface. 
Improvements in heat-transfer performance obtained 
with these two-phase flows are attributed to evapor- 
ation at the interface, forced convection in the thin 
liquid film and the interaction of the liquid droplets 
with the liquid film. The increase in heat transfer is 
clearly a function of the surface area covered by a 
liquid film, therefore geometric shapes which make 
possible larger area to be covered by a film is desirable. 
Goldstein et al. [6], indicated a significant increase in 
the heat-transfer coefficient with two-phase spray flow 
over a flat plate. In this case the effects of evaporation 
and liquid film agitation were neglected. Scherberg et 

al. [8], have experimentally studied liquid-gas spray 
flows over a circular cylinder, an elliptical cylinder and 
a composite geometry consisting of a forward semi- 
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circular cylindrical and a downward rectangular sec- 

tion. These three geometries have a common capture 
area. Results are obtained for the local heat transfer 
with various ratios of water spray to air mass flow. 

These results show that the overall heat transfer is 
increased at least an order of magnitude in comparison 
to that for air flow alone for the spray/air ratios shown. 
The effect of liquid evaporation is negligible since the 

temperature difference between the oncoming two- 
phase flow and the test surface was less than 60°F. In 

other spray flow studies, Toda and Uchida [7] have 
investigated the case of two-phase stagnation flow, i.e. 
flow perpendicular to a horizontal flat heating surface. 
The temperature of water droplets ranged from 50 to 

lOO”C, while that of the heating surface was from a few 

degrees to 250°C higher than the droplet temperature. 
Therefore, the contribution of liquid evaporation was 
dominant. Experimental results are obtained for heat 
flux versus the temperature difference between the 
heating surface and the liquid droplet, for several 

different droplet velocities and flow rates. These results 
are compared with those for forced convection heat 

transfer to water inside tubes with and without boiling, 
taken from [9]. The heat-transfer coefficient corre- 
sponding to the lowest set of data points for the two- 
phase spray flow is on the order of 11300 Wm- ’ K-l. 
This value is approximately 100 times that of the air 
side heat-transfer coefficient in conventional finned 

tube heat exchangers. It is illustrated that the heat- 
transfer performance with two-phase spray flows could 
be better than that for pool boiling in saturated liquids. 

In the present study, three plate-finned automotive 
radiator cores, plain-fin, louvered and perforated, are 
tested in a wind tunnel with hot water flowing inside 

tubes and two-phase spray flow on the air side. The 
fine droplets of liquid, water and ethylene glycol, is 
sprayed in the air stream. The so-called “steady-state 
method” is employed in determining the heat-transfer 

performance of the core. Results of the heat transfer and 
pressure drop performance on the cold-fluid side are 
compared with those obtained for single-air flows. 

Applications of the study include automobile radiators, 
environmental system condensers, air-cooled con- 
densers for the marine power propulsion systems, the 
Rankine cycle automotive engines, and the dry-cooling 
towers of electric power plants, and air-water heat 
exchangers. 

EXPERIMENTAL APPARATUS AND PROCEDURE 

An automotive radiator core installed in a subsonic 
wind tunnel was heated by hot water at about 88°C 
and 1.38 x 10’ N m-’ gage flowing in a closed loop. 
For wet runs, water and ethylene glycol were sprayed 
into the stream of air. The so-called “steady-state 

method” was employed in determining the heat-transfer 
performance of the core. 

Heat transjkr apparatus 

The experimental setup used to investigate the heat 
transfer and friction loss performance of the liquid 
spray heat exchanger consisted of a test core mounted 
in a subsonic wind tunnel. Upstream of the heat 

exchanger test core were four symmetrically placed 
spray nozzles to generate the air-water mixture. The 
heat exchanger test cores have frontal area of 30.5 by 

30.5 cm and thickness of 7 cm. They are finned-tube 
surfaces, flat tubes, continuous fins. Tube dimensions 
are 0.33cm (perpendicular to air flows) by 1.81 cm 

(parallel to flow) with distance between centers parallel 
to flow of 0.914 cm, i.e. fin length of 0.185 in. The fins 
are made of copper having thickness of 7.62 x IO- 3 cm 

and pitch of 3.94 fins per cm, most commonly used in 
automotive radiators. The flow passage hydraulic 
radius is 0.0976cm. The ratios of total area to total 

volume, fin area to total area, and free flow area to 
frontal area are 230, 0.818 and 0.719, respectively. Of 
the three cores, one is plain-finned, the second unit 

louvered, and the third perforated. The louvered-finned 
unit has eleven louvers in 1.9 cm (i.e. louver spacing of 

0.173 cm), each 0.634cm (louver width) x 0.0397cm 
(louver gap) in size and approximately 30” angle. In case 
of the perforated finned unit, each slot is rectangular 
0.634 x 0.159 cm in size with three slots in 1.9 cm. Hot 

water flowed inside flat tubes, 0.317 x 1.9cm in size, 
which were in staggered arrangement with the trans- 
verse and longitudinal pitches of 1.27 and 2,54cm, 
respectively. 

Water at approximately 88°C and 1.38 x 10’ N m ’ 

gage was used as the hot fluid. The inlet water tempera- 
ture to the core was maintained at an approximately 

constant temperature by an external shell and tube 
heat exchanger. (A steam regulator was installed up- 
stream of the heat exchanger and a combination of the 

regulator setting, heat exchanger throttle valve pos- 
ition, and bypass cooler operating condition resulted 
in a maximum variation of radiator inlet water 
temperature of 0.28”C.) The inlet and exit water 
temperatures of the test core were measured using 30 
gage copper-constantan thermocouples and a Leeds 
and Northrup (model 8662) potentiometer. The water 
flow rate was measured using a standard 2.86 cm orifice 
flow meter and a King manometer (model BSS50) 
with a fluid having a specific gravity of 2.94. 

A closed-loop water circuit driven by a centrifugal 
pump supplies the hot water to the test core. The 
control of the flow through the system was by means 
of a pump bypass, a pump discharge throttle valve, and 
a vernier bypass valve around the main control valve. 
An accumulator was installed upstream of the test core 
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inlet to maintain a given pressure level. A bypass cooler 

in parallel with the test core permitted the system to 

be operated without the test core in the circuit and also 
was useful in stabilizing the system when tests were 
run at low mass flow and heat flow rates. 

In order to produce the fine liquid droplets on the 
air side four 4.55 x 10e3 m3/h oil burner nozzles were 
installed upstream of the test core. These were sym- 
metrically located so as to ensure a uniform contact of 
liquid droplets over the entire test core surface. The 
water and ethylene glycol spray flow rates were 
measured by a standard 0.132 cm orifice and a Merian 
manometer (model BS 10) with a fluid of specific gravity 
2.0. All the orifice flow meters were calibrated. 

Wind tunnel 
The wind tunnel consisted of a contraction section, 

test section (61 x 61 cm cross section), diffuser, fan, and 
discharge ducting. It was designed specifically for 
testing both scale models and full size automotive 

radiators, environmental system condensers and liquid- 

air heat exchangers. 
Since the frontal area of all of the test cores was 

less than the wind tunnel test section area, baffles of 

constant area section were installed immediately up 
stream as well as downstream of the core. A bellmouth 

in the inlet end of the constant area section was used 
to insure proper inlet flow conditions. 

Two pitot tubes were inserted into the constant area 
sections, one at upstream and the other at downstream 
from the core. The pitot tubes were connected to a 
CGS (CGS Scientific Corporation) type 531-1 differ- 
ential pressure transducer with a CGS type 1023 
electronic manometer to read four pressure differences: 
total to static pressure differences at both upstream and 
downstream and total to total and static to static 

pressure differences between upstream and down- 
stream. The air velocities at the inlet and exit of the 
test core and the static, dynamic and total friction losses 

in the test core were evaluated from these pressure 
measurements. Temperatures were measured by 

copper-constantan thermocouples and read on an 
L&N8662 precision potentiometer. The inlet air 
temperature was read by a thermocouple located near 

the tip of the upstream pitot tube. 

Test procedure 
Test procedure consists of: 

(4 
(‘4 

(4 

Fill system with water. 
Operate pump while continuing to add and bleed 

water and air from the system. 
When bleeding of air is complete, turn on steam 
supply to bring water temperature to about 
85°C while keeping a small addition and bleed 
of water. 

(4 

(4 

(f) 

(d 

Start fan and when steady state temperatures 

have been established shut off water addition and 
bleed, thus isolating the system 

Set desired air velocity through test section by 
means of bypass opening, set desired water flow 
rate using throttle valve, and set radiator water 
inlet temperature by adjusting setting of steam 
pressure regulator. 

When steady state values have been reached, 
record radiator water and air temperatures and 

pressures and flow rates. 
Repeat steps (e) and (f) for successive data points. 

Data reduction 
The steps in the data reduction requires the deter- 

mination, in the order given, of the following factors. 
The physical properties of air and water have been 

represented by equations from [lo-131. A digital 
computer was used for numerical computations. 

(i) Surface characteristics. This includes the calcu- 

lations of the frontal area, flow-passage hydraulic 
radius, total heat-transfer area to total core volume 
ratio, free-flow area to frontal area ratio on both the 

hot- and cold-fluid sides, the fin area to total heat- 
transfer area ratio, and the total core volume. The fin 
is 7.62 x 1O-3 cm thick, made of copper, and its length 

is one-half distance between tubes. 
(ii) Fluid properties. The bulk average air and water 

temperatures were employed to evaluate fluid proper- 
ties. An arithmetic mean between inlet and outlet 
measurements is the bulk average water temperature, 
while the average air temperature is based on the 

logarithmic mean for true counterflow. The ambient 
relative humidity is determined by wet and dry bulb 

temperature upstream of the spray nozzles. This value 
is then used to modify the moist air specific heat and 
density. The change in humidity across the test cores 
was found to be very small and therefore no additional 
corrections are made for the amount of water vapor 
increase as the air flows through the test core. 

(iii) Reynolds numbers. The mass flow rate of the air 

is determined by the Bernoulli’s, theorem using the 
total to static pressure difference at upstream. The 

Reynolds number on each side is defined based on the 
flow-passage hydraulic radius r,,: Re = 4r,, G/p, where 
G is the mass velocity and p is the absolute viscosity. 

(iv) Air-side Fanning friction coejicient f. The air- 

side pressure drop, AP the static to static pressure 
difference between upstream and downstream, is 

AP = G2(K + f L/r, +&)/2p 

from which f is calculated. Here, L is the flow length, 

p is the air density K, and K, are the pressure loss 
coefficient at core entrance and exit, respectively, and 
are determined using Fig. 5-3 of [ 141. Since the change 
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in air temperature across the core is not large, the 
effects on pressure drop due to flow acceleration and 
density change through the core are negligible. 

(v) Overall heat-transfer coeficient between the j&ids 
U (based on the air-side area). Assuming no heat loss 
to the surroundings, U is evaluated based on the 
enthalpy change of water and the true mean tempera- 
ture difference between the fluids. 

(vi) Heat-transfer coe#icients h. The water-side heat- 
transfer coefficient h, is determined by means of the 
Boelter equation for turbulent flow inside tubes, since 
the water-side Reynolds numbers are either very close 
to or over 10000. A value of the air-side heat-transfer 
coefficient h, is assumed. In case of spray (or wet) runs, 
h, corresponds to the apparent value as if mass transfer 
does not exist and the overall increase in heat transfer 
is attributed solely to an increase in convective con- 
tribution. The fin/effectiveness v, for straight fins is 
calculated by one-dimensional fin analysis. It is 
followed by the evaluation of the overall air-side 
surface effectiveness q.. The assumed h, must satisfy 
the equation l/U = l/q.h, + l/(cr,/ec,)h, for neglecting 
the very small wall resistance. Otherwise, a new value 
of h, is selected and the procedure is repeated. 

(vii) Air-side heat-transfer factor j. The last step is 
to determine the j factor, defined as the product of the 
Stanton number and the two-thirds power of the 
Prandtl number. 

Because of very small changes in the saturated 
temperatures of the air-vapor mixtures between the 
inlet and outlet of the test core, accurate measurements 
ofchanges in the wet-bulb temperatures across the core 
were very difficult particularly for low spray runs. 
However, the heat balance between the hot- and cold- 
fluid sides of the test core was very satisfactory within 
+lO per cent. The probable uncertainty in the test 
data, although varying somewhat for different test cores 
and for different air-flow rates, was conservatively 
estimated to be within +5 per cent for both heat- 
transfer and friction loss measurements. 

TEST RESULTS AND DISCUSSION 

Results for the air-side heat-transfer coefficient h, 
overall heat-transfer coefficient between hot water and 
air U, heat-transfer factor j, and Fanning friction 
coefficient f vs the Reynolds number are presented in 
Figs. 1-6. In addition to dry runs using the room air, 
two series of spray cooling tests were conducted on 
each core: 3.62 and 1,7kg/h. Only those test data 
having heat balance between the enthalpy changes of 
the hot and cold fluid sides not more than 10 per cent 
were plotted in the figures. In each series of the tests, 
dry and two spray runs, approximately 100 tests were 
conducted on each core for the Reynolds numbers 
ranging between 400 and 8000. Similar tests with the 

I I III I I I lllll 
I.0 

/a? I 1o-3 
FIG. 1. f and j vs Re for louvered-finned tubular 

heat exchanger. 

FIG. 2. h and U vs Re for louvered-finned tubular heat 
exchanger. 

spray of ethylene glycol were conducted on the 
louvered-finned core. 

It is rather difficult to pinpoint the Reynolds number 
for transition from laminar into turbulent flow, by 
examining the data on the figures and also referring to 
the available information on similar units [14]. In case 
of the plain-finned unit, the transition is estimated to be 
at Re of about 3QOO. However, when fins are louvered 
or perforated as in the other two units, an earlier 
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-- 1 7.m 

OI 

Re x lo-’ 

FIG. 3. fancl jvs Refor perforated-tinned tubular 
heat exchanger. 

IO 

Fro. 4. h aud L’ vs Re for perforated-finned tubular heat 

exchanger. 

transition is expected because of flow disturbance due 
to louvers and perforations. 

The test results on / and j for dry runs in the 
plain-finned unit are compared with those available in 

[14]:FigureslO-88and89(1.02 x IO-‘cmcopperfins, 
fin pitch = 3.65 and 446 per cm, DA = 0.412 and 
0.351 cm). The j values agree well, while the f curve is 
parallel but lower for the present unit. 

It is observed in the figures that water spray does 

I- _-__m- 3.62 

t 

-- 7.70 

I ,lllll I I Ifllli 

0.3 1.0 
Rex 10.3 

1 
10 

FK. 5. / and j vs Re for plain-finned tubular 
heat exchanger. 

3-62 
7.10 

FE. 6. h and C vs Re for plain-finned tubular heat 
exchanger. 

not alter the friction factors in all three units. However, 
the spray has appreciably increased heat-transfer per- 
formance, h and consequently C. This increase is most 
pronounced in low Reynolds numbers or the laminar 
flow regime, about 45-40 per cent in the range of 
Re = 500-1000 as illustrated in Table I. The spray 
effects on heat-transfer performance continue to reduce 
as flow rate is increased. In the turbulent regime, gains 
in the apparent and overall heat-transfer coefficients 
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Table 1. Increases in h and (i due to liquid spray 

Fin surface 

500 45.0 40.4 
Plain 1000 34.0 30.0 

7000 12.7 12.7 

500 44.4 40.6 
Louvered 1000 30.3 28.5 

7000 6.2 6.1 

500 44.5 41.0 
Perforated 1000 33.0 29.2 

7000 13.5 12.5 

are about 12 or 13 per cent for the plain and perforated 

units and about 6 per cent for the louvered unit. This 
is believed to be a result of the fact that louvers have 

promoted turbulence in the core and as a consequence 
a thin water film cannot adhere to the fin surfaces 

to improve heat-transfer performance through liquid 
layer. Perforation can also promote turbulence like 
louvers. However, in the present perforated finned core, 
the ratio of the slot gap (dimension in the flow direction) 

to the fin thickness w,/t is so large, 0.159 to 
7.62 x low3 cm or about 21, that its role in promoting 

turbulence does not exist. On the contrary, the large 
ratio has contributed to a substantial reduction in fin 

surface area for the heat transfer. As a result, heat- 
transfer performance in the perforated-finned unit, j, h 
or U is lower than both the plain- and louvered-finned 
units. The w,/t ratio best for turbulence promotion is 
known to be from 2.75 to 4 according to the visual- 

ization study of [15] and the f and j test results of 
[16]. For w,/t of 3, the perforated-finned unit has to 
have the slot size of 1.52 x lo-*cm gap in order to 

show better heat-transfer performance than the other 
two units. In view of very high fabrication cost, related 
to the design and construction of a die set for only 
fabricating one unit, the perforated-finned unit used 
the fins whose slots were manually punched using a 

0.634 x 0.159cm die. It is strongly emphasized that the 
objective of the present study is to determine the spray 

effects on heat-transfer performance and to compare 
these effects among three typical fins. Accordingly, the 

results obtained from this study should not be used as 
a basis for judging the merits of perforated finned units. 

Table 2 compares some physical properties of water 

and ethylene glycol at normal pressure. It is important 
to point out that ethylene glycol evaporates at 197°C 
compared to 100°C in case of water. Yet, the test 

results for ethylene glycol spray as illustrated in Figs. 1 
and 2 show little difference from those for water spray. 
This indicates that the contribution of evaporation to 
increase in the heat-transfer performance by means of 

liquid spray is negligible. 

CONCLUSION 

The effects of water and ethylene glycol spray on the 

heat-transfer and friction loss performance of three 

automotive radiator cores, tubular types with the plain, 
louvered, and perforated fins were experimentally in- 
vestigated in a subsonic wind tunnel. 

It has been found that friction losses are not affected 
by the sprays, while the heat-transfer performance is 
substantially increased. Improvement in both the ap- 
parent and overall heat-transfer coefficients amount to 
about 45-40 per cent for the air Reynolds numbers of 
500 and 1000, respectively. These effects decrease as 
air-side Reynolds number is increased. In the turbulent 
regime, the increases in the heat-transfer coefficients are 
about 12 and 6 per cent for the plain- and perforated- 
finned units and the louvered-finned core, respectively. 

The lower rate of improvement in heat-transfer per- 
formance with an increase in air-side Reynolds number 
is due to break up of thin liquid films formed on the 
fin surfaces, The sprays of water and ethylene glycol 
yield essentially the same results in spite of the fact that 

ethylene glycol evaporates at the temperature (197°C) 
twice higher than water (100°C). One may thus con- 
clude that the augmentation of air-side convective heat 
transfer by liquid spray is mainly due to the formation 
of liquid film on the heat-transfer surface while the 

contribution of evaporation is rather negligible, at least 

in this application. 

Table 2. Comparison of physical properties of water and ethylene glycol at normal pressure 
and 80°C 

Physical property 
Ethylene 

glycol 

Boiling point 
Heat of vaporization 
Thermal conductivity 
Specific gravity 
Absolute viscosity 
Specific heat 

“C 100 197 
Cal/g 551.7 191.12 

Cal/s-cm-“C 1.578 x 1o-3 6443 x 1O-4 
g/cm3 0.972 1.085 

CP 0.3565 3.02 
Cal/g “C 1.0023 0.73 
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ECHANGEURS DE CHALEUR COMPACT A AIR 
AVEC REFROIDISSEMENT PAR PULVERISATION 

Resume-On Ctudie les possibilites techniques des tchangeurs compacts a refroidissement par air avec 
projection de gouttes liquides en fin brouillard, dans le cas dun systeme a rejet de chaleur entre une 
vapeur qui se condense, ou un fluide chaud, et l’air ambiant. On pulvirrise de l’eau et de l’ethyltne 
glycol. Trois elements de radiateurs a 3,94 ailettes par cm sont essay&s dans une soufflerie. Un modele 
est entierement ailete, le second est a ouverture et le troisitme est perfore. Sans changement sensible 
du coefficient de frottement, on observe des bonnes performances thermiques en pulverisant de 

1,26 a 2,52cm3/s de liquide. 

ZERSTAUBUNGSKUHLUNG BE1 LUFTGEKUHLTEN WARMEUBERTRAGERN 

Zusammenfassung-Diese Arbeit untersucht die technischen Moglichkeiten der Fltlssigkeitszerstlubung 
als feiner Nebel zur Verbesserung der Warmetibertragung bei luftgektlhlten Warmetlbertragern zwischen 
einem kondensierenden Dampf oder heil3en Fluid und der Umgebungsluft. Die Einspritzung wurde mit 
Wasser und Athylglykol durchgeftlhrt. Drei Kraftfahrzeugktlhler mit 3,94 Rippen/cm wurden in einem 
Windkanal geprtift. Der erste Ktihler hatte ebene Rippen, bei demzweiten waren die Rippen mit Schlitzen 
versehen, bei dem dritten waren die Rippen perforiert. Die Widerstandsziffer andert sich durch die 
Zerstlubung nicht wesentlich, eine bemerkenswerte Verbesserung der Wlrmetlbertragungsleistung konnte 

durch Einspritzen von I,26 bis 2,52 cm3/s Fltlssigkeit verzeichnet werden. 

(I,OPCYHO’-lHOE OXSIAxflEHME KOMIIAKTHbIX TEfIJIOOIQMEHHMKOB C 
B03aYBlHblM OXJIAxaEHMEM 

~\HHOTaUtUl - B LIaHHOi? pa6oTe HCCnenyeTcn UeneCOO6pa3HOCTb IlpAMeHeHHa OXJTaXVIaeMblX BO3- 

flyXOh1 KOhlnaKTHblX Ten.lOO6MeHHHKOB C paCflbInHaaHUeM XGiLlKOCTH nJlR KOHneHCaUUH napa RJTH 

oY.,aiKIlcH1IR aonbl. &lfl BnpblCKMBaHHfl MCnOJlb3yeTCR KaK Bona. TPK H 3THJteHrnHKOJlb. Tpu BBTOMa- 

TMWCKuc COTOBblc Tpy6KM pa,luaTOpa C fl,tOTHOCTbb, 3,94 pe6pa Ha CaHTUMeTp ACnblTblBanHCb B 

a3pOnullaVaseCKOfi Tpy6e. OnHa aYcRKa MMena nnOCKMe pe6pa, BTopan - xan103H. a TpeTba 6brna 
ncpr$optIpOBaHa. KOY$@iuUeHT TpeHUa npaKTH’,eCKH He USMeHaJlCa, H npU 3TOM Ha6nmnanOCb 

XOpOlllee y.ly’rltleHWe Ten,lOBblX XapaKTepMCTHK npH paCnblAeHtiU XWLZKOCTH OT 1.26 a.0 2,52 CM3/CeK. 


