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An algorithm was developed which determines the mineralogy, mmsture, and graan size of beach sands based on the 
hemlsphencal reflectance m 17 chscrete spectral bands The bands chosen range between 0 40 and 25 /~m, a 
wavelength range practical for erastmg mtdtlspectral remote sensing technology The sand spectra on which the 
mineralogy, moisture, and grmn-slze algorithm (MOGS) is based were obtaaned from laboratory spectrophotometnc 
measurements Selected spectral bands are used In a vector-length-decmon framework to determine the mineralogical 
class of the input sand Mulhple hnear regressions are then used, vathln a glven mineralogical class, to determine the 
moisture and grmn size of the sand The predlctwe results of the MOGS algorithm are very encouraging When tested 
on 70 of the sand reflectance spectra from which it was derived, the correlahon of actual to predicted moisture and 
gram size was 96% and 88%, respectwely The MOGS algonthm has been successfully tested using aircraft 
multispectral scanner data collected over the Lake Michigan shorehne The algorithm correctly identified gross 
mineralogy and predicted grmn size to vathm 0 09 mm of measured values Some ddficultles were encountered in 
predicting high beach-sand moistures, probably due to the increasing non-Lambertlan nature of sand as the moisture 
content of the sand increased 

Introduction 

Dunng the past ten years, remote sens- 
mg has been proven capable of dehneat- 
mg outcrop hthologles, a procedure often 
camed  out in the early stages of mineral 
explorahon. Typically, remote-sensing 
spectral data are compared to those m a 
reference hbrary containing laboratory- 
acqmred spectral data of individual 
minerals and rocks Through the use of a 
computer, correlahons are made between 
the reference and remote-sensing spectra 
in an attempt to ldentdy the surface 
matenal (Vmcent, Thomson, and Watson, 
1972). 

In thxs mveshgatxon, beach sands were 
analyzed with the intent of determining 
not only mineralogy but also moisture 
and gram size These three parameters 
are of interest from both geologxcal and 
engmeenng points of vaew. The mean 
gram size at a reference point on a beach 
xs a fundamental charactenshc of the 
beach. Stuches have mchcated that mean 
gram sxze :s related to beach face slope 
(Komar, 1976), water percolahon and 
permeabthty and ease of gram movement 
(Komar, 1977, Zenkovlch, 1967, Huntley 
and Bowen, 1975, Fraser and Hester, 
1977, Self, 1977). These factors play a 
major role m determining whether a beach 
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will be erosional or deposlhonal under 
different wave conchtaons (Madsen and 
Grant, 1976, Swart, 1976). 

Additionally, recogmtlon of these three 
sand parameters would also allow the 
ldentlflcahon of beach mineral deposits 
based on gram size and mmeralogy. Since 
beaches are formed by intense erosion of 
the parent materials, more resistant min- 
erals tend to be preserved and con- 
centrated whde others are &ss~pated. De- 
pending on the ongm of the sand, these 
residual minerals may be of econounc 
v a l u e  

In order to determine the mineralogy, 
moisture, and gram size of a given sand, a 
two-stage vector-length-decision and mul- 
tiple hnear regressmn approach was used 
This entailed the breakdown of mineral- 
ogy into five categones. Each category 
was then analyzed for moisture content 
and gram sxze using predactive mulhple 
hnear regressmns based on selected spec- 
tral bands 

Background 

The theoretical basis for the work pre- 
sented m this paper was developed over a 
period of approxamately ten years. Stuches 
have been made towards understand- 
mg the effects that gram size, molstttre 
coating, and mineralogy of particulates 
have on reflected radaahon from beach 
sands It was shown by Emshe (1966) and 
Aronson et al., (1967) that reflected racha- 
tlon from beach sand is a function of. the 
wavelength of the radlahon, the optical 
constants of the medium, Le., n (refrac- 
twe index) and k (index of absorption), 
the parhculate gram size, the packing 
density, and the roughness of the surface. 
Hunt and Vincent (1968) used reflectance 
data based on ground laboratory samples 
to improve the work of Aronson et al The 

model of Hunt and Vincent also accounted 
for volume scattenng of reflected radia- 
tion m sand particles. 

Leu (1977) workang at the Envaron- 
mental Research Institute of Michigan 
(ERIM) collected beach sands (from 
Delaware) and measured their reflectance 
m the laboratory m the 0.4-2.5/~m range 
using a Cary 14 laboratory spectropho- 
tometer. (The Cary 14 spectrophotometer 
is a device which is capable of digitally 
recording the reflectance spectrum of a 
surface m the 0.35--2.5/~m range ) Leu 
then used multiple hnear regression to 
correlate reflectance values m discrete 
reflectance bands to mo~stttre and grain 
size. Leu's work showed promise, but his 
regressions did not work when beach sand 
reflectance values other than those from 
Delaware beaches were used This indi- 
cated the mineralogy of a beach sand 
strongly affects ~ts reflectance spectra and 
that the effects of mineralogy must be 
understood before molstttre and grain-size 
predlctmn algorithms can be run 

In order to understand htlly the effects 
of changes m mineralogy, molshtre, and 
gram size on the spectral reflectance of 
beach sand, a sand-reflectance model was 
used. The model, an adaptation of the 
Stats radlatwe transfer vegetation canopy 
model, is known as AQUASAND (Stats, 
1972). It uses, as inputs, the reflectance 
and transmittance for each mineral com- 
prising the beach sand ( l e ,  quartz, 
feldspar, magnetite, etc.). In ad&tlon, in- 
put to the model includes the sand gram 
size, the void space in the sand, and the 
moisture profile as a function of depth 
By varying these input parameters insight 
was gamed into the effect of physical 
changes on the bulk sand reflectance 

Using the mformatmn obtained from 
AQUASAND (Shuchman et al., 1978) 
the mineralogy, moisture, and graan-slze 
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(MOGS) algorithm was developed using 
reflectance spectra measured on a Cary 
14 spectrophotometer. These spectra 
ranged from 035-2 .5  /xm, an mterval 
practical for existing remote sensing tech- 
nology. The MOGS algonthm was eval- 
uated both on the reflectance spectra from 
which it was derived and on spectra col- 
lected following the algorithm develop- 
ment. In addition, digital images of grain- 
size distribution were developed from 
actual multlspectral scanner data 

Development of the MOGS Algorithm 

The procedure of developing an algo- 
rithm to prechct mineralogy, moisture, and 
gram size of beach sands was &vaded into 
three segments. First, a data base of sand- 
reflectance values was selected from 
which t o  budd the algonthm, second, the 
necessary equatmns were developed, and 
third, the algorithm was evaluated using 
actual remotely sensed aircraft data. 

All of the equatmns that make up the 
MOGS algorithm are based ultimately on 
81 laboratory-measured reflectance spec- 
tra of beach samples obtained from a 
Cary 14 spectrophotometer operated by 
ERIM. The sand samples were collected 
from five chverse beach types located in 
various coastal areas of the continental 
Umted States between June 1974 and 
October 1978 The use of a large range of 
sand types was deemed necessary to give 
the MOGS algorithm a wade field of ap- 
phcablhty The mean grain size (diame- 
ter), moisture content, and approramate 
location of each beach sand sample used 
m the development of the MOGS algo- 
rithm are given in Table 1. 

From mspectmn of both the AQUA- 
SAND-generated and empmcal spectra, it 
became apparent that mineralogy had by 

far the greatest influence on the reflec- 
tance spectra. So great is this mfluence 
that it tends to mask the more subtle 
features of changes m grain size and, to a 
much lesser extent, moisture. 

In order to achieve the fine detad 
needed for the class~ficatmn of moisture 
and grain size while still maintaining the 
apphcabdity to a large range of mineralo- 
gies, a two-stage procedure was estab- 
hshed m the development of the MOGS 
algorithm (Fig 1). The first stage entails a 
breakdown of sand mineralogy into dis- 
crete classes. Within each class, second- 
stage multaple hnear regressions were used 
to derive the moisture and grain-size 
information. Using this method the sec- 
ond-stage regressmns do not have to 
account for the large spectral effects of 
mineralogy characteristic of obverse beach 
sands. This chvxsmn Increased the accu- 
racy and pre&ctwe ablhty of the moisture 
and grain-size regressmn equatmns con- 
slderably. 

In order to determine which spectral 
regions would best be able to differentaate 
and predict the parameters of mterest, 
the AQUASAND beach sand model was 
used. By varying the model input param- 
eters in a logical fashmn it was possible to 
pre&ct which regions of the spectrum 
yielded the most useful information These 
spectral regions were then used m the 
MOGS algonthm to predict the parame- 
ters of interest Because the MOGS algo- 
rithm is to be used on aircraft-collected 
multlspectral scanner (MSS) data, all the 
input spectral data were chvaded into 17 
spectral "bands" which are feasible (dic- 
tated by atmosphenc transmittance) for 
lmplementatmn using exlstang MSS tech- 
nology (Table 2). In any given portion of 
the MOGS algorithm only a subset of 
these 17 bands were used, as wall be 
shown later 
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TABLE 1 The Mean Gram Sizes and Moisture Con- 
tents of the 81 Sand Samples Used m the Develop- 
ment of the MOGS Algorithm Samples are g~ven by 
mineralogical class 

MOISTUI',E MEAN GRAIN 
SAND I D * CONTENT (%) SIZE (mm) 

A1 4 5 0 35 
A2 29 4 0 35 
A3 15 0 0 37 
A4 28 4 0 50 
A5 11 3 0 43 
A6 33 4 0 32 
A7 13 1 0 35 
A8 24 9 0 38 
A9 8 8 0 44 
A10 29 7 0 43 
B1 21 0 0 40 
B2 24 6 0 76 
B3 14 2 0 46 
B4 27 2 0 88 
B5 11 0 0 63 
B6 19 0 0 95 
B7 6 8 0 71 
B8 24 9 0 76 
B9 6 2 0 71 
B10 21 3 0 71 
Bll  20 0 0 81 
B12 34 0 0 69 
B13 6 0 0 55 
B14 31 0 0 83 
B15 18 0 0 67 
B16 32 0 0 57 
B17 18 0 0 56 
B18 23 0 0 65 
BI9 3 0 0 94 
B20 23 0 0 60 
M1 5 0 0 36 
M2 15 0 0 36 
M3 25 0 0 36 
M4 30 0 0 36 
M5 5 0 0 41 
M6 15 0 0 41 
M7 0 0 0 23 
M8 0 0 0 29 
M9 0 0 0 41 
M10 0 0 0 36 
Ml l  10 0 0 23 
M 12 25 0 0 23 
M13 30 0 023 
M 14 10 0 0 41 
M15 2..0 0 0 41 
M16 15 0 0 23 
M17 22 0 0 28 
M18 20 031 
M 19 8 0 0 26 
HI 0 0 0 32 

TABLE 1 (continued) 

MoIsTum~ MEAN GRAIN 
SAND I D * CONTZNT (%) SIZE (mm) 

H2 5 0 0 32 
H3 10 0 0 32 
H4 15 0 0 32 
H5 20 0 0 32 
H6 25 0 0 40 
H7 30 0 0 40 
H8 35 0 0 40 
H9 0 0 0 17 
H10 15 0 0 22 
Hl l  10 0 0 32 
H12 5 0 0 40 
MX1 25 0 0 22 
MX2 0 0 0 22 
MX3 10 0 0 22 
MX4 15 0 0 22 
MX5 30 0 0 22 
MX6 35 0 0 22 
MX7 20 0 0 2,2 
MX8 5 0 0 22 
MX9 16 0 0 22 
MX10 4 0 0 22 
MXll 10 0 0 22 
MX12 29 0 0 22 
C1 00 ~ l X 1 X 0 2 5  
C2 100 ~ 1 × 1 X 0 2 5  
C3 50 ~ l X 1 X 0 2 5  
C4 200 ~ 1 X l X 0 2 5  
C5 150 ~ 1 × 1 X 0 2 5  
C6 300 ~ 1 × 1 X 0 2 5  
C7 250 ~ l X 1 X 0 2 5  
C8 400 ~ l X 1 X 0 2 5  
C9 500 ~ 1 × 1 X 0 2 5  

*A=Indian Rwer Inlet, Delaware 
B = Delaware Bay, Delaware 
M=Mmhlgan Coasthne (Sleeping Bear State Park, 

Petosky State Park, Mason-Oceana County Lane, 
Pentwater State Park, and Muskegon State Park) 

H=South Beach and Glen Eden Beach Oregon 
Coasthne 

MX=Panama City, Florida (Gulf of Meraco) 
C = Manne Carbonate, Florida Keys 

The prediction of mineralogy 

R a t h e r  t h a n  a t t e m p t i n g  t o  p r e d t c t  t h e  

m d l v a d u a l  m i n e r a l  c o m p o n e n t s  o f  t h e  d i f -  

f e r e n t  s a n d s  ~t w a s  d e c i d e d  t h a t  g r o u p i n g  

t h e  s a n d s  i n t o  h o m o g e n e o u s  t y p e s  w o u l d  
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I RE~TE SENSING I 
INPUT 

I 
m INITIAL MINERALOCICAL ati~on CLASSIFICATION ] 

Vector Length Classlfic 

. . . . . . .  

Iron-Stalned Quartz Michigan Heaw Pure ~rbonate 
Beach (A, B) ~ach (M) Beaches (H) Quartz (MX) ~ach (C) 

i Re'~ssi~n ] [ Reqressi°n ' L Regressi°n '' ~'ressi°n ] ' R~i s s i O n ! ~ ~  ' ! t ~  

B ture mot mlsture ml m ture 
~a 

A grain size grain slze grain slze 
~ach 

OUTPUT INFOI~4AT ION 
FIGURE 1 Flow diagram of the MOGS algorithm 

TABLE 2 The 17 Spectral Bands Used m the 
Development of Moisture and Grmn Size Re- 
gression EquaUons 

BAND NUMBrm WAVELENGTH RANGE (lira) 

1 0 43-0 47 
2 0 47-0 49 
3 0 49-0 51 
4 051-053 
5 053-056 
6 056-059 
7 059-063 
8 0 63-0 67 
9 0 70-0 75 

10 0 75-0 80 
11 080-090 
12 090-100 
13 1 00-1 10 
14 1 10-1 20 
15 1 20-1 35 
16 1 50-1 85 
17 2 10-2 50 

be more productive. As such, five groups 
were defined which, for the most part, 
corresponded with the geographic loca- 
tion of collection of the data base sam- 
pies. The five mineralogical classes are as 
follows: 

1. Iron-stained Aflanbc coast type 
(A,B), 

2. Iron-stained Mmhigan type (M), 
3 Non-iron-stained pure quartz type 

( ix) ,  
4 Heavy mineral (dark sand) type 

(H), 
5. Carbonate type (C). 

Typical spectra of these five minera- 
logical categories is given in Shuchman et 
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al. (1978) To chscnmmate the five miner- 
alogical classes a minimum-vector-length 
declsmn framework was used The con- 
cept is developed as follows. Suppose that 
there are two points, A and B, located m 
two-&mensmnal space. The &stance, or 
vector length, L, from A to B can be 
expressed m terms of the X and Y loca- 
hons of points A and B as 

L=[(XA--XB)Z+(YA--YB)2] 1/2 (1) 

This is, of course, related to the Pythag- 
orean Theorem. Now suppose we have a 
p-&mensmnal system with A and B 
located m each dimension. The vector 
length can be expressed as 

P X z)1/2 L= E (X,A-- ,B) , (2) 

where X,A lS the locatmn of point A in 
the ith &mensmn and X,B ls the locatmn 
of point B in the ith d~mensmn. 

This rationale can be used to classify 
some point, T, as being the member of 
one of n classes (A~, ]=  1, n), by finding 
the minimum vector length from T to A~ 
(1 = 1, n). In other words T is said to be a 
member of the class whmh is closest to it, 
on the average, across all p chmenslons. 
The munmum vector length is defined as 

(P )2) 1/2 
Lmm ~- mm '~ (X,T--X,A , 

1=1, ,n  , : 1  

(3) 

Notme that Eq. (3) has no provision for 
variability m the n classes, therefore, Lmm 
is chosen as being the shortest hnear vec- 
tor length. If each class has the same 
varlabdity associated with it tins causes 

no difficulty. In this experiment, how- 
ever, there were considerable &fferences 
m vanablhty between the classes so that a 
modtficatlon of Eq. (3) had to be made 
The standard devmtlon (SD) was used to 
modify the chstance between T and A~ 
related to each dimension thus remowng 
the effects of vanabthty from each class. 
This normahzed munmum distance equa- 
hon is expressed as 

Lmm ~ m l n  
~:1 ,  ,n 

Xt T --X,AI 
* = 1 S D ,  

(4) 

where SD, I is the standard devxatlon asso- 
ciated wath the jth class m the ith dimen- 
sion. 

In the apphcatlon of tins method to the 
classffacataon of mineralogy, the "thmen- 
slons" are spectral bands or ratios of 
spectral bands and the "classes" are 
mmeralogmal types. Eight spectral bands 
(Table 3) and all possible tmlque ratms of 
those spectral bands were used to classify 
the mineralogical type of an input sand as 
one of five categories. The object was to 
make each category as homogeneous as 
possible so that the moisture and graan-slze 
regressions which followed would be sen- 
SlhVe to small scale spectral changes. 

The prediction of moisture and grain size 

Using the AQUASAND model, we 
found that information related to mois- 
ture content of sands is best derived from 
the spectral regmn beyond 1.0 ~tm. This 
IS the result of the spectral reflectance of 
sand in this region being reduced by ab- 
sorption m proportion to the amount of 
water present. (Exceptaonally high spec- 
tral absorption is noted near 1.4 and 1.9 
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TABLE 3 The Eight Spectral Bands Used m the 
Breakdown of Beach Mineralogy into One of Fwe 
Categories In addmon to these eight bands all 
umque ratio combmaaons were also used 

BAnD NUMBER WAVELENGTH RANGE (gm) 

l 0 43-0 47 
2 0 47-0 49 
3 0 51-0 53 
4 053-056 
5 0 59-0 63 
6 080-090 
7 090 -10  
8 1 0 - 1 1  

/xm.) Although the spectral reflectance in 
these regmns is highly correlated to mois- 
ture we did not consider them since 
atmospheric absorption prohibits their use 
by an airborne sensor 

Changes in grain size seem to manifest 
themselves most clearly in the shorter 
wavelengths (0.4-0.7 gm). Grain-size m- 
formahon is gamed by hght being re- 
flected from sand grains below the surface 
through surface grains. The transmittance 
through the surface grains is reduced by 
internal scattering and absorption of the 
particle. Since both of these factors are 
dependent  on thickness, the bulk reflec- 
tance of a sand is dependent to some 
degree on the grain size. Theorehcally, a 
coarse-grained sand should have a lower 
reflectance than a fine-grained sand of the 
same mineralogical composition, sur- 
face frosting, and with sxmflar moisture 
content. According to our measurements 
this appears to be the case. 

This grain-size phenomenon can be 
confounded m two ways. First, if there is 
no scattenng or absorptaon wathm the 
grains (1 e., a perfectly clear matenal at all 
wavelengths) there can be no attenuation. 
Fortunately, even in our purest quartz 
sands there were enough lmpunhes and 
inclusions to gwe some attenuation Sec- 
ond, the sand grains may be opaque and 

thus attenuate too much light. This ap- 
pears to be the case in the heavy mineral 
and carbonate beaches. Most of the bulk 
reflectance for these two types was the 
result of surface reflectance and essen- 
tially none from hght transmitted through 
the surface grains from below. We were 
unable to create accurate grain-size equa- 
tions for these types. 

Utthzmg the physical phenomena dis- 
cussed above we are able to develop 
multiple hnear regression equations for 
pre&chng moisture in all five mineralogi- 
cal classes and grain size for three of the 
five mineralogical classes. The basis for all 
the regressions, except one, was the sam- 
ple group correspon&ng to a gwen 
mmeralogtcal class. The single exception 
was the grain-size equation corresponding 
to a pure quartz beach. Our samples 
w/thin this type consisted of a single grain 
size (0.22 mm) and, as such did not 
provade an adequate basis for regres- 
sion equations. For this case, we used 
AQUASAND-generated spectra to simu- 
late a wade range of grain sizes in order to 
add grain-size vanabthty to the data set 

Seventeen spectral bands between 0.4 
and 2.5 g m  were chosen for use in the 
regressions (Table 2). Within the 17 
bands, only those which were predicted 
by the AQUASAND model to be most 
mformahve were used. In this way we 
could be reasonably certain that the re- 
gression equations would respond the cor- 
rect parameter and thus yield accurate 
predictions. The predictive equations to- 
gether wath the associated standard errors 
(SE), and coefficient of variation (R 2) are 
gwen in Table 4. 

In summary, the MOGS algorithm rep- 
resents (see Fig 1) a computer-controlled 
package of equahons. The input is a set of 
17 spectral reflectance bands obtained 
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TABLE 4 Multaple-Lmear-Regressmn Equatmns for the Predlctmn of Moisture and Gram Size The equations are 
hsted by mineralogical class Gram size is m mm 

A Iron-stamed quartza-- Atlantic coast 

Prechcted moisture %=67 964-65 046 ( ~ d - ' - i 4  ) B a n d  16 

SE= - 3  08%, R~ =0  888 
Predicted gram size=6 8 7 - 3  4634 (Band 7) 1/4 +0 0300 (Band 1)+0 01672 (Band 15) 
SE-- -+0 13 mm, R 2 --0 603 

B Iron-stained quartz-Michigan coast 
Prechcted moisture %=60 149-49 961 ( ~ . i . i _  ) _ 2  2 2 6 B a n d  16 ~ ) [  Band 17 

SE= -+2 56%, R2 =0 970 
Predacted gram size = 0 6405-0 0152 (Band 5 ) -  0 0047 (Band 17) 
SE= - 0  055 mm, R z =0 558 

C Non-Iron-stamed quartz 
\~ ~ B a n d  16 ) -64065 ~,[ ~ B a n d  15 Predicted Moisture % = 127 02--65 159 t 

/ 

SE= -+--2 12%, R 2 =0 971 
/ Band7 \ 

 a,n s ze--X 158-2 328  Band 10)+0 3201 ( )+O 2858  Band Predicted 

SE and R 2 not apphcable 
D Carbonate 

( Band 14 / 
Prechcted moisture % =596 28-642 ~ Band 17 , - 1 081 (Band 14) +0 1538 (Band 17) 

SE= -+4 09%, R ~ =0 879 No gram-size equation 
E Heavy mineral 

Band 14 \ 
Predicted moisture % = 19 284 + 11 194 ~ ) - 1  081 (Band 14)+0 1538 (Band 17) 

SE= ±4 09%, R2--0879 No gram-size equation 
aIron-stamed quartz was determined by visual examination under stereomlcroscope 

from an unknown sand. Based on these 
bands, the sand is classified as being a 
member one of five mineralogical types. 
Depending on the mineralogical type, 
the appropriate moisture and graan-slze 
(where apphcable) equations are apphed 
to the data. The output from the MOGS 
algorithm is the predicted mineralogical 
class, the predicted moisture, and the pre- 
dicted gram size. 

Test Results of the MOGS on Laboratory 
Spectra 

The MOGS algorithm was first tested 
on 70 of the 81 samples from which xt 
was derived and the results were very 
promising. Eleven samples were dis- 
carded because their gram sizes were 
abnormally large or percentage of mois- 
ture was inaccurate. The classification of 

mineralogy was 99% + correct. The over- 
all correlation of predicted to actual mois- 
ture was 96% (significant at the 0.001 
level) and the overall correlation of 
predicted to actual gram size was 88% 
(slgmficant at the 0.001 level). However, 
teslang any equation or algorithm on the 
samples from which It Was derived is not 
concluswe. For this reason the MOGS 
algorithm was tested on several other 
beach sand samples which were indepen- 
dently collected and spectrally measured 
following the algorithm construction. 
These results are given m Table 5. In 
each case, the MOGS algorithm selected 
a mineralogy which allowed the moisture 
and gram-size regression to operate cor- 
rectly The independent test yaelded an 
actual moisture to predicted molshtre cor- 
relation of 0.95 (significant at the 0 01 
level) The predlctaon of gram size was m 
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TABLE 5 Comparison of Actual Parameters to Prechcted Classlhcataons by the MOGS Algorithm Samples used 
here were collected independently of those on which the algonthm is based 

MEAN 
SAMPLE MINERALOGY MOISTURE (%) GRAIN SIZE (rnm) 

(mm) 
ACTUAL PREDICTED ACTUAL PREDICTED % DIFFERENT ACTUAL PREDICTED DIFFERENT 

MICH1 MICH 37 7 25 6 - 12 1 0 26 0 28 +0 02 
MICH2 MICH 3 2 3 7 +0  5 0 28 0 30 +0  02 
MICH3 MICH 0 3 0 0 - 0  3 0 25 0 32 +0  07 
MICH4 MICH 12 1 16 0 +3 9 0 23 0 29 +0  06 
MICH5 MICH 15 0 12 7 - 2  3 0 25 0 30 +0 05 
MICH6 MICH 28 0 26 2 - 1 8 0 28 0 29 +0 01 

no case more than 0 07 mm different 
from the actual gram size. 

Test of the MOGS Algorithm on MSS 
Data 

The next log~cal test for the MOGS 
algonthm was to evaluate it on actual 
multaspectral scanner (MSS) data. Such 
an lnvestigataon was carned out using 
aarcraft data obtaaned from the ERIM- 
MSS. The ERIM-MSS (HaseU et al, 1974) 
is an optical scanning device, Le, It re- 
cewes signals conlanuously while the 
sensor instantaneous field of view (IFOV) 
moves over the fhght path scanning the 
terraan The MSS is a passwe device, 
meaning it senses energy onglnatmg from 
the sun and reflected from the terraan. 
The data from the MSS used m this anal- 
ysis covered 12 dascrete spectral bands in 
the 0.4-2.5 ftm region of the electromag- 
netic spectrum (see Table 6) 

Field test 

Multaspectral Scanner data were col- 
lected over three test sites along the 
Mxchlgan shorehne; Muskegon State Park, 
Pentwater State Park, and Mason-Oceana 
(M-O)  County line. The flight, part of an 
ERIM flight test for a NASA and NOAA 
program, took place on 1 November 1978 

TABLE 6 Spectral Bands 
Used by ERIM-MSS for Test- 
mg the MOGS Algorithm 

BAND 
NUMBER RANCE (/tm) 

1 040-044 
2 0 43-0 46 
3 0 45-0 49 
4 0 48-0 53 
5 0 51-0 57 
6 0 54-0 63 
7 060-0 72 
8 0 66-0 84 
9 078-1 1 

10 1 2 - 1 4  
11 1 5 - 1 8  
12 2 0 - 2 6  

under clear skies between 1:00 and 2:00 
P M .  

Coincident with the fly-over, the fol- 
lowing ground truth survey was carried 
out at the Pentwater test site. 

1. Sand samples were collected to 
confirm graan s~ze and moisture 
condltaons at the tame of fhght, and 

2 Reflectance panels (black and gray) 
were placed on the beach and radi- 
ance and lrrachance spectral mea- 
surements obtaaned. 

Additaonally, three sand samples were 
taken at the M - O  County hne site and 
two sand samples obtaaned along with a 
reflectance measurement at the Muske- 
gon State Park test site 
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The Michigan beach test was the first 
test of the MOGS algorithm on actual 
MSS data. The bands available on the 
ERIM-MSS (M7) as it presently func- 
tions necessitated a change in the band 
classdicataon using the MOGS algonthm. 
The algonthm was changed to handle a 
total of 12 instead of 17 bands. This was 
simply done by truncating the five bands 
from the algonthm not avadable on the 
ERIM-MSS (M7). The resulting predic- 
tions of mineralogy using 12 instead of 17 
were not affected. Using only five bands 
and ten ratios, the algorithm classified the 
mineralogies very well. This indicates that 
the use of eight bands and 26 ratios, as in 
the onganal algorithm, is probably over 
precismn. In addition, the M7 bands gave 
very nearly the same predictions for mois- 
ture and gram size for the Michigan 
beaches as the 17 bands which were used 
to develop the onganal equations. 

Aircraft MSS data reduction 

Table 6 hsts the 12 channels of MSS 
data used in the Michigan tests. These 
channels (as mentioned previously) were 
selected as being very close to the chan- 
nels used in the development of the 
MOGS algorithm. The nine channels cor- 
responding to the shorter wavelengths 
utlhzed a photomultapher detection sys- 
tem while the three longer wavelength 
channels used an InSb detector. The data 
were recorded dlgatally on a High Density 
Digatal Tape (HDDT) for later computer 
processing. 

Using an ERIM computer video dis- 
play, the exact location of the test sites 
were determined and the data for all three 
test sites were transferred to a computer- 
compatible tape (CCT) for use on the 
University of Michigan AMDAHL 470 
computer system (MTS). Rather than 

converting all the data, only an area 100 
plxels on either side of the test site was 
recorded for each test site. Each plxel for 
the test data (600 m altitude) ~s ap- 
proyamately a 1.5 m square The use of 
only 100 plxels on either side of the test 
site negated having to correct the aircraft 
data for scanning angle effects of the 
sensor 

Using the generated CCT on MTS, 
gray maps (computer-generated images) 
were produced to ascertain the exact areas 
from winch the sand samples were col- 
lected. Upon specdlc location of the sam- 
ple areas w~thin the test site, the actual 
digatal values obtained by the remote 
sensor were extracted. The data values 
obtained from MTS corresponding to the 
sample areas were then tabulated and 
"cahbrated" This was accomphshed by 
using an MTS module to extract the 
cahbratxon values related to each scan 
line which contained a sample point. The 
"blackbody" calibration value was sub- 
tracted from the sample value for each 
sample to normahze the data. We found 
essentially no vanabihty between scan 
lines in terms of the cahbratmn values. 

Concurrent with the data extractmn, 
the sand samples obtained from the test 
site were measured for reflectance using 
the Cary 14 spectrophotometer. The sig- 
nal values obtained from the scanner data 
were then plotted against the appropnate 
band reflectance, as measured with the 
Cary 14, to achieve a signal value to 
reflectance transfer curve For some 
reason, probably related to the non- 
Lambertlan nature of objects in the scene, 
the relationship did not appear to be 
strictly hnear in all bands. This nonhnear- 
ity appears to be most pronounced for the 
near infrared spectral bands which use 
the InSb detector. In ad&tion, the reflec- 
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tance calibrahon panels winch were de- 
ployed at the Pentwater Site do not plot 
well with the sand values. This means 
that, m tins case, the panels were not 
particularly useful m cahbratlng the MSS 
system to values of reflectance. Our final 
signal-value-to-surface reflectance cahbra- 
hon was accomphshed using the reflec- 
tance of a few sand samples (four) plotted 
against the MSS digital signal value. The 
dlgatal values of other areas on the beach 
were then altered to reflectance using 
these curves. Thus the ERIM-MSS (M7) 
recewed radiance value was converted to 
a reflectance value usmg tins techmque. 

Aircraft test results 

The test results using the aircraft 
scanner data are encouragmg (Table 7). 
The correlahon (R) of pre&cted to actual 
moisture content is 0.91 (slgntflcant at 
the 0.01 level) and the pre&chon of gram 
s~ze is, m no case, greater than 0.09 mm 
different from the actual gr~un size. The 
prechcted gr~un sizes shown in Table 7 
are all larger than the actual measured 
gram size. The stat~sheal analysis on the 
sand samples used to create the M~chlgan 
grmn-slze regression equahon showed the 

sands to be moderate to well sorted 0.e ,  
low standard devaataon of gram size) but 
exhibihng a negative skewness in almost 
all cases Tins negatwe skewness, m&ca- 
hve of a coarse frachon, could have bi- 
ased the gram-size pre&ctaon algorithm 
and caused the larger than actual predic- 
tion of gram size to result. 

The moisture predlclaon appears par- 
hcularly poor for ingh moisture contents. 
Tins is most hkely the result of wet sand 
at the test sites exinbltmg b~&rechonal 
dependencies (1.e., a failure to behave m a 
Lambertmn manner). These blchrechonal 
charactenshcs are enhanced at low sun 
angles and are not accounted for by the 
MOGS algorithm. Although the fhght took 
place at 1.30 EST the sun was only 38 ° 
above the horizon on November 1. 

A laboratory experiment was conduct- 
ed to quantify the effects of blchrectlonal 
dependencies of wet sand. Figure 2 shows 
the laboratory set-up used to conduct the 
test. The sand was spread evenly in a 
70>( 70 cm tray to a depth of 2 5 cm 
Illummahon was provaded by a 200-/~W 
projector lamp whose beam was optically 
colhmated to prowde a inghly dlrechonal 
source 0 e ,  ~-6 °) The detector used was 

TABLE 7 Comparison of Actual Parameters to Predicted Classffleahons by the MOGS Algorithm 
The sand spectra used here were collected by the ERIM-MSS 

SAMPLE MINERALOGY MOISTURE (%) 

ACTUAL PREDICTED ACTUAL PREDICTED %DIFFERENT 

GRAIN SIZE (mm) 

mm 
ACTUAL PREDICTED DIFFEr, ENT 

Pentwater MICH 22 3 12 1 - 10 2 0 25 0 32 + 0 07 
Pentwater MICH 1 0 0 0 - 1 0 0 23 0 28 + 0 05 
Pentwater MICH 8 0 10 1 + 1 9 0 22 0 25 + 0 03 
Pentwater MICH 28 0 16 9 - 11 1 0 26 0 35 + 0 09 
Pentwater MICH 5 0 2 2 - 2  3 0 24 0 26 + 0 02 

M - O  lane  MICH Not measured 0 29 0 32 + 0  06 
M - O  lane MICH Not measured 0 27 0 36 + 0  09 
M - O  Lane MICH Not measured 0 29 0 37 + 0 08 

Mttskegon MICH Not measured 0 25 0 30 + 0  05 
State Park 
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a Coherent Optics power meter which 
utthzed a silicon detector. The aperture of 
the detector was reduced using baffles 
such that an area approximately 5 cm 
square on the sand surface was sensed. To 
avoid hawng the detector head shadow- 
lng the sand it was offset such that it was 
vaewing at an angle of 23 ° from the v e r t i -  

c a l  As is shown in Fig 2, the lamp was 
moved through several angles from nor- 
mal to the sand surface to nearly parallel 
wath it At each angle the flux to the 
detector was measured and recorded. 

According to theory, if a surface is 
perfectly LamberUan then the exltance 
from the surface should decrease with the 
cosine of the angle of incidence. There- 
fore the exatance observed at any il- 
lumination angle should be equal to the 
exltance with the dlumination normal to 
the surface multlphed by the cosine of the 
angle of interest. Using this relationship, a 
useful measure of the LamberUan nature 
of a matenal is 

M 0 

R-- M0co s O' (5) 

where R is the measure of LamberUan 
nature, M 0 is the exatance observed at 
dlummaUon angle O and M o is the exa- 
tance observed with the Illumination 
normal to the surface. For a perfectly 
LamberUan material R should be 1 0 for 
all/9 If R is less than 1.0 then less flux is 
being reflected at angle /~ than was ex- 
pected, and If R is greater than 1.0 the 
r e v e r s e  is t r u e  

Using the experimental design just de- 
scnbed, two sand conditions were in- 
vestigated, dry sand and sand with - 2 5 %  
moisture As can be seen m Fig 3(a), dry 
sand is qmte Lambertaan m character at 
angles up to 60 ° incident (30 ° above the 
horizon). The sun angle during the 
Michigan test fhght was approxunately 
52 ° incident lnchcating the exatance from 
dry sand was ~,84% of that expected 
from a Lambertian material. This is m 
fact quite good for tins incidence angle 
although a more nearly normal incidence 
angle (higher sun) would have been de- 
sirable 

The wet sand [Fig. 3(b)] exhibits strong 
blchrectlonal properties indicative of a 

~,~o~e6 .._ ~ "Coll 1mated" Source 

FIGURE 2 Experiment set-up used to determine l~mbem~u propemes 
ol sand 
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semlspecular surface. The raw data lndt- 
cares a very high exatance at 0 ° incidence 
followed by a rapid fall off at other inci- 
dence angles relatave to that observed for 
dry sand. The lmphcation is that there is 
a specular return at 0 ° lncldent--a  very 
non-Lambertlan characteristic, for such a 
case the assumption of a LambertIan 
surface does not hold. Note from Fig. 3 
that for sun angle ± 15 ° from zenith wet 
and dry sands decreased in reflectance 
approxamately the same amount and 
therefore minimize non-Lambertaan ef- 
fects. It should be noted that the gonlo- 
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metnc study described was not a spectral 
study but rather used a hght source that 
ranges the Xaslble and is weighted to the 
infrared. 

In summary, the Cary 14 Spectropho- 
tometer makes a reflectance measurement 
that is hemlsphencal, i.e., the reflectance 
propertms whether bi&rectlonal, Lamber- 
tlan, or diffuse have little bearing on the 
reflectance that is sensed. Conversely, the 
MSS only intercepts radtatlon which is 
reflected m a certain chrectlon as opposed 
to the diffuse sensing of a spectrophotom- 
eter For an MSS, this sensing is normal 
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1.1 

1.0 
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0.8 

0.7 

80'- ' 90 ° 

(b) 

1.3 

1.2 

1.1 

1.0 
0 

0.9 

0.8 

0.7 

70 ° 80 ° 90 ° 

FIGURE 3 (a) Dry sand case (b) Wet sand case 
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0 -  5% ~ 5 -  20% 

(a) 

m l l  2 0 + ~  

(b) 

~ 1  0 1 5 - 0 2 5 m m  l ~  0 2 5 - 0 4 0 m m  ~ > 0 4 0 r a m  

(c) 

FIGURE 4 Dlgltal imagery, generated by the MOGS algorithm showing the dastnbuhon of 
monsture and gram size on Pentwater Beach (Pentwater State Park, Mmhlgan) White areas are either 
unclassified regmns or open water l_aghter shade m&cates higher moisture content (a) Moisture 
dlstnbutnon image (b) Gram-size distribution nmage (c) Panchromatic aerial photograph 
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to the sensed surface at the center of the 
scan and progressively more obhque to- 
ward the edges of the scan The type of 
dlumlnatmn is highly variable rangang 
from diffuse with an overcast sky to nearly 
specular on a clear sunny day. In the 
former case, the geometry is much hke 
that of a spectrophotometer m reverse-- 
diffuse source and specular sensing Be- 
cause of reciprocity the apparent reflec- 
tance as denved from MSS data, lgnonng 
path rachance factors, should be exactly 
the same as the reflectance sensed by a 
spectrophotometer Thus, to mlmmlze 
b~dlrectmnal reflectance, future aircraft 
fhghts should be made dunng complete 
mldaltltude (3000 m) cloud cover or sunny 
skaes with the sun close to the zemth 
(summer sun) as mdmated from Fig. 3 

Applyang the same moisture and gram- 
size equatmns used in the prevaous analy- 
sis, the entire Pentwater State Park beach 
on a plxel-by-plxel basis (m this case 1 5 
m × l . 5  m) was classLfled with respect 
to gram size and moisture content The 
two MOGS-generated digital maps (see 
Fig. 4) show the predicted moisture and 
graan-s~ze dlstnbutmn on the beach at 
Pentwater. Also included on Fig. 4 is a 
panchromatm aerial photograph take 
coincident with the MSS data. The ground 
truth measurements taken at the time of 
flight correlate well with these unages. 
Figure 4 helps to demonstrate how an 
entire sandy coasthne might be analyzed 
in respect to moisture, gram s~ze, and 
gross mineralogy using a small subsectmn 
as calibration 

Conclusion 

The development of the MOGS algo- 
n thm has demonstrated the feaslbihty 
of obtaining quantitative moisture and 
gram-size reformation from the spectral 

reflectance of beach sands. The de- 
termination of gram size is dependent on 
the sand grams being neither opaque nor 
perfectly clear. 

The two stage nature of the MOGS 
algorithm is directly responsible for its 
broad apphcablhty without loss of detail. 
By separating the mineralogical types 
pnor  to the prechctlon of moisture and 
gram size much of the vanablhty whmh 
could easily hide small scale changes is 
removed. The use of a vector-length dxs- 
cnmmant  function to classify mineralogy 
worked extremely well m this apphcation, 
smce 36 different dlmensmns could be 
evaluated simultaneously. A multistage 
approach lnvolvang multaple classification 
techniques is a powerful tool, one whmh 
may be very useful m many areas of 
remote sensmg. 

The Lake Mmhlgan field test has flu'- 
ther demonstrated the MOGS algonthm's 
apphcabthty to remotely sensed field data 
Gram size was predmted to within 0 09 
mm mean dmmeter of the actual size 
while beach moistures below 20% were 
accurately prechcted In all cases, the 
computer algonthm correctly identified 
the Michigan beach mmeralogy as being 
a predommately iron-stained quartz-  
feldspar beach. 
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