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The objective ofthis work is refinement ofan MR angiography technique via postpro- 
cessing removal of phase errors which inhibit static signal subtraction. Projective views 
of the object are obtained using interleaved flow-compensated and noncompensated gra- 
dient waveforms. Complex subtraction of data sets is required since a projection dephase 
pulse is used for static signal suppression. This renders the difference image susceptible 
to systematic phase errors which are modeled asa smoothly varying multiplicative phase 
function. The error function is estimated by comparison of heavily spatial filtered rendi- 
tions of the object acquired without projection dephasing in order to minimize influence 
of flow. The phase correction is then applied to high-resolution data sets collected with 
projection dephasing 10 enhance flow sensitivity. The technique is demonstrated by im- 
provement of MR angiograms of rats acquired on a 2-T, 31-cm-bore system. 6' 1989 
Academic Press. Inc. 

INTRODUCTION 

Tissue dynamics are among the properties to which magnetic resonance (MR) 
imaging is sensitive. Often dynamics are secondary to the objective of the MR im- 
aging experiment and may either enhance or detract from the diagnostic value of the 
image. This is particularly true for acquisition sequences designed without special 
consideration of motion (1, 2). A variety of techniques has been developed to at- 
tempt blood flow quantification or direct imaging of flow patterns. Usually these are 
categorized into methods based on amplitude modulation due to bulk motion of 
spins through selected volumes (3-5) or methods which exploit phase shifts that are 
unique to flow (6-8). Within each category there is a variety of flow information 
representations such as phase displays, angiograms, and cinematography. Our inter- 
ests lie in projective MR angiography. 

Several MR angiography schemes rely on subtraction of images which, ideally, 
differ only in flow signal. How is distinguished from static tissue by its pulsatile nature 
( 9 )  or by gradient waveforms which induce phase shifts unique to motion (10-12). 
When the angiographic method necessitates complex subtraction of data sets, techni- 
cal imperfections may compromise the final result. For example, gradient eddy cur- 
rent effects are a notorious source of phase errors which confound complex subtrac- 
tion angiograms ( 11 ). 

The objective of our study is refinement of an MR projection angiography tech- 
nique. This particular technique does not attempt to quantify flow speed or direction; 
rather it strives to display flow patterns with minimal dependence on speed and ulti- 

0740-3 194/89 $3.00 38 
Copyright 0 1989 by Academic Press, Inc. 
All rights of reproduction in any form rexrvcd. 



MR ANGIOGRAPHY 39 

mately may be expanded to be independent of flow direction. Consequently, cardiac 
gating is not required nor must the flow be pulsatile since gradient waveforms, not 
cardiac phase, are used to distinguish static from flow. It is assumed, however, that 
flow speed is adequate to be distinguished from static for the given gradient strength 
and duration. Pulsatile flow having a static phase is a source of motion artifact which 
can be mitigated by signal averaging or gating. 

In its simplest form this angiographic process uses subtraction of magnitude images 
( 1 I ) , thereby circumventing many technical imperfections apparent in complex 
data. However, substantial improvement in signal to noise may be realized via projec- 
tion dephasing gradient pulses to suppress static signal ( 10). Inclusion of projection 
dephasing requires complex subtraction of data sets to avoid yet additional artifacts 
unrelated to technical errors. Consequently, phase equivalence between data sets is 
essential otherwise flow patterns may be masked by incomplete subtraction of static 
signal. In the following report we present a simple phase correction scheme to im- 
prove complex subtraction MR angiography. While demonstrated here with flow 
speed insensitive angiography, the approach may also benefit other phase-dependent 
flow imaging/quantification methods. 

MATERIALS AND METHODS 

Phase-sensitive flow imaging strategies exploit the fact that motion in the presence 
of a gradient produces additional phase shifts. In general, the phase of a spin traveling 
path r( t )  through a time-varying gradient G (  t )  is given by 

The function r( t )  may be expanded into initial location, velocity, acceleration, and 
higher order terms so that the corresponding phase shifts are easily calculable for a 
given G (  t )  ( 1 3 ) .  Alternatively, one may prescribe desired motion dependencies of 
as design criteria for G ( t )  ( 1 4 ) .  We use two gradient waveforms to pFoduce angio- 
grams with minimal flow speed dependence. In one, G (  t )  induces strong velocity- 
dependent phase shifts such that even in relatively slow flow there is sufficient phase 
dispersion to attenuate the flow signal. The other waveform should produce minimal 
velocity-dependent phase shifts thereby refocusing flow into a strong coherent signal. 
Short echo time helps to minimize acceleration and higher order effects which are 
ignored. Flow direction sensitivity is determined by G( t )  which may represent any 
one or combination of the three gradient directions; frequency encoding, phase en- 
coding, and projection. All flow-compensated or noncompensated gradients can be 
applied simultaneously for omnidirectional flow sensitivity. In this report, however, 
flow sensitivity is limited to only the frequency-encoding direction. 

Figure 1 shows frequency-encoding gradient waveforms ( a )  GNC which produce a 
velocity-dependent phase shift (flow noncompensated) and (b)  GFc which produces 
no velocity-dependent phase shifts (flow compensated). Forcing zeroth and first mo- 
ments of G( t )  to be zero and solving for gradient amplitudes GA and GB in terms of 
observe amplitude Gc and timing parameters one finds 
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There is a continuum of waveform designs which have the desired flow dependencies; 
however, we were driven by the empiric observation that eddy current effects were 
reduced by minimizing gradient amplitude excursions. According to Eq. [ 21 this is 
achieved by maximizing the temporal separation of pulses G A  and G B .  The waveform 
G N C  differs from conventional spin-echo design only in that its observe pulse duration 
is increased to amplify flow phase shift. 

Proceeding from the assumption that flow signal is sufficiently attenuated by GNC 

and recovered by GFC, the respective complex projections along axis z may be mod- 
eled as 

where S is the projection of static tissues, F is the projection of flow, and 6(x, y) 
represents any phase difference that may exist between data sets. In particular, we 
attribute the majority of phase differences to eddy current differences between the 
sequences. Implicit in this model are assumptions that there is no significant phase 
error dependence on z since the z gradient is unchanged and that eddy current differ- 
ences are negligible during signal digitization, otherwise Eq. [ 31 would have a convo- 
lutional form. 

Within this model it is obvious that magnitude subtraction of I PNc I from 1 PFc I 
produces an angiogram free of phase error. Unfortunately, in most situations flow 
contributes relatively little to PFc. Due to dynamic range limits of typical MRI sys- 
tems, subtraction-based flow imaging schemes can suffer quantization noise prob- 
lems when the receiver gain setting is dominated by the static signal. Moreover, minor 
imperfections in sequence execution which result in incomplete subtraction of static 
signal may completely mask flow. This inherent low flow sensitivity due to static 
signal constitutes another major impediment to MR angiography based on image 
differences. A simple and effective static signal suppression technique is inclusion of 
a spin dephasing gradient pulse along the projection axis direction (10).  With the 
application of a projection dephasing gradient pulse of a strength X rad/mm the com- 
plex data may be modeled as 

D N C ( x ,  y )  = j s(x, y ,  z)eix'dz = SA(x, Y) 

The functions S, and FA represent the z direction spatial frequency content of static 
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RG. I .  Frequency-encoding gradient waveforms. (a)  Waveform GNc is not compensated for flow and 

therefore attenuates flow signal due to dephasing. (b)  Waveform G ,  is flow compensated and recovers 
flow signal. 

and flow objects at the spatial frequency defined by A. If the dimension of vessels in 
the projection direction is small compared to static tissues, as is usually the case, the 
relative contribution of flow to the recorded signal will be enhanced. For example, if 
one considers the simplest case of a uniform object having static tissue thickness ts 
and vessel thickness tF and ignores relaxation time differences and other physical 
details, the ratio of flow to static contributions to DFC is given by 

FJSA = I t&c( fFh/2) 1 / I  tssinc( tsA/2) 1 . r51 
For ts D tF and t,A < 3r/2 it is apparent that the flow contribution is significantly 
enhanced over the nonprojection dephased case in which the ratio is given by tF/tS. 

The magnitude difference of flow-compensated and noncompensated data sets of 
Eq. [4] eliminates the function 6(x, y ) ;  however, the relative phase between SA and 
FA modulates the intensity of the angiogram. That is, 

IDFcI - IDNcI = I X + F A I  - I & l  
= { I  SA 1 ’  + I F A  l 2  + 21 SAIIFA Icos(4)}”2 - I SA 1 )  [61 

where 4 represents the relative phase between S, and FA. By inspection of Eq. [ 41 it 
is clear that projection dephasing results in 4 being a function z.  Consequently, flow 
intensity in the angiogram is dependent on vessel position along the z axis. In addi- 
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tion, as the product of projection dephasing strength and vessel thickness approaches 
2 ~ ,  one can expect reduced vessel intensity as FA approaches zero. 

These artifacts are exemplified in the phantom images of Fig. 2. The phantom 
consists of a fluid-filled petri dish with a removable glass insert. Data collected with 
the insert removed simulate flow-compensated acquisition (i.e., no signal void), 
whereas data collected with the glass insert in place simulate flow void of an ideal 
noncompensated acquisition. Gradient waveforms were unchanged thereby avoiding 
eddy current complications in the simulation. To display the thickness-dependent 
artifact the glass insert was constructed of five glass slides ( 1  X 25 X 75 mm each) 
overlapped such that the net thickness with respect to the projection direction stair- 
steps from 1 mm at right and left edges to 5 mm in the middle. This thickness varia- 
tion is along the horizontal direction of the images and is faithfully depicted in the 
images collected without projection dephasing (Figs. 2a magnitude and 2b complex 
difference), albeit at low signal to noise. To demonstrate the position-dependent arti- 
fact the glass insert was tilted such that its position with respect to the projection 
direction ramped by 12 mm from top to bottom. The strong intensity modulation 
along vertical lines of the magnitude difference image (Fig. 2c) collected with 0.48a/ 
mm projection dephasing illustrates the artifact. This artifact is nearly completely 
removed by complex subtraction (Fig. 2d); however, as expected the thickness-de- 
pendent artifact seen as modulation along horizontal lines remains. Herein lies the 
greatest fault with projection dephasing: the potential for interference of signal within 
thick vessels or between superimposed vessels. Nevertheless, our approach is to use 
projection dephasing for its signal-to-noise benefits and then to apply regional phase 
corrections to the data prior to complex subtraction as described below. 

Refemng again to Eq. [ 31, PNc and PFc differ only in the flow signal content and 
any phase distortians resulting from improper sequence tuning or eddy currents. Al- 
though system dependent, typically these errors are spatially slowly varying functions. 
Vessel patterns in the body, on the other hand, are characterized by higher spatial 
detail. In this case, one may compare heavily spatial filtered versions of PNC and PFc 
as a measure of phase error. Let PNc and PFc be defined as the convolution of PNc 
and PFc with a spatial blur function B ( x ,  y ) .  Assuming 6(x, y )  is a slowly varying 
function over the range defined by B ( x ,  y )  then 

Furthermore, i f  the contribution of flow to PFc is small, its contribution to PFc may 
be ignored leading to a simple estimation of phase error, 

To minimize flow signal contamination of the phase error estimation process, these 
data sets are acquired without projection dephasing. Separate data sets to which phase 
corrections are applied are acquired with projection dephasing. That is, the angio- 
gram A (x, y )  is finally generated by complex subtraction, 
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FIG. 2. Difference images of a phantom containing a removable glass slide insert to simulate flow-com- 
pensated and noncompensated acquisitions. Thickness of the insert vanes from right to left, whereas its 
position with respect to the projection axis vanes from top to bottom of the images. These images demon- 
strate vessel thickness and position-dependent artifacts in magnitude and complex difference images ac- 
quired with projection dephasing. (a)  Magnitude difference image, acquired without projection dephasing. 
(b)  Complex difference, without projection dephasing. (c)  Magnitude difference, acquired with 0.48r/ 
mm projection dephasing. (d)  Complex difference, acquired with 0.48rlmm projection dephasing. Note 
that only the positiondependent artifact ( intensity modulation along vertical lines) is removed by complex 
subtraction. 
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where 

~ C = o F C [ p , , C p ~ ~ l / [ I P N C I  IPFCI] [91 

and P& is the complex conjugate of PFc. 
The requirement for phase correction files represents only a marginal increase in 

total scan time. Since PNc and PFc are very low spatial resolution renditions of the 
object, only a sparse acquisition matrix (16-32) is required. We have adopted a 32 
matrix size acquisition followed by heavy Gaussian apodization of the echoes to pro- 
duce the phase correction files PNc and Pkc. Furthermore, as indicated in Eq. [9] 
knowledge of absolute phase is not required, thereby avoiding need of a phase un- 
wrapping algorithm. 

MR angiography was performed on rats using a 2-T, 3 I-cm-bore system (GE NMR 
Instruments). A two-turn surface coil receiver geometrically decoupled to a bird cage 
transmit coil was used to image the rat head and neck region. The frequency-encod- 
ing direction was selected as the long axis of the rat giving greatest flow sensitivity in 
the neck vessels. 

Interleaving of flow-compensated and noncompensated acquisitions was used to 
minimize misregistration due to motion. Flow noncompensation and compensation 
were achieved via the waveforms of Fig. 1 with the minor modification of using 4-ms 
sine-shaped prephase pulses ( GA = 4.9 mT/m, GB = 18.2 mT/m) and ramps append- 
ing the observe gradient (G, = 10 mT/m).  The noncompensated waveform pro- 
duced a phase shift of approximately O.G?r/cm/s of flow. The flow-compensated 
waveform promotes an undesired gradient echo from signal originating from the 180" 
pulse; therefore, additional spoiler pulses were applied in the projection direction. 
Phase encoding immediately preceded signal digitization to reduce flow misregistra- 
tion between phase- and frequency-encoding events. All acquisitions were ungated. 

As described above, two pairs of flow-compensated and noncompensated data sets 
are required to produce an angiogram. One set consisted of interleaved flow-compen- 
sated and noncompensated 32 X 256 matrices acquired without projection dephas- 
ing. This provided the phase corrections to be applied to the other pair of 256 X 256 
interleaved matrices collected with projection dephasing. Phase correction was per- 
formed in accordance with Eq. [ 91. The spatial filtered functions PNc and PFc were 
generated by multiplication of the nonprojection dephased time domain data by a 
two-dimensional Gaussian function. The FWHM of the corresponding spatial Gaus- 
sian filter was 15 pixels. 

RESULTS AND DISCUSSION 

As a demonstration of the signal-to-noise improvement afforded by projection de- 
phasing, Fig. 3 shows magnitude difference angiograms produced without projection 
dephasing ( Fig. 3a) and with projection dephasing = 0.24?r/ mm (Fig. 3c). Associ- 
ated flow-noncompensated images (Figs. 3b and 3d) are shown to the left of each 
angiogram for anatomical reference. Conspicuity of the vessels is enhanced by projec- 
tion dephasing (SNR improvement by a factor of 5 ); however, as expected, vessel 
intensity is dependent on its position along the projection axis. The diameter of the 
large vessels midneck is approximately 1.4 mm. Projection dephasing of 0 . 2 4 ~ / m m  
results in a phase twist of 0 . 3 4 ~  across this vessel diameter which is well below the 2~ 



MR ANGIOGRAPHY 45 

FIG. 3. (a)  Magnitude difference angiogram of rat neck and ( b )  associated conventional projection 
image acquired without projection dephasing. ( c )  Magnitude difference and (d) corresponding projection 
image acquired with 0.24r/mm projection dephasing. Acquisitions were nongated, TR = 1000 ms, TE 
= 20 ms, two excitations, FOV = 80 mm. 

limit where the flow signal is completely dephased. Figure 4 shows results of phase 
correction and complex subtraction applied to the same data as that in Fig. 3. 
Straightforward complex subtraction angiograms are shown on the left (Figs. 4a and 
4c) with the associated phase-corrected versions on the right (Figs. 4b and 4c). While 
position-dependent intensity modulations due to projection dephasing are removed, 
phase errors result in incomplete static signal subtraction in the noncorrected images. 
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FIG. 4. Images obtained via complex subtraction of data sets used in Fig. 3, (a)  prior to phase correction 
and ( b )  after phase correction of the nonprojection dephased data. Corresponding results obtained ( c )  
without phase correction and (d)  phase correction of the 0.24 ?r/mm projection dephased data of Fig. 3. 

Comparing Figs. 4a and 4c, it is interesting to note that projection dephasing alone 
helps reduce much of the phase error contamination of the difference image. When 
phase errors are large substantial improvements are realized via phase correction as 
evident by comparison of Figs. 4a and 4b. Conversely, only minor phase correction 
improvement is available when phase errors are small as apparent in Figs. 4c and 4d. 



MR ANGIOGRAPHY 47 

FIG. 5. Images from different animals: ( a )  complex difference image prior to phase correction and ( b )  
after phase correction of 0.12x/mm projection dephased data. (c) Complex difference image pnor to 
phase correction and (d )  after phase correction of0.24r/mm projection dephased data. Acquisitions were 
nongated, TR = 500 ms, TE = 20 ms, two excitations, FOV = 80 mm. 

Note that some phase errors persist. Also, misregistration artifacts due object motion 
or eddy current differences during signal sampling are not removable by this scheme. 

Figure 5 displays two more angiogram pairs differing in degree of phase error sever- 
ity. The images in Figs. 5a and 5b were collected with 0.12a/mm projection dephas- 
ing and those of the 5c-5d pair were collected with 0.24a/mm projection dephasing. 
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As noted above, slowly varying phase differences are nearly completely removed by 
the correction process, whereas misregistration or amplitude differences remain prob- 
lematic. Most of the residual static tissue intensity in Fig. 5b originates from the latter 
class. In contrast, the main source of static intensity in Fig. 5c is a large, but smoothly 
varying phase error propagating vertically through the image. This error is completely 
removed in Fig. 5d. 

In summary, this paper addresses two main technical impediments to MR angiog- 
raphy: static signal limiting flow sensitivity and phase errors resulting from imperfect 
sequence execution. Static signals, even if ultimately subtracted, usually dominate 
receiver gain settings and consequently limit signal to noise of the subtraction angio- 
gram. Means to reduce static signal prior to signal digitization include flow-selective 
excitation (15, 16) and projection dephasing ( 10). Flow-selective excitation via com- 
binations of rf and gradient pulses which restore static signal to the longitudinal direc- 
tion may ultimately provide the greatest static signal suppression. However, since 
flow signal amplitude is dependent on flow speed, the flow-selective excitation tech- 
nique is expected to have limited speed dynamic range. In addition, successful resto- 
ration of static signal to the longitudinal direction is dependent on static magnetic 
and rf field homogeneities, and accurate gradient pulse execution. 

Because of its simplicity and compatibility with our objective to produce angio- 
grams which are largely independent of flow speed we have incorporated projection 
dephasing. A notable drawback of projection dephasing is that the signal of superim- 
posed vessels may interfere producing an apparent signal void at their intersection. 
A second potential drawback of projection dephasing is that complex subtraction of 
data is essential. This renders the angiogram susceptible to incomplete subtraction of 
static signal resulting from miscellaneous phase errors. The phase errors are usually 
due to poor sequence tuning or hardware limitations such as eddy currents. The se- 
venty and source of phase errors are system dependent. On our unit, eddy currents 
are the main source of error forcing us to limit the FOV to “well-behaved’’ regions 
in the magnet and to take special care in gradient waveform design. As long as the 
end product of the error is a smoothly spatially varying multiplicative phase function, 
simple phase correction schemes such as the method presented here are valuable. 
Thus far we have found the combination of projection-dephased high-resolution data 
and nonprojection-dephased low-resolution phase correction files to yield the best 
projection MR angiograms. 

Others have presented a phase correction technique based on Chebyshev polyno- 
mial expansion of image data (12). While we have not implemented this approach 
for comparison to our technique, we expect that the results would be similar since 
both techniques strive to isolate the slowly varying phase component as the 
phase error. 
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