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Resonant holographic interferometry and dye-laser-resonance-absorption photography have been 
utilized to investigate the expansion of the laser ablation plumes produced by a KrF excimer laser 
beam (248 nm) focused onto an aluminum target (-0.1 cm’, 2-6 J/cm’). Plume expansion was 
studied in vacuum and in background argon gas pressures of 14 mTorr, 52 mTorr, 210 mTorr, 1 Torr, 
and 35 Ton: The existing theory for the interpretation of resonant interferograms has been extended 
to account for Doppler shift effects, the diagnostic laser bandwidth, and the selective absorption of 
the laser beam. Absolute line densities in the range 4.3X1O13-1.OX1O15 cme2 have been measured 
in the ablation plumes, which imply measured Al neutral densities of up to 1 X 1015 cmm3. The total 
number of Al neutral atoms in a plume has been measured to be -3 X 1014, which corresponds to a 
surface etch rate of -1 mn/pulse. Expansion velocities in the range 1.1-1.4 cm/w were measured 
for the pressures s210 mTorr, while -0.3 cm/p was measured for 1 Torr and -0.08 cm/p was 
measured for 35 Tom Ablation plume expansion into a 1 Torr rf argon plasma environment was 
compared with the expansion into a 1 Torr argon gas. The ablation plume appeared to expand and 
dissipate slightly faster in the plasma. 

1. INTRODUCTION 

Laser ablation has a number of important applications in 
industry and medicine. In industry it has the potential to 
micromachine integrated-circuit patterns (lithography), to 
drill holes on printed circuit boards, and for surface marking. 
Laser ablation deposition is also used in materials research to 
deposit thin films of semiconducting, conducting, and super- 
conducting materials. In medicine, laser ablation is used for 
lithotripsy (kidney stones) as well as comeal and kerator- 
efractive (eye) surgery. Finally, research is underway to de- 
velop laser ablation plumes as an x-ray source for lithogra- 
phy as well as a lasing medium for x-ray lasers. 

Many different diagnostics have been used to investigate 
the expansion of laser ablation plumes. The first basic param- 
eter of general interest for ablation plume expansion is the 
expansion velocity. The leading-edge expansion velocity has 
been measured using photographic techniques, such as 
shadowgraphy,’ absorption photography,2-6 emission 
photography,7 planar-laser-induced fluorescence (PLIF),8V9 
schlieren photography,6710 resonant schlieren 
photography,2-4711 Michelson interferometry,12 and resonant 
holographic interferometry (RHI).“~‘3~‘4 The time-of-flight 
(TOF) expansion velocity has been measured using various 
TOF techniques, such as charged particle collection,15~16 
langmuir probe,17 TOF mass spectroscopy,t8 laser 
deflection,16V’9-” absorption spectroscopy,2523 emission 
spectroscopy,16yu-25 laser-induced fluorescence,26-28 and 
TOF plasma recombination light (TOFPRL).29 In addition, 
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the kinetic plume temperature has been inferred from the 
measured TOF expansion velocity.‘8~20123~26*27729 

The second basic parameter of general interest in abla- 
tion plume expansion is the particle density. Langmuir 
probe17 and laser deflection107’9 have been used to measure 
absolute electron densities, while Rayleigh scattering4 and 
PLIFs79~28 have been used to measure relative particle densi- 
ties. Neutral particle density has also been measured through 
line-of-sight diagnostics. Absorption spectroscopy,22’29,30 
Hook spectroscopy,31 Michelson interferometry,12 and 
RHI”~13~14 have been used to measure absolute particle line 
densities. 

‘l5vo more parameters of interest in laser ablation are the 
particle yield and the ablation etch rate. The measurement of 
one of these parameters allows an estimation of the other. 
Total particle yields of ablation plumes have been measured 
using charged particle collection,‘5716 and relative particle 
yields have been measured using TOF mass spectroscopy18732 
and laser deflection.16V19 The ablation etch rate has been mea- 
sured using a mechanical stylus,33-35 scanning electron 
microscopy,35 and laser deflection.20 

Previous work by the authors has utilized laser 
deflection,10p’9-21 emission spectroscopy,24 Schlieren 
photography,6T10 
(DLRAP),5,6 

dye-laser-resonance-absorption photography 
and RHI14 to investigate laser ablation plume 

expansion. RHI has an advantage in that it is inherently an 
absolute line density diagnostic which is not sensitive to the 
magnitude of the detected light, a problem with LIE Thus, 
RHI should be relatively immune to the effects of window 
coating in deposition experiments, compared to LIF and ab- 
sorption spectroscopy. In this work, RHI and DLRAP have 
been utilized to investigate the two-dimensional temporal 
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evolution of a single, resonant species (ground-state neutral 
aluminum) during laser ablation plume expansion. Here the 
RI-II diagnostic was used to measure the leading edge expan- 
sion velocities, the absolute particle line densities, the total 
yield of the resonant species, and thus to estimate the laser 
ablation etch rates under various background conditions. 

II. THEORY 

Holographic interferometry can be used to measure the 
phase shift of a laser beam incurred through a transparent 
medium. For nonresonant holographic interferometry, the la- 
ser bandwidth can be assumed to be infinitesimal and the 
interpretation of the phase shift is straightforward; however, 
for resonant interferometry, the incurred phase shift is a func- 
tion of wavelength over the laser bandwidth. The observed 
fringe shift on the reconstructed interferogram can be calcu- 
lated by averaging the electric fields of the phase-shifted 
photons incident on the holographic plate. 

The electric field of the laser beam can be written 

W,y,Z,wd =Wy,Ow[i~t- WX,YJ,~)I, (1) 

where (x,y) are the spatial coordinates on the holographic 
plate, (z) is the direction of propagation of the laser beam, 
the term S(x,y,tL) includes the temporal and spatial pulse 
shape of the laser, and [dropping the (x,y) notation] 

aqw,z)=; Zi(W,Zr)dZ~ I 0 

= E+” 
I 

=[ri(o,z’)-l]dz’ 
c co 

= y++(,,z)-iK(w,z), 
where ri(w,z’) is the complex index of refraction, z’=O is 
the incident side of the beam splitter, and 4 (WJ) and K 
(0,~) are real. For nonresonant holographic interferometry 
or for resonant holographic interferometry assuming an in- 
finitesimal laser bandwidth, the observed resonant phase 
shift is simply determined using the equation 

Re[ii(w,z’)- l]dz’. (3) 

If both a resonant and nonresonant phase shift are observed, 
the contributions due to neutrals, electrons, and resonant in- 
teraction can be recovered by taking three holographic inter- 
ferograms at three different wavelengths, one of them very 
near resonance. 

For wavelengths very close to a resonant atomic or mo- 
lecular transition of a component gas species, the observed 
resonant phase shift is written as13T36 

(4) 

where NiL is the line integrated density of the resonant par- 
ticles, f. is the oscillator strength of the transition with reso- 

nant frequency CC+,, and y is the dissipative damping constant, 
the sum of the natural, Lorentz, Holtzmark, and Stark broad- 
enings. Note that the natural broadening term is the sum of 
all of the Einstein coefficients for all of the possible relax- 
ation transitions from both the upper state and the lower state 
of the particular transition in question.37 Also, Eq. (4) as- 
sumes IO--~] is at least several times larger than y/2 and 
that Doppler broadening effects can be ignored. 

When [O-CL+,]= y/2 and when Doppler broadening is sig- 
nificant in comparison to other line-broadening mechanisms, 
the observed resonant phase shift as derived by Measures is38 

Im[-ANiLW(-u+ia)], 

where 

W(z)=[exp(-z2)][1+erf(iz)], (6) 

(7) 

and 

ro=e2/(4rreomc2)=2.818X lo-l3 cm 

is the classical electron radius. 
Dreiden et aLI accounted for finite laser bandwidth by 

ignoring Doppler broadening [and thus using Eq. (4)], as- 
suming that the line integrated density of the test section was 
near the lower detectability limit (i.e., ignoring selective ab- 
sorption), and by doing a simple average of the calculated 
fringe shift over the full width at half-maximum (FWHM) of 
the laser line, 

dwl 
wo- WI 

2 
(WI-wo) +(Y/2) 2 

= = Ni~~~‘o arctanh(x), (8) 

and SW is the FWHM bandwidth of the laser intensity. 
The ablation plumes in this work are assumed to have a 

Maxwellian parallel velocity distribution (i.e., as seen by the 
dye laser beam) in the range 0.1-1.0 eV,26 and the dye laser 
used in this work has a laser bandwidth of =0.0031 nm. 
Aluminum targets were ablated and the Al(I), 394.401 nm, 
resonance line (fo=0.115) was probed. Figure 1 compares 
the fringe shift interpretation curves of Griem36 [Eq. (4)], 
Measures38 [Eq. (5)], and Dreiden et aLI3 [Eq. (8)] for pa- 
rameters relevant to this experiment. Griem’s interpretation 
assumes a standard, cold, gaseous medium and an infinitesi- 
mal laser bandwidth. Notice that for either an increase in 
laser bandwidth (Dreiden et al) or an increase in tempera- 
ture (Measures), the maximum fringe shift per unit line den- 
sity (As/s)lNL drops dramatically and occurs at a larger AX. 
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TABLE I. Example parameter values. 

FIG. 1. Theoretical comparison of fringe shift interpretation cutves for the 
Al(f), 394.401 nm resonant transition, with fn=O.115 and assuming 
y= 1.47X lo* Hz Griem’s theory assumes a cold plume and an infinitesimal 
dye laser bandwidth. This curve is shaped like the other two, with the peak 
at the point (6.06X 10e6 nm, 3.31 X10-r’ cm’). Dreiden and co-workers’ 
theory averages the fringe shift over the full width at half-maximum 
(FWHM) of the dye laser bandwidth for a cold plume, and Measures’s 
theory averages the fringe shift over a warm, Maxwellian distribution of 
resonant particles for an infinitesimal dye laser bandwidth. 

Figure 2 shows how Measures’s theory varies with tem- 
perature and compares it with the Gaussian laser bandwidth 
of our experiment. First note that as the temperature de- 
creases the interpretation curve tends to return to Griem’s 
interpretation curve. Second, note that when the dye laser has 
a finite bandwidth and is tuned to a small AA, such as 0.003 
nm, the value of (As/s)/NL varies significantly over the 
laser bandwidth. 

Whereas line density NL versus the fringe shift As/s is 
a linear relationship at each AX in Figs. 1 and 2, this is not 
the case for the theory developed here. The Appendix con- 
tains a new derivation for the fringe shift interpretation, ex- 
tending Measures’s theory to take into account the effect of 
the finite laser bandwidth. The result [Eq. (A21)] is 

10 

Input: 
Al(I), 394.401 nm 
f,*=O.115 
y,,=1.47x1os Hz 
A.X=O.O03nm 
T=0.3 eV 
~~=1.60XlO’~ rad/s 
(6h=O.O031 mn) 
N& =4X 1014 cm-’ 

output: 
A=1554 
a=0.00314 
p=2.34X 10” rad/s 
A =2.314X10-” cm-’ 
e=0.711-0.6581 
FS=4.43 

o”oo0 
1 

0.005 0.010 

AA (nm) 

FIG. 2. Theoretical comparison of Measures’s fringe shift interpretation 
curves for different plume temperatures, which assume an infinitesimal dye 
laser bandwidth. Also shown is an overlay of the Gaussian shape of the dye 
laser bandwidth, centered at AX=0003 nm. 

where (T is the FWHM of the frequency of the laser intensity, 
A=(&-o&/3, and 4 is the numerically obtained root of the 
derivative of Eq. (A12). Table I shows example values of the 
parameters used in this work, and Fig. 3 shows a sample 
interferogram interpretation graph at ]AX]=0.003 nm as cal- 
culated by Griem36 [Eq. (4)], Measures38 [Eq. (5)], Dreiden 
et al.13 [Eq. (S)], and this work [Eq. (lo)]. The first three are 
linear relationships with the slopes taken from Fig. 1. Notice 
that the value of Eq. (10) is the same as Measures’s value for 
lower fringe shifts, while it increases to 77% larger than 
Measures’s value at 8 fringe shifts. For ]AX]=O.OlO nm, 
though, the maximum difference in the four interpretation 
values at eight fringe shifts is less than 3%, making any of 
the equations valid for 0.3 eV. 

Since Fig. 2 shows that the fringe shift interpretation 
depends on the temperature chosen of the ablation plume, 
Fig. 4(a) shows Measures’s interpretation at AX=O.O03 nm 
for the four curves shown in Fig. 2. Figure 4(b) shows the 
corresponding interpretation curves for this work. It shows 
that the interferogram interpretation is relatively insensitive 
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1 2 3 4 5 6 7 8 
Fringe Shift (As/s) 

FIG. 3. Theoretical comparison of fringe shift interpretation curves at Ai 
=0.003 nm assuming T=0.3 eV. Note that the slopes for the straight lines 
for Griem, Dreiden and co-workers, and Measures are taken from Fig. 1. 
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FIG. 4. Theoretical comparison of fringe shift interpretation curves at AA 
=0.003 nm as a function of plume temperature for (a) Measures’s theory 
and (b) this work. 

to the plume temperature for temperatures in the range O.l- 
1.0 eV. Since this is the parallel-particle, Maxwellian tem- 
perature range (i.e., parallel to the target surface and thus as 
seen by the laser beam) assumed for the plume in this 
work,26 the line density results in this work are considered 
relatively insensitive to small changes in temperature from 
shot to shot. Again, as the /AXI increases, the differences 
between the four theoretical curves decreases, so the theory 
presented in this work is only needed for very small values 
of lAxI. 

III. EXPERIMENTAL CONFIGURATION 

Figure 5 shows the basic experimental configuration for 
the optics table utilized for RI-II and DLIWP. A KrF excimer 
laser (248 nm, SO.8 J, 40 ns) was focused onto a solid alu- 
minum target (98.5% pure) inside a glass, six-way, vacuum 
chamber, thus producing an ablation plume. A quartz flat (not 
shown) was used to split off part of the beam onto a calo- 
rimeter to monitor the shot-to-shot energy. To probe the ab- 
lation plume, a XeCl excimer-pumped dye laser (-5 mJ, 20 
ns, QUI dye) was tuned near the 394.401 mu, Al(I), resonant 
transition, expanded and collimated, and passed through the 
ablation plume. 

To make an interferogram of the ablation plume, the dye 
laser beam was first split into two beams by an uncoated, 
quartz interferometry flat turned 70” from normal incidence. 
Both beams were enlarged using a Galilean telescope and 
had an iris located at the focal point to remove uncollimated 
laser light. Mirrors were positioned and oriented to direct the 
collimated beams onto the holographic plate (Agfa-Gavert 
8E56) and to make the difference in the beam path lengths 

less than the coherence length of the dye laser (-5 cm). A 
blue glass filter with peak transmission at 400 nm was 
mounted on the entrance window of the holographic camera 
to keep out room light during the experiment. 

The experimental procedure was as follows. First, only 
the dye laser was pulsed to expose the holographic plate with 
a without-the-plume interference pattern. Next, the rotatable 
mirror in the reference beam was turned very slightly to pro- 
duce straight, background fringes on the reconstructions. 
Then the ablating laser and the dye laser were pulsed with a 
relative delay to form a second interference pattern on the 
holographic plate, this pattern containing the ablation plume 
information. Four such double-pulsed holographic interfero- 
grams were taken on each 10.2X12.7 cm2 holographic plate 
before the holographic camera was reloaded. After develop- 
ment in a darkroom, the interferograms were reconstructed 
using a HeNe laser and Polaroid 667 film. Reconstruction 
with a laser wavelength other than the exposure wavelength 
does not change the image for a transmission interferogram, 
just the image location and magnification.3g The scale in 
each interferogram was determined by placing a transparent 
ruler near the ablation target and holographically recording 
the ruler next to the ablation plume. 

Careful attention was given to the temperature of the dye 
laser grating during an experimental run since the calibration 
(the dye laser wavelength control unit readout versus the 
actual output wavelength) changes with temperature. The 
control unit was calibrated at the beginning of each run by 
taking four interferograms across the line center using the 
smallest wavelength increment available on the grating con- 
trol unit (0.001-0.002 nm). The interferogram which dis- 
played the most absorption and the change in fringe shift 
direction (with respect to the interferograms before and after 
it) was the line center, 394.401 nm, and thus AX=+O.OOO 
nm. 

For DLRAP the holographic camera light-tight box was 
removed from the holographic camera holder and the object 

FIG. 5. Experimental configuration of the main optics table. I: iris; L: con- 
vex lens; M: mirror; RM: rotatable mirror; BS: beam splitter; ‘l? aluminum 
target; VC: vacuum chamber; and HC: holographic camera. 
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beam was passed through the blue glass plate, neutral density 
filters (NDa3.0, not shown), and into the DLRAP camera, 
which uses Polaroid type-47 film. 

In order to observe the effects of a rf plasma on plume 
expansion, a steady-state (Cl0 s to avoid oscillator overheat- 
ing) rf plasma was produced in the region of plume expan- 
sion. A 7 MHz, -50 W, rf generator was connected to a pair 
of 8.4-cm-diam brass parallel plates separated by 4.8 cm in- 
side the vacuum chamber. The aluminum target face was 
positioned so that it was midway between and just slightly 
outside the parallel plates. This allowed the plume to expand 
between the parallel plates while not letting the target sig- 
nificantly perturb the electric field between the plates. The rf 
voltage was turned on for about 3 s before the ablating laser 
was fired, thus allowing the rf circuitry and the plasma suf- 
ficient time to equilibrate. The motivation for the rf plasma 
environment was to study possible changes in plume hydro- 
dynamics and chemistry (currently under investigation). 

W. RESULTS AND DISCUSSION 
Figure 6 shows a temporal series of interferograms in 

vacuum (0.2 mTon air). The ablation plume begins close to 
the surface and expands away from the target at later times. 
The reference fringes are shown vertically, and any deviation 
is fringe shift due to ground-state Al(I) atoms. This fringe 
shift is shown to the right-hand side as equifringe-shift con- 
tours, where each contour (from the outside to the inside) 
represents an increment of 0.5 fringe shift. It is assumed that 
the aluminum neutral atoms experience collisions, and that 
almost all of the electrons have recombined with the ions, at 
very early times (SO.2 +). The peak aluminum neutral line 
density on each interferogram (>5X lOI4 cm-‘) is located at 
the surface at early times (0.29 and 0.50 w) and then sepa- 
rates from the surface at later times (0.70, 0.90, and 1.11 p). 
This corresponds to inferred particle densities of up to 
1 X lOI cmm3 . Also, the peak aluminum neutral line density 
decreases at later times to -lX1O*4 cmd2 (at 1.11 ,os). No- 
tice the small shot-to-shot variations in the plume shape, al- 
though peak line densities were quite reproducible. It should 
be noted that the line density contour spacing is not constant; 
this is the main result of the theory derived in this work and 
thus each contour line must be referenced in the figure cap- 
tion. 

Figure 7(a) shows the total number of aluminum neutral 
atoms on the interferogram No, as a function of time for the 
vacuum time scan tracings presented in Fig. 6. The param- 
eter N, is determined by first tracing the contour plots onto 
fine graph paper and counting the number of squares in each 
region of fringe shift. This area is then multiplied by the 
calculated line density of the region to give the number of 
atoms, treating the plume as having step-function line densi- 
ties. The sum of the number of atoms from each region is 
No. The value N, determined for the interferograms at 0.70, 
0.90, and 1.11 /.B is essentially the same, 3X1013, and shows 
consistency with time even when the peak line density de- 
creases from 2.5X10t4 to 1.4X1014 cme2. 

Figure 7(b) plots the farthest extent of the 1X1014 cme2 
equicontour line as a function of time for the interferograms 
in Fig. 6. The expansion velocity u was determined by cal- 
culating the best fit to a line passing through the first two 
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FIG. 6. Time scan in vacuum. Interferograms taken at AX=+O.O04 nm, 
-2.4 J/cm2 and their respective equicontour plots, where the lines corre- 
spond to increasing fringe shift. Interferogram (a) taken at 0.29 w, and the 
lines from outer to inner in (b) represent 0.5FS=4.3X10’3 cm-‘, 
1.0FS=9.0X10’3 cm-‘, 2.OFS=1.9~10’~ cm-‘, and 3.0FS=3.0X1014 
cm-‘. Interferogram (c) taken at 0.50 p, and the lines from outer to inner in 
(4 represent 0.5FS=4.3X10’3 cm-‘, 1.0FS=9.0X10’3 cm-‘, 
2 OFS=1.9X10t4 cm-*, 3.0FS=3.0X10t4 cm-*, 4.0FS=4.2X10r4 cm-‘, 
and 5.0FS=5.5X10r4 cm- ‘. Interferogram (e) taken at 0.70 ,u.s, and the lines 
from outer to inner in (f) represent. 0.5FS=4.3X10’3 cm-‘, 
1 OFS=9 OXlOt cm-*, 1.5FS=1.4X1014 cm-*, 2.0FS=1.9X10’4 cm-a, 
and 2.5FS=2.5X 1014 cm- ‘. Interferogram (g) taken at 0.90 F, and the 
lines from outer to inner in (h) represent 0.5FS=4.3X10’3 cm-‘, 
1.0FS=9.0X10’3 cm-*, 1.5FS=1.4~10~~ cme2, and 2.0FS=1.9X10r4 
cm -‘. Interferogram (i) taken at 1.11 w, and the lines from outer to inner in 
(j) represent 0.5FS=4.3X10’3 cm-‘, 1.0FS=9.0X10’3 cm-‘, and 
1.5FS=1.4X10’4 cmm2. 
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FIG. 7. Time scan in vacuum interpretation: (a) the total number of alumi- 
num neutral atoms Na vs time, and (b) the expansion of the 1X1014 cm-’ 
equicontour line vs time. 

points as well as the origin. The expansion velocity of 1.4 
cm/p is consistent with other recent measurements of the 
TOF, most probable expansion velocity,23P28 and the 
leading-edge expansion velocity6Y’2Y26 of laser ablation ex- 
pansion in vacuum. 

l%o series of interferograms were taken at 0.5 +i at 
various wavelengths in order to determine the consistency of 
measuring the line density for an ablation plume over a range 
of dye laser wavelengths. The first set of interferograms used 
a fluence of 2.0-2.7 J/cm2 and the second set used a fluence 
of 4.2-4.7 J/cm2. Figure 8 shows the results as a function of 
wavelength for the two scans at a point 0.7 cm away from 
the target along the line of symmetry of the ablation plume. 
First, note that absorption prevented the measurement of 

4- 
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FIG. 8. Wavelength scan in vacuum. Line density vs wavelength at 0.5 p 
for two fluences to show the consistency of line density measurement as a 
function of wavelength. 

fringe shift at 0.7 cm on the interferogram for IAX1<0.009 
nm for the higher-laser-fluence case. Second, note that the 
measured aluminum neutral line density seemingly increases 
with increasing [AXI. This is because the measured fringe 
shifts at this point on each of the interferograms were around 
1.0 fringe shift and were measured to the nearest 0.25 fringe 
shift. Thus, Fig. 8 looks similar to a theoretical curve show- 
ing the aluminum neutral line density interpretation as a 
function of wavelength for a constant 1.0 fringe shift. Third, 
note that the ratio of the line density averages for the two 
fluences is -2.5, which is comparable to, yet larger than, the 
ratio of the average laser fluences, a1.9. It is suggested that 
if the fringe shifts at an identical point on a series of inter- 
ferograms were measured with greater certainty (such as 
5.OOkO.25 fringe shifts instead of 1.00+0.25 fringe shifts), 
then the graph of the measured line density versus wave- 
length would be more constant as a function of wavelength 
for each fluence. It is also possible that the temperatures in 
the plumes at the two different fluence ranges could be sig- 
nificantly different, and thus affecting the outcome of Fig. 8. 
A temperature of 0.3 eV was assumed for both fluence 
ranges since the individual plume temperatures could not be 
determined at that time. 

Figures 9(a)-9(l) show another series of interferograms 
in vacuum, except this time for a laser ablative deposition 
configuration in which the laser is incident on the aluminum 
target with an angle of -70” and an amorphous-silicon- 
coated silicon wafer has been placed 15 mm away from the 
aluminum target. The expanded dye laser beam was not per- 
fectly parallel to the target and wafer surfaces for this experi- 
mental run, so the separation distance appears to be only 
-12.5 mm in the reconstructed interferograms. 

The ablation laser energy was higher for this run, so the 
fluence is higher for the interferograms in Fig. 9 than for Fig. 
6, even though the target was tilted and thus the spot size 
was larger. The ablation plume begins close to the surface 
and expands toward the silicon wafer at earlier times (0.25, 
0.52, and 1.00 pus). By 1.21 pus the ablation plume makes 
contact with the wafer and then by 1.69 p the plume peak 
density is observed to begin receding back to the aluminum 
surface. Thus, while the aluminum neutrals are continually 
expanding outward, the RHI-detectable portion of the alumi- 
num neutral atoms appears to extend from and then recede 
back to the aluminum target surface. 

Notice that the outermost equiline-density contour in 
Fig. 9(i) is 1.1 X lOI cme2, while the innermost line density 
in Fig. 9(l) is 6.9X 1013 cme2, showing that the line densities 
represented in the former drawing have all nearly receded to 
the target surface. Also notice that the peak line density for 
each interferogram appears to remain at the target surface 
throughout the time scan. The maximum line density for the 
time scan, -6X lOI cme2 7 infers a maximum particle den- 
sity of =5X 1014 cmn3. 

Figures 10(a)-10(h) show a series of DLRAPs that cor- 
respond to the interferograms in Fig. 9. During the experi- 
mental run four interferograms were taken and then the cor- 
responding four DLRAPs were taken under the same 
conditions. Here, also, the ablation plume maximum density 
is seen to expand toward the wafer at earlier times (0.21 w), 
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make contact with the wafer at intermediate times (0.50, 
1.00, 1.21, and 1.61 +s), and recede from the wafer at later 
times (2.00 and 4.02 ,wG). By 5.02 ,us the ablation plume is 
no longer observable. Since the ablation plume was observed 
at 4.02 w with DLRAP but not with RHI, the former diag- 
nostic is more sensitive. 

The total number of aluminum neutral atoms at 1.69 w 
was 8.3X 10t3; the parameter N, could only be determined 
for one interferogram [Fig. 9(i)] due to the absorption ob- 
served in this time scan. Since this interferogram, at 1.69 F, 
was taken after the plume had impacted the deposition sub- 
strate and appeared to begin to recede back to the target 
surface, its measurement of N, is lower than the true number 
of aluminum neutral atoms leaving the target surface. When 
compared with the first time scan in vacuum, the plume ex- 
pansion in Fig. 9 is much more directional, and thus a 
greater number of particles (>3 times) expanding in a more 
forward direction produces absorption for a greater distance 
away from the target, even for larger /AX]. The variation in 
plume expansion shape has been observed to depend upon 

(k) (1) 

FIG. 9. Deposition time scan in vacuum. Interferograms and their respective 
equicontour plots, where the lines correspond to increasing fringe shift. An 
amorphous-silicon-coated silicon wafer at room temperature is mounted 15 
mm away from the aluminum target and is on the right-hand side in the 
above interferograms. Interferogram (a) taken at 0.25 p, -0.016 nm, -5.4 
J/cm’, and the line in (b) represents 0.5FS=2.0X 1014 cm-‘. Interferogram 
(c) taken at 0.52 p, -0.009 nm, -6.2 J/cm’, and the lines from outer to 
inner in (d) represent 0.5FS=1.1X1014 cm-a, and 1.0FS=2.2X10*4 cm-a. 
Interferogram (e) taken at 1.01 /*s, -0.009 mn, ~5.6 J/cm’, and the lines 
from outer to inner in (f) represent O.SFS=l.lX 1014 cme2, 
1.0FS=2.2X10’4 cme2, 1.5FS=3.3X1014 cmW2, 2.0FS=4.4X10i4 cme2, 
2.5FS=5.5X 1014 cm-‘, and 3.OFS=6.6X 1Or4 cm-‘. Interferogram (g) 
taken at 1.21 /IS, -0.016 MI, -6.2 J/cm’, and the lines from outer to inner 
in (h) represent 0..5FS=2.0X1014 cmT2, 1.0FS=4.0X10r4 cmT2, and 
1.5FS=5.9X10’4 cm-‘. Interferogram (i) taken at 1.69 ,us, -0.009 mn, 
-6.2 J/cm2, and the lines from outer to inner in (j) represent 
05FS=1.1X1014 cme2 1.0FS=2.2X10’4 cm-‘, 1.5FS=3.3X1014 cm-“, 
2:OFS=4.4X1014 cm-‘, and 2.5FS=5.5X1014 cm-*. Interferogram (k) 
taken at 2.03 p, -0.003 nm, -6.2 J/cm2, and the lines from outer to inner 
in (1) represent 0.5FS=3.2X1013 cm-’ and l.OFS=6.9~10’~ cmW2. 

experimental parameters such as fluence magnitude, fluence 
uniformity, background pressure, and the distance from the 
laser focal lens to the target.‘,14 An illustration of the mea- 
sured variation in the expansion velocity is given in the last 
graph of the article (Fig. 18), while the variation in shot-to- 
shot plume shape is evident in the interferograms throughout. 
Although there was shot-to-shot variation, the general plume 
shape (spherical, elliptical, bowl shaped, pine-tree shaped, 
etc.) was the same within an experimental run. 

Concerning variation in the total number of particles 
counted, the hand integration of the interferograms results in 
an error of about 5% but the nature of the RHI diagnostic 
results in lower bound-particle counts. Particles outside the 
0.5 fringe shift line are not counted while a constant line 
density of particles is assumed between each of the contours. 
Uncertainty in calculating the line density that a particular 
contour represents is mainly due to the uncertainty in deter- 
mining the A.X for a given photograph. If the uncertainty in 
AA is +0.0005 run, then the uncertainty would be high for 
0.000 nm<AX<O.OOS nm. However, for AX>0.005 mn, the 
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FIG. 11. Deposition time scan in vacuum interpretation; the expansion of 
the 1 X lot4 cm-’ equicontour line vs time. 

(11) 

where y=1.667 for an ideal, monatomic gas and u,, is the 
maximum expansion velocity measured for the laser ablation 
plume after the plume has become noncollisional. The ve- 
locities 1.1 and 1.4 cm/w then relate to initial (perpendicular 
to target) plume temperatures of 2.3 and 3.6 eV, respectively. 
This falls within the temperature range measured by Dreyfus 
and co-workers26 using LIF on copper ablation for similar 
fhrences: %0.26--4 eV. 

Figure 12(a) shows a photograph of the amorphous- 
silicon-coated silicon wafer with the deposited aluminum 

FIG. 10. Deposition time scan in vacuum. DLRAPs that correspond to, but 
are not simultaneous to, the interferograms in Fig. 9, plus two additional 
DLRAPs at later times: (a) 0.21 -0.016 -5.4 J/cm’; ,us, nm, (b) 0.50 w, 
-0.009 nm, -5.9 J/cm’; (c) 1.00 -0.009 -5.8 J/cm’; pus, nm, (d) 1.21 /IS, 
-0.009 nm, -5.4 J/cm’; (e) 1.61 -0.009 -5.4 J/cm*; +s, nm, (f) 2.00 m, 
-0.003 nm, -5.4 J/cm’; (g) 4.02 -0.003 nm, -5.8 J/cm’; /JS, (h) 5.02 @, 
-0.003 nm, -4.8 J/cm*. Note that the DLFUP image is inverted with re- 
spect to the interferograms of Fig. 9. 

(a) 

uncertainty is reasonably low. Figure 8 illustrates the uncer- 
tainty in determining the measured line density as a function 
of AX. 

Figure 11 shows the expansion of the 1 X 1014 cm-’ equi- 
contour line as a function of time for the vacuum-deposition 
interferograms. The leading-edge expansion velocity of = 1 .l 
cm//..~ is about the same as the first-time scan in vacuum, 
al.4 cm/,~. These expansion velocities can be used to cal- 
culate the initial temperature of the colhsional ablation 
plume using the relation” 
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FIG. 12. (a) Laser ablation deposition substrate (amorphous-silicon-coated 
silicon wafer) after 55 KrF ablation laser pulses (-4.5-6 J/cm*) on a 98.5% 
pure aluminum target. Target-substrate separation distance was 15 mm; sub- 
strate was at room temperature. (b) A drawing of the laser ablation spot 
(white) overlaying the aluminum thin film deposited on the silicon substrate 
(shaded). Note that the direction of greater lateral plume expansion corre- 
sponds to the narrower dimension of the ablation spot. 
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thin film after 55 ablation pulses, and Fig. 12(b) shows a 
rendition of the deposition spot (shaded) with an overlay of 
the laser ablation spot (white). The central region of the thin 
film was dark. The next region was somewhat lighter, and it 
was surrounded by a dark line of material. The third region is 
an indication of the farthest extent of deposition, although 
little material was deposited there. Attempts to measure the 
aluminum thin-film thickness using ellipsometry and the 
four-point resistance probe method were unsatisfactory. Note 
the photographic orientations: up in Fig. 12 is down in Fig. 9 
and up in Fig. 10. Also note that the width of the two central 
thin-film regions in Fig. 12(b) (inside the thick line, from top 
to bottom), as viewed by the dye laser (going left- to right- 
hand side), are approximately the same width as the ablation 
plume in Fig. 9(e). 

The double-ablation spot reflects a poor laser intensity 
prolile for the ablation excimer laser that was present for the 
interferograms and DLRAPs in Figs. 9 and 10. The laser 
output consisted of two rectangles of unequal energy when 
focused, and this intensity profile was exaggerated for laser 
ablative deposition because of the steep angle of incidence 
onto the target. Initial attempts to remedy this laser intensity 
profile, without overhauling the laser, have proven ineffec- 
tive. The other interferograms presented in this work were 
taken using a good, nearly square laser intensity profile. 

Figure 12(b) shows clearly that the ablation plume ex- 
panded differently in the x and y directions (z defined as 
perpendicular to the target and substrate surfaces), and that it 
expanded more quickly in the direction corresponding to the 
narrow width of the ablation spot. This sideways motion has 
been previously observed in atmospheric pressure air and 
modeled using hydrodynamic equations;40 i.e., the expansion 
of the ablation plume particles in the sideways direction is 
governed primarily by self-collision and thus self-diffusion 
mechanisms r = -D Vn . This is especially the case for ex- 
pansion into vacuum and lower-pressure background gases. 

For an initially (CO.1 w) uniform particle density, the 
more narrow dimension of the laser spot corresponds to a 
higher-density gradient and thus a higher expansion velocity. 
Thus, a circular ablation spot would produce a more nearly 
circular thin film (in vacuum and lower background pres- 
sures) while a rectangular ablation spot, similar to the case 
here, produces an oval thin film with the larger dimension 
turned 90” with respect to the longer ablation spot 
dimension.40 

Therefore, the shape of the thin film in Fig. 12 is an 
indication that aluminum-aluminum collisions play a signifi- 
cant role in the expansion of the ablation plumes studied 
here. It is also a confirmation of the previously utilized as- 
sumption that the ablation plume can be considered to be 
Maxwellian in distribution from the collisions at early times, 
and in quasiequilibrium over the duration of the dye laser 
pulse (20 ns). This is not to say that a significant percentage 
of ablated particles are experiencing collisions at the same 
time the interferogram is taken (e.g., 0.2-2.0 p); rather, the 
collisions the ablated particles experience at very early times, 
when the ablation plume has a high enough particle density, 
determine and “fix” the velocity distribution that is observed 
at later times when collisions are no longer significant. 

It has been calculated by NoorBatcha, Lucchese, and 
Zeiri,41 using a Monte Carlo simulation, that a quasi- 
Maxwellian velocity distribution is obtained for a laser abla- 
tion plume if the average number of collisions per ablated 
particle is greater than ~3, which is based on the ablative 
removal of 0.8 monolayers per pulse for the specific case 
investigated. It has therefore been suggested by Kelly and 
Dreyfus42 that it would be difficult to produce an ablation 
plume whose particles experience less than three collisions 
on average and thus not have a quasi-Maxwellian velocity 
distribution. 

A zeroth-order estimate of the target ablation rate can be 
made using the measured spot size of 0.049 cm2 for the 
ablation spot on Fig. 12(b). The ablation rate of 3X1014 alu- 
minum atoms per pulse corresponds to a surface etching rate 
of 1 run/pulse, which is close to the etching rate of 5-10 
mn/pulse measured by Kelly and Rothenburg for 2.3 J/cm2 
ablation of aluminum.33 Since the interferogram represents 
only aluminum neutrals in the ground state, the measure of 
total ablated particles is probably low and thus partially ac- 
counts for the low ablation etch rate estimate. 

A simple estimate of the amount of energy absorbed by 
the target per ablated particle can also be made. Since -300 
mJ reached the target surface (for Figs. 9 and 10) and with a 
tabulated reflectivity of 92.5% for aluminum, the target ab- 
sorbed $2.5 mJ of energy to ablate -3 X lOI neutral at- 
oms. This is -466 eV absorbed by the target per ablated 
neutral atom. Since the kinetic energy of each atom was on 
the order of -1 eV, then almost all of the energy absorbed by 
the target remained in the target and was thermally dissi- 
pated. This agrees well with Dreyfus and co-workers,26 who 
stated that thermal ablation is the dominant ablation mecha- 
nism for metals. 

Laser ablation plume expansion in vacuum has been ob- 
served and theoretically modeled by Utterback, Tang, and 
Friichtenicht 43 Talents,& > and Kools et uZ.~~ to have the form 
of a sphere of expanding particles, with a Maxwellian distri- 
bution, whose center of mass is moving away from the target 
with a constant velocity. The interferograms in Figs. 6 and 9 
do not appear to reflect this since the peak line density moves 
away from the target and then moves back toward the target 
at later times. The data appear to support the two-component 
theory of laser ablation expansion. One group of particles 
(ions accelerated by the ambipolar potential and resulting 
charge-exchange neutrals) energetically moves away from 
the target and undergoes self-similar expansion while the 
other group of particles stays very close (within a few mm) 
to the target surface. Hereafter, these will be called the ex- 
panding plume and the residual plume for simplicity. 

The expanding plume and the residual plume have been 
observed and discussed for laser ablation in vacuum by Geo- 
hegan using emission spectroscopy7 and by Bakos and co- 
workers using TOFPRL.30 The phenomenon is also visible in 
the PLIF data presented by Cappelli and co-workers;* how- 
ever, this should not be confused with discussions distin- 
guishing between species within the expanding plume such 
as that of Saenger,46 who discussed the differential expansion 
of the four different kinds of atoms in the ablation of 
YBa2Cu307-*, or Kools et al.,45 who observed a CuCl ex- 
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panding plume and a slower Cu,Cl, expanding plume fol- 
lowing the ablation of copper in the presence of chlorine gas. 

Therefore, the interferograms in Figs. 6 and 9 represent 
the RHI-detectable portion of the sum of the expanding 
plume and the residual plume. The separation for the two 
components was observed in one interferogram at 14 mTorr 
and another at 52 mTorr. In most cases, however, the expand- 
ing plume was not detected after separation from the residual 
plume. It is important to clarify at this point that the perpen- 
dicular expansion velocities u, were larger than the parallel 
expansion velocities U, ,uY , as seen in the interferograms, 
and that even the two parallel expansion velocities u, ,u,, 
were different from each other, as seen by the shape of the 

deposited thin film. Since the dye laser passed parallel to the 
target surface, it is the ensemble, parallel expansion velocity 
distribution in the direction of the dye laser beam that is 
appropriate for use in the fringe shift interpretation calcula- 
tions. 

Dreyfus and co-workers measured the perpendicular ex- 
pansion temperature (corresponding to u,) to be in the range 
0.26-4.0 eV.26 The perpendicular expansion temperature 
range estimated here, 2.3-3.6 eV, is consistent with Dreyfus 
and co-workers’ measurements, and the parallel expansion 
temperature for the ablation plumes in this work is presumed 
to be lower, in the range 0.1-1.0 eV. Since the plume tem- 
perature was not measured directly for the ablation plumes in 

(k) (II 

FIG. 13. Time scan in 1 Torr argon gas. lnterferograms taken at AA= -0.006 nm, 2.1-2.4 J/cm’ and their respective equicontour plots, where the solid lines 
correspond to increasing fringe shift and the dashed lines correspond to shock waves. lnterferogram (a) taken at 1.02 /.e+., and the line in (b) represents 
0 5FS=7 OX1013 cm-’ lnterferogram (c) taken at 2.02 ,us, and the lines from outer to inner in (d) represent l.OFS= 1.4X10t4 cm-‘, 2.OFS=2.9X lOI cm-*, 
and 3 OFS=4 4X10t4 cm- *. lnterferogram (e) taken at 2.50 /.I& and the lines from outer to inner in (f) represent 1.0FS=1.4X10’4 cm-‘, 2.0FS=2.9X10’4 
cm-” 3 OFSi4 4X1014 cm-* 
1.0FS’=;.4X101’ cm- 

and 4.0FS=6.0X10’4 cm-‘. lnterferogram (g) taken at 4.00 p, and the lines from outer to inner in (h) represent 
’ 2 OFSL2.9X10t4 cm-’ 3 OFS=4.4X1014 cm-a , and 4.OFS=6.Ox lOI4 cm-*. lnterferogram (i) taken at 10.0 m, and the lines from 

outer to inner in (j) rep&nt 0.5FS=7.0X10’3 irnlz, l.OFS=1.4~10’~ cm-‘, 1.5FS=2.1X10*4 cm-‘, and 2.0FS=2.9X10’4 cm-*. Lnterferogram (k) taken at 
20.0 p, and the line in (1) represents 0.5FS=7.0X10t3 cm-‘. Interferogram (m) taken at 50.0 /.I& and the line in (n) represents 0.5FS=7.OX lOI cm-‘. 
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this work, Dreyfus and co-workers’ lower value, 0.3 eV, was 
chosen as the value to use in the fringe shift interpretation 
calculations. Again, it was shown above that the resonant 
interferogram interpretation calculation is insensitive to tem- 
perature for temperatures within the range 0.1-1.0 eV, so the 
absolute line densities, the expansion velocities for a given 
equiline-density contour, the total ablated number of atoms, 
and the ablation etch rate are all relatively insensitive to 
small temperature variations in this work. 

Figure 13 shows a RHI time scan in 1 Torr argon gas. 
The first point to notice is that with a high enough back- 
ground pressure a shock wave was observed at 1.02 and 4.00 
,us. Previously, DLRAP studies had only detected shock 
waves down to pressures of -5 Tom6 It is presumed that a 
shock wave was present at the other times, but it was not 
detected as clearly as in Figs. 13(a) and 13(g). Second, notice 
that the plume expansion has slowed considerably with re- 
spect to the previous time scans at lower pressures. 

Third, note the mushroom shape of the ablation plume. 
Sappey and Gamble’ attribute this shape for copper ablation 
plumes to the exothermic condensation of the atoms to 
dimers and to the fluid dynamics of one directionally ex- 
panding fluid in another.47 Fourth, notice that the plume ap- 
pears to separate from the target at 20 m. Finally, notice that 
the plume is also observed as late as 50.0 p with RHI at 1 
Torr; the latest time an ablation plume was observed in the 
previous vacuum data was 4.0 w in a DLRAP photo, which 
is more sensitive than RHI. Not only does this indicate that 
collisions with the argon gas are holding back the expanding 
ablation plume, but also that the conditions inside the plume 
are such that condensation of the aluminum neutral atoms is 
not significant. Kelly has recently proposed a theory which 
may explain some features of this data.48 

As with the holographic time scans at lower pressures, 
the peak line density in the earliest interferograms was ob- 
scured by absorption. The peak line density at 2.50 and 4.00 
,us was 6.0X1014 cme2, and it decreased to the detectability 
limit at this IAX/, 7X1013 cm-‘, by 20.0 /IS. These corre- 
spond to approximate aluminum neutral atom densities of 
~~7x10~~ and 7X1O’3 cmT3 for the earlier and later times, 
respectively. 

Figure 14(a) shows the total number of aluminum neu- 
tral atoms counted for each interferogram versus time. The 
value of iv,-,, ~3X10~~-=3XlO~~, is similar to the values 
counted for the other time scans and the value clearly de- 
creased with time as the aluminum atoms expand outward 
beyond the range of detection using WI. Figure 14(b) shows 
the expansion of the 1 X lOI cm-’ equicontour as a function 
of time. The expansion velocity of 0.36 cm/,us is nearly a 
third of the expansion velocity for the vacuum time scans, 
1 . l- 1.4 cm/p. The expansion of the 1 X lOI cm-* equicon- 
tour then appeared to more or less stabilize at about 1 cm 
between 5 and 50 w. 

Figure 15 shows a RHI time scan in 1 Torr argon rf 
plasma. T’he rf plasma was produced between two parallel 
plates enclosing the region of plume expansion, as described 
above, and the with-rf interferograms (Fig. 15) were taken 
alternately from the without-r-f interferograms (Fig. 13). The 
argon plasma is assumed to have a maximum electron den- 
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FIG. 14. Time scan in 1 Torr argon gas interpretation: (a) the total number 
of aluminum neutral atoms No vs time, and (b) the expansion of the 1 X IO“ 
cm-’ equicontour line vs time. 

sity of 1 X lOlo cmv3 and a maximum kinetic temperature of 
2 eV, thus, the Stark broadening introduced into the alumi- 
num neutral line density calculations due to the rf plasma is 
minimal. Therefore, the calculations shown above assuming 
no Stark broadening were used here for the plasma case as 
well. 

The first point in Fig. 15 is that the plume shapes look 
very similar to the nonplasma case. Second, note the separa- 
tion of the expanding plume and the residual plume (in con- 
tact with the target) at 20.0 /B in Fig. 15(l) and only the 
expanding plume at 50.0 p in Fig. H(n). Third, the number 
of aluminum atoms in the plume was slightly less for the rf 
plasma case than for the nonplasma case, as shown in Fig. 
16(a). Fourth, the 1 X 1014 cmp2 equicontour line appears to 
expand at about the same rate, yet it was farther away from 
the target in the rf plasma case than in the gas case, as shown 
in Fig. 16(b). 

At this time it is unknown whether the observed differ- 
ences are: (1) just shot-to-shot statistical variations of the 
ablation plumes; (2) caused by the rf electric field directly 
affecting the ablated aluminum ions at very early times 
(<O.l ,zs); or (3) caused by collisions between the ablation 
plume and the energetic electrons and argon ions during the 
entire expansion time. For example, energetic collisions of 
the argon plasma with the ablation plume could cause either 
ionization or condensation of the aluminum atoms, thus 
causing the observed reduction in the number of neutral at- 
oms. Investigation into these differences is ongoing. 

Interferograms were also taken in 35 Torr argon at early 
times (~4 w) at both near-resonance (AX= +0.004 nm) and 
off-resonance (Ahx= t-O.503 nm) wavelengths. Nonresonant 
fringe shift was observed at 0.22 and 0.52 F, corresponding 
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to the lower density of particles inside the laser ablation 
shock wave. A point-by-point subtraction of the off- 
resonance fringe shift from the near-resonance fringe shift 
allows the resonant line density to be determined. Although 
the Lorentz broadening mechanisms become comparable to 
the natural broadening as the pressure is increased to 35 Ton; 
this produces a negligible change in the integral W( - u + ia) 
for the parameters of this work. From the aforementioned 
interferograms, the initial expansion velocity of the 1 X 1014 
cmW2 equiline-density contour was measured to be -0.08 

(e) (h) 

I+-+ 

Figure 17 summarizes the total number of aluminum 
neutral atoms in the ground state measured for all the condi- 
tions investigated: vacuum, vacuum deposition, 14 mTorr, 52 
mTorr, 210 mTorr, 1 Torr, 1 Torr rf plasma, and 35 Torr. The 
values of N, range from 2.5X10’* to 3.2X1014. Since many 
of the earlier No in each time scan are >lX 1014 and since 
3X1014 was the estimated maximum number of Al neutrals 
in the laser ablation deposition discussion above, 
LV,-~X~O’~ is a good estimate of the number of aluminum 
ground-state neutral atoms that the KrF laser was ablating 
from the aluminum target, for the experimental parameters in 

FIG. 15. Tie scan in 1 Torr rf argon plasma. Interferograms taken at AX= -0.006 nm, 2.1-2.5 J/cm2 and their respective equicontour plots, where the solid 
lines correspond to increasing fringe shift and the dashed lines correspond to shock waves. Interferogram (a) taken at 1.00 p, and the line in (b) represents 
O.C~FS=~.OX~O’~ cm-‘. Interferogram (c) taken at 2.00 p, and the lines from outer to inner in (d) represent 1.0FS=1.4X10’4 cm-‘, 2.0FS=2.9X1014 cm-‘, 
3 OFS=4 4X1014 cm-* and 4 OFS=6 OX1O’4 cm-*. Interferogram (e) taken at 2.50 p, and the lines from outer to inner in (f) represent 1.0FS=1.4X10’4 
ck’, 2.bFS=2.9X10A cm-;, and 3 OFS=4 4X1014 cm-‘. Interferogram (g) taken at 4.02 F, and the lines from outer to inner in (h) represent 
1.0FS=1.4X10’4 cm-‘, 2.0FS=2.9Xlbr4 cm’*, and 3.0FS=4.4X10i4 cm-*. Interferogram (i) taken at 10.0 p, and the lines from outer to inner in (i) 
represent OSFS=7.0X lOI cm-*, 1.0FS=1.4X10’4 cm-‘, and 1.5FS=2.1X10’4 cm-*. Interferogram (k) taken at 20.0 @, and the line (I) represents 
OSFS=7.OX lOi cm-*. Interferogram (m) taken at 50.0 p, and the line in (n) represents O.SFS=7.OX 10t3 cm-*. 
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PIG. 16. Tie scan in 1 Torr rf argon plasma interpretation: (a) the total 
number of aluminum neutral atoms No vs time, and (b) the expansion of the 
1 X 10” cm-* equicontour line vs time. 

this work. Again, this is probably a somewhat low estimate 
since the interferograms represent only aluminum neutral at- 
oms in the ground state. 

Figure 18 compiles the approximate expansion velocities 
of the ablation plumes versus pressure. The vacuum case was 
0.2 mTorr air, but the others were with an argon background. 
For 210 mTon and less, the expansion velocity is in the 
range 1.1-1.4 cm/p, while for higher background pressures 
of argon the expansion velocity decreases to ~0.3 cm/,us at 1 
Torr and then to -0.08 cm/w at 35 Torr. 
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APPENDIX 

To account for the averaging over the Gaussian laser 
bandwidth of Measures’s Voigt profile for smaller AX, to 
account for selective absorption, and to account for the inter- 
ference effects induced at the holographic plate by a finite 
bandwidth light source, the temporal-coherence discussions 
of Goodman for interferometry are utilized in this work.49 

4 .‘..I”..I’..‘I.‘..I”‘.I”“I”‘.I...’(”.. 
a> 
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3t 1 
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2 6 10 14 18 22 26 30 34 38 42 46 50 54 

PIG. 17. Interpretation of ah time scans in argon at (a) earlier times and (b) 
later times; the total number of aluminum neutral atoms Na vs time for: (0) 
vacuum; (A) deposition in vacuum; (0) 14 mTorr; (A) 52 mTorr; (m) 210 
mTorr; (+) 1 Ton gas; (X) 1 Torr rf plasma; and (0) 35 Tom 

Here the laser is simply modeled as producing one photon at 
a time with a random frequency w, which has a Gaussian 
probability distribution about a center frequency 6. It is then 
sufficient to time average the random frequency of the laser. 
By convention this is written 

=lh 1 I 
+ T/2 

T-am T 
E(t+ ~)E*(t)dt, 

-T/2 
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PIG. 18. Interpretation of all time scans in argon; the expansion of the 
1 X 10” cmm2 equicontour line vs pressure. 
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where F(T) is the complex autocorrelation function, E(t) is 
the complex electric field of the laser, and ( ) denotes a time 
average. 

02 
@‘R1=C+wrR-iKR, (A7) 

The electric field of the laser is assumed to be ergodic, 
thus the Wiener-Khinchin theorem can be used, which trans- 
forms I’(T) from t space to o space. Using a Gaussian fre- ~02=~+~~~-iK,-iAN,W(-u+ia), 648) 
quency distribution, the time average of the electric fields on 
the holographic plate is then 

and 

r(r)= u&y --m 
2s2Jln2 jm exp[ -4 ln 2( ~)2-iw+% 

WI 

*x2-W% ~ W7R-iKR+WY~, 
c (A% 

where (T is the FWHM of the frequency of the laser intensity. 
Note that Eq. (A2) only includes temporal coherence (two 
beams delayed in time) and not spatial coherence (two beams 
shifted in space). For this work it is assumed that the spatial 
coherence of the laser is sufficient so that the relevant math- 
ematics may be neglected. 

In holographic interferometry, the laser beam is split into 
two parts, the object beam 0 and the reference beam R. The 
object beam is passed through the transparent test section, 
and the two beams are recombined onto a holographic plate. 
The intensity of light as a function of position on the holo- 
graphic plate is written as39 

I=~E,+E,~~= \ER12+ jE,12+E;ER+E,E,. w 

During reconstruction these wave fronts are reproduced and 
the last term in Eq. (A3) represents the reconstructed test 
object. To form an interference pattern the initial laser expos- 
ing the holographic plate is pulsed twice, once without the 
test object (1) and once with the test object (2). The intensity 
of light as a function of position on the film of the recon- 
struction camera is then 

I,= 1 eoEc(Eo1E~,+E,,E,*,)12, (A4) 

where 13~ is the transmission constant for the first-order dif- 
fractions of the holographic plate and is dependent on the 
photographic developing process, and E, is the electric field 
of the reconstruction laser beam. To interpret the reconstruc- 
tion photograph, Eq. (3) is inserted into the term E02 of Eq. 
(A4) and the phase shift information h~J((x,y) is displayed as 
a black and white pattern on the lilm. 

To account for the finite laser bandwidth, Eq. (A4) is 
time averaged to give 

The bandwidth of the reconstruction laser is assumed to be 
infinitesimal. 

Recalling the notation for the electric fields given in Eqs. 
(1) and (2), the two laser beams for both laser pulses can be 
written 

wz 
@OI=,i-orO-iKO, 

where Ko and KR represent any absorption incurred outside 
the test section by the object and reference beams, respec- 
tively, and ro and TR refer to the travel time of the object and 
reference beams, respectively, as they travel between the in- 
cident side of the beam splitter and the holographic plate. 

The Doppler-broadened test section [ - iAN& W( - u 
+ icw)] is now included in @02 and the reference fringes 
caused by turning a mirror in the reference beam between 
laser pulses wy S are accounted for in a&,. This notation for 
reference fringes means that the black and white stripes are 
in the i direction with the variation in the j direction, whose 
spacing is determined by the constant S. 

Now inserting Eqs. (A6) and (A7) into Eq. (A2), where 
or is equivalent to (@o - cP,*), one obtains 

roR1=sosR eXp -Ko-KR- 
(r2( To-- rR)2 

16 In2 

(AlO) 

where the g( ho- ~R)‘/(16 In 2) term in Eq. (AlO) repre- 
sents temporal coherence. If the time-travel difference be- 
tween the object and reference beams becomes much larger 
than the coherence time of the laser, (27r/u), then &,x1+0 
and no fringes are observed. 

Equations (A8), (A9), and (A2) combine to give 

r OR2= 

where 

(All) 

2 
E2-Ko-KR-iti(~0-7R-tTy) 

-AN& W(0), (A=) 

and where o’=o--ii), A=(&--&lP, E=o’//$ u=A-te, and 
8=-A-E+ia. roR2 is not analytically solvable because of 
the presence of W(z) in the exponential, so its solution is 
approximated in this work using the saddle-point theorem,50 
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I I/x expCf(x) 1 

= I_y/x expi f(x,)+ k f’(x,~C=#) 
= 77 exp[fCdl p:x,, ( i l/2 

, (AI3) 

where 7 is a constant and x, is a solution of f’(x,)=O. 
The w’( ?-. - rR- 6~) term has been dropped to make 

the integration possible, thereby assuming o’-+T~ for the val- 
ues of W’ where the 4 In 2(w’/0j2 term does not dominate in 
the exponential of Eq. (All). The condition g’(+O was 
solved for the complex value 4 using Newton’s Method in 
Mathematics on the Macintosh computer. Two roots were 
found. One of the roots changed continuously as A and NL 
were varied, while the other root was discontinuous for the 
same parameter regions. Therefore, the first root was used in 
the solutions that follow. 

The solution to Eq. (As) can now be written 

(I,)=M exp(-N)[1+P2+2P cos(Q)], 

where 

(A14) 

iU= 0;]E&S;, 

N=2K,+2KR+ 
&O-TR)2 

81n2 ’ 

WV 

6416) 

exp[R ( 4 I, 

Q=GyS+Y(Q 

(Al7) 

6418) 

and where 

I 
, 

(Al9 

1 . 

(Am 
Since the reference fringes my S are manually removed when 
the reconstructed interferograms are analyzed, that term may 
be dropped here and thus the resonant fringe shift can be 
interpreted as 

AS ( i -= 
s g=&Im[-4 ln2(:)“4 

-AN&W(-A-%+ia) . 1 ww 

Note that as the diagnostic laser bandwidth becomes infini- 
tesimal in Eq. (All) and thus 4-0 in the solution to 
g’(%)=O, Measures’s answer is obtained as in Eq. (5). 
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