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We report the formation of bulk single-phase amorphous Cu-Er and Ni-Er alloys by extensive 
cold-rolling of elemental foils. The reaction is driven by the negative enthalpies of mixing of the 
constitutent elements and occurs near ambient temperature. The crystallization behavior of the 
alloys obtained was studied by means of differential scanning calorimetry and found to agree 
closely with that of the corresponding sputtered and liquid-quenched alloys. Radial distribution 
functions were measured for sputtered and rolled Cun Er28 and were found to be in good 
agreement. 

I. INTRODUCTION 
In recent years, solid-state reactions have been shown to 

be an alternative to rapid cooling for the synthesis of amor-
phous metallic alloys. This was first established by Yeh et 
al., I who formed amorphous (Zr3RhJx HI _ x by hydriding 
the metastable crystalline compound Zr3Rh (Cu3Au struc-
ture). Later, Schwarz and Johnson2 reported the formation 
of an amorphous Au-La alloy by solid-state reaction of alter-
nating thin layers of crystalline Au and La. The driving force 
for such a metal-metal reaction is the negative enthalpy of 
mixing of the constituent elements. The reaction occurs by 
solid-state diffusion at a temperature sufficiently high to al-
low atomic mobility, but sufficiently low so that the forma-
tion of crystalline intermetallic compounds is kinetically 
suppressed. 

We have recently reported the extension of the diffusion 
couple experiment to three dimensions. Amorphous Cu-Zr 
and Ni-Zr alloys were produced by solid-state reactions in 
elemental composites formed by mechanical deformation. 
The composites were prepared by physically mixing elemen-
tal powders or foils and subsequently cold-rolling them. 
Similar experiments were reported by Schultz.4 This method 
provides the possibility of synthesizing amorphous alloys in 
bulk, since, unlike for rapid quenching techniques, there are 
no fundamental limits on the external dimensions of a speci-
men. 

Ni-Er and Cu-Er were chosen for this study for several 
reasons. There exists substantial interest in amorphous rare-
earth alloys because of their magnetic applications. In addi-
tion, the crystallization behavior and structure of various 
amorphous rate-earth-transition-metal alloys has been 
studied by several authors. Erbium was selected as the rare-
earth element in this study because of its high ductility and 
its relatively low oxidation rate in air. 

Nikolaenko et aU reported measurements of the en-
thalpy of dissolution of erbium in liquid copper for low er-
bium concentrations. Using their results and the regular so-
lution approximation,6 we estimate the enthalpy of 
formation ofliquid CuEr from the crystalline elements to be 
about 19 kJ Imol. The enthalpy of formation of the glass is 
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assumed to be close to that of the liquid. We are not aware of 
any data concerning the enthalpy of mixing in the Ni-Er 
system. However, Miedema7 has reported a general propor-
tionality between negative enthalpies of mixing and the 
number of intermetallic compounds in a binary system. 
Therefore, based on the existence of a number of intermetal-
lic compounds in the Ni-Er system,8 we assume the enthalpy 
of mixing to be negative and large. 

We report here the complete amorphization of Cu-Er 
and Ni-Er composites by near-isothermal cold-rolling. The 
high-temperature thermal behavior and the radial distribu-
tion functions (RDF) have been measured and compared to 
those of corresponding alloys produced by sputter deposi-
tion. As a result we have explicitly demonstrated that the 
amorphous alloy phase produced by this technique is essen-
tially the same as that produced by more conventional meth-
ods (e.g., sputtering and liquid quenching). 

II. EXPERIMENTAL DETAILS 
The samples used in this study were prepared from ele-

mental crystalline foils. Erbium foils were formed by cold-
rolling bulk ingots, reducing their thickness to f.Lm. 
Nickel and copper foils with a total impurity concentration 
of 0.02 at. % and thickness of 25 f.Lm were purchased com-
mercially. These foils were later roned to a thickness appro-
priate for the desired composition of the composite. The 
average composition was determined for each sample by 
weighing the constituent foils. To minimize contamination, 
the samples were prepared immediately following prepara-
tion of the foils. 

The initial layered composites were formed by stacking 
together two individual elemental foils and winding them 
into a cylinder. The cylindrical composite was then cold 
rolled inside a stainless-steel tube. After removal from the 
tube the sample was further processed in 10 to 55 deforma-
tion passes consisting of (1) folding the foil, (2) rolling it 
between two 0.75-mm-thick stainless-steel plates in many 
successive small steps to the minimum spacing of the rollers, 
and (3) removing the resulting foil from the stainless steel. 
The final composite foils obtained were 20--200 f.Lm thick. 

To obtain an estimate of transient heating effects which 
occur during the mechanical deformation, a chromel-alumel 
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the thermocouple was observed on a storage oscilloscope 
with a time resolution of 0.5 ms. 

Samples which were to be thermally reacted were vacu-
um sealed with zirconium getters in long Pyrex ampules. 
Prior to sample annealing, the getters were separately heated 
to 550·C for 8 h while the samples remained at ambient 
temperature. 

The DSC measurements were performed on a DuPont 
1090 calorimeter. The baseline was measured separately and 
subtracted from the signal. 

Amorphous CunEr 28 films were also prepared by mag-
netron sputtering, using Ar as the sputter gas. Base pressures 
prior to sample deposition were in the 10- 7 Torr range while 
the samples themselves were deposited at a pressure of 15 
mTorr. Total sample thicknesses ranged from 5 to 10 /-Lm. In 
addition, liquid quenched foils were prepared by the "piston 
and anvil" method. 9 

The interference functions for the RDF's were mea-
sured using a vertical Norelco diffractometer in step-scan-
ning mode with Mo Ka radiation and a LiF divergent beam 
monochromator. For the RDF measurement, the cold-
rolled sample used was 0.2 mm thick while several sputtered 
foils were stacked and glued with diluted Duco cement to 
obtain a total thickness of about 60 /-Lm. Since the absorption 
depth for Mo Ka radiation in the alloy is 20/-Lm, the infinite 
thickness approximation applied for both samples. The data 
were analyzed. following Williams and Johnson. 10 The RDF 
was obtained from 

G(r) = 41rr[ p(r) -po]!:::::2flKmui(K)U(K)sinKrdr, 

(1) 
where i(K) = K [/ (K ) - 1 J is the reduced interference func-
tion and 

U(K) = sin(17"K 1Kmu) 
rrKIKmax 

(2) 

is the Lorch filter,lI used as a convergence factor to elimi-
nate termination ripples arising from the finite integration 
range. Exponential convergence factors gave similar results. 
The qualitative x-ray diffraction patterns were taken on a 
Norelco diffractometer in step-scanning mode, using copper 
Ka radiation filtered with a nickel foil. 
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FIG. 1. X-ray scattering in-
tensity as a function of scat-
termg angle for as rolled 
(bottom I and isothermally 
reacted (middle and top) 
CunEr28 for 14 defonna-
tion passes. 
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FIG. 2. X-ray scattering intensity as a function of scattering angle for as 
rolled (bottom) and isothermally reacted (top) Ni73Er27 for 12 deformation 
passes. 

iii. RESULTS 
All samples studied were defonned in 10-55 passes as 

described. in the experimental section. In x-ray diffraction 
patterns of samples processed in 12-14 passes (Figs. 1 and 2), 
the hexagonal structure of erbium shows with a texture simi-
lar to the one we reported for zirconium in Cu-Zr and Ni-Zr 
composites.3 The nickel lines, however, do not show the 
strong (220) orientation in the rolling plane, which we ob-
served in the above reference. 

We plotted the full widths at half maximum of the Bragg 
peaks M as a function of their K values for samples de-
formed in 12 passes in Fig. 3. The peak widths were deter-
mined by fitting a Lorentzian line shape and co:rrecting for 
Ka and instrumental broadening, following Ref. 12. The line 
broadening due to small crystal size (Scherrer broadening) is 
constant in K space and is given byl3 

11K = 0.9X2rrIL, (3) 
where L is the crystal size. The broadening due to strains is 
given by 

M=A(e2 )112K, (4) 
where (e2 ) 1/2 is the rms strain. 14 A is a coefficient which 
depends on the strain distribution. It is approximately one 
for a random distribution of dislocations. Since the de-
formed composites have high dislocation densities,15 we do 
not have a good estimate of this coefficient and we use A = 1 

O. i?0 

o E,. 
0.16 • N. 

'-c 

<I 
:t 0.12 
I-a 
:;0 o. De 
w z .-. • ..J o. o. 

2 6 8 
w .... VE VECTOR K a:- I

) 

FIG. 3. Bragg peak broadening I:J( as a function of magnitude of K vector 
for Ni-Er composite deformed in 12 passes. 
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thermocouple was sandwiched in a sample foil and then 
rolled between stainless-steel plates. The voltage signal on 
as a first approximation. The slope of the lines then indicates 
that the rms strains are on the order of 2%. 

Samples processed in 12-14 passes were reacted at 70 to 
170'C for 1-10 h. Typical reaction products are shown in 
Figs. 1 and 2. One can see that the intensities of the Bragg 
peaks decrease upon reaction, and that a broad maximum. 
appears, indicating the growth of an amorphous phase. As in 
the earlier cases of Ni-Zr and Cu-Zr,3 the reaction is not 
complete, and an increase in the reaction time or tempera-
ture does not lead to a more complete reaction, but rather to 
the formation of crystalline intermetallic compounds. In Cu-
Er composites deformed in 14 passes and annealed for 6 h at 
95 ·C, the equilibrium compound CuEr with the CsC} struc-
ture was observed. A lattice parameter of 3.438 ± 0.005 A 
was found in agreement with the reported value of 3.43 A.16 
The Ni-Er system formed unidentified intermetallic com-
pounds above 130 .c. 

The initial composition of the composite and the relative 
consumption of the constituent elements, as seen from the 
decrease of the Bragg peak intensities, served as a rough esti-
mate for the composition of the amorphous phase formed. 
The Cu-Er phase contained approximately 72 at. % copper 
whereas the Ni-Er amorphous phase had approximately 55 
at. % nickel. In the experiments described in the following 
paragraphs, the samples were prepared at these composi-
tions. 

The only sample in which thermal treatment led to a 
complete consumption of one phase was a Ni-Er composite 
with 70 at. % nickel. After reaction at 120·C for 8 h the 
erbium peaks disappeared, and an amorphous phase was ob-
served in addition to unreacted nickel (Fig. 1). The (111) peak 
of ErHz is also seen (see below). 

Complete amorphization was achieved for CunEr 28 and 
NissEr4s by continuous deformation through 40 to 55 passes 
(Figs. 4 and 5). The sample temperature as measured during 
the deformation process initially reached 40 ·C and subse-
quently dropped to 30·C over a time period. of 50 ms. Fol-

the rolling, only very weak Bragg peaks correspond-
lng to face centered cubic ErHz with a lattice constant of 
5.125 ± 0.005 A appeared for both alloys. The use of dis-
tilled erbium having less than 0.1 at. % hydrogen in a later 
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FIG. 4. X-ray scattering in-
tensity as a function of scat-
tering angle for rolled 
CUnEr2. at different 
numbers of deformation 
passes n. 
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FIG. 5. X-ray scattering in-
tensity as a function of scat-
tering angle for rolled 
NissEr.s at different 
numbers of defonnation 
passes n. 

experiment resulted in a product with substantially less in-
tense hydride peaks. This indicates that the ErH2 phase ori-
ginates from hydrogen present in the erbium as a dilute im-
purity. 

In Fig. 6, DSC scans are shown for amorphous CUnEr28 
produced by rolling, sputtering, and liquid quenching. The 
heating rate was 40 ·C/min for each case. The latter sample 
contained a small percentage of crystalline material, as seen 
by x-ray diffraction. The alloy produced by rolling shows a 
sharp exothermic peak at 367 ·C. By heating different sam-
ples to temperatures above and below the peak and compar-
ing the resulting phases by x-ray diffraction. the exothermic 
peak was verified to be a result of crystallization of the amor-
phous phase. The sputtered and liquid-quenched alloys both 
show similar exothermic peaks, at 352 and 371 ·C, respec-
tively. The liquid-quenched alloy shows a tail on the low-
temperature side of the peak. This is believed to result from 
the presence of crystalline material in the original samples 
which serves as a site from which growth of crystalline mate-
rial occurs. The DSC scans also indicate secondary exother-
mic events above 4OO.C. These are seen to vary among the 
types of samples. In addition, for Nis5Er45, the crystalliza-
tion temperature at 29 ·C/min was found to be 276 ·C, as 
evidenced by a well-defined exothermic peak. 

The radial distribution function was measured in reflec-
tion geometry for a 0.2-rom-thick amorphous Cu72Er28 sam-
ple produced in 55 deformation passes. In the diffraction 
pattern, a weak. ErH2 (111) peak was still visible. Its intensity 
was considerably below 1 % of the total diffracted intensity, 
and it was subtracted from the interference function. Figure 
7 shows the reduced interference functions obtained and Fig. 
8 shows the corresponding radial distribution functions for 
amorphous Cun Er28 obtained by rolling and by sputtering. 

FIG. 6. DSC scans at 
40 ·C/min for amorpbous 
CunEr28 prepared by (a) 
rolling, (b) sputtering, and 
(c) rapid quenching. Sam-
ple (c) contains a small per-
centage of crystals. 

Atzmon, Unruh, and Johnson 3867 

Downloaded 26 Mar 2011 to 141.212.161.29. Redistribution subject to AIP license or copyright; see http://jap.aip.org/about/rights_and_permissions



IV. DISCUSSION 
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FIG. 7. Reduced interference 
functions for amorphous 
Cun Er2 • prepared by rolling 
(solid line) and sputtering 
(dotted line), respectively. 

As in Ref. 3, we observe that an amorphization reaction 
cannot be completed by thermal annealing for intermediate 
reduction ratios passes). For uniform deformation, the 
reduction is expected to be 212 producing a layer 
thickness of about 50 A. We suggest a nonuniform distribu-
tion ofIayer thicknesses as an expl.anation for the significant 
slowdown after the initial reaction. Every time the sample 
foil is folded, there are areas which do not overlap other parts 
of the sample and are therefore reduced to a lesser extent 
during the subsequent deformation. In a simple model, we 
assume that a randomly located area, which constitutes 10% 
of the sample, does not overlap any other part of the sample. 
This area is assumed not to be deformed in the subsequent 
pass. The resulting thickness distribution is binomial: 

p':r, = (:}0.9no. tr - m, (5) 

where p':r, is the fraction of the sample reduced by 2m after n 
passes. For n = 12,0.5% of the sample is deformed by only 
27 = 128 to a thickness of 1600 A. In addition to this effect, 
the development of cracks can cause nonhomogeneous de-
formation. The absence of the nickel texture observed in Ni-
Zr composites for similar deformation ratios implies that the 
deformation behavior of nickel in a composite depends on 
the second component. This observation also implies a non-
homogeneous deformation. In addition, as we mention in 
Ref. 3, contaminants present on the interfaces could act as 
diffusion barriers in some parts of the sample. 

The hydride formation during the metal-metal reaction 
can be understood on the basis of different time scales for 
atomic transport. Since the diffusion coefficient for hydro-
gen in metals is orders of magnitude greater than for transi-
tion metals in metals, the hydrogen concentration profile 
remains in equilibrium with the sample during the Br-Cu or 
Er-Ni reaction. It has been observedl7 that in amorphous 
Zr3Rh and Zr2Pd, hydrogen preferentialJ.y occupies Zr4 te-
trahedral sites. rf one assumes that hydrogen preferentially 
occupies erbium-coordinate sites in the erbium composites, 

3868 

FIG. 8. Reduced radial dis-
tribution functions for amor-
phous CunEr IS prepared by 
rolling (solid line) and sput-
tering (dotted line), respec-
tively. 
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one concludes that most of the hydrogen will remain in the 
unreacted crystalline erbium phase as the deformation pro-
ceeds. When its concentration reaches a certain critical level, 
ErH2 will be formed. The fcc structure and the lattice con-
stant of 5.125 A. we mentioned earlier are in agreement with 
previous work. 18 

The foll.owing considerations lead us to conclude that 
there is no substantial heating effect within the sample dur-
ing the mechanical deformation and that the amorphization 
by rolling occurs at near-isothermal conditions at roughly 
ambient temperatures. The thermal relaxation time within 
the sample is estimated to be 10-6 s for layers 1O}lm thick, 
and it decreases with decreasing thickness of the individual 
layers. The geometry and speed of the rolling mill together 
with the deformation step size for a single pass are such that 
it takes roughly 10- 3 s to deform a local volume element. 
Therefore the heat should be deposited rather uniformly 
within the sample (i.e., the sample is under loca1J.y isothermal 
conditions during deformation). The direct temperature 
measurement shows a rise of less than 25 ·C during the de-
formation, and a relaxation with the stainless-steel container 
on a time scale of 50 ms. In addition, a rough calculation was 
made based on the theoretical limit for the yield stress of a 
meta1 19 which gave an upper limit on the temperature in-
crease of 80·C. The temperature rise of the stainless steel 
surrounding the sample, which provides a heat sink, is only 
20 ·C, as obtained by both calculations and measurement. In 
summary, we conclude that slight heating of 20-40 ·C oc-
curs within the sample and persists for a total of a fraction of 
a second as the sample and stainless steel come to thermal 
equilibrium. These temperatures are lower than those used 
to induce reaction by thermal. treatment and the time spans 
involved are substantially shorter. 

Koch et al.20 showed that nickel and niobium powders 
could be alloyed to form amorphous powders by high-energy 
ball milling for extended times. Such mechanical alloying 
occurs under a very high strain rate and therefore under 
highly nonequilibrium conditions. Local heating and even 
melting are then possibly involved. In contrast, the mechani-
cal aHoying reported here for Cu-Er and Ni-Er is near iso-
thermal. The small temperature rise does not exceed 60 ·C, 
and persists for time scales at most on the order of one min-
ute. We believe that the amorphization reaction occurs by 
diffusion over several atomic layers and/or atomic rearrange-
ment at or near ambient temperatures, and in the vicinity of 
the interfaces between the two metals comprising the com-
posite. Small layer sizes make the reaction rates sufficiently 
high at ambient temperature so that amorphization is com-
pleted before crystalline intermetaUic compounds can nucle-
ate. As described earlier, this was not the case for the Cu-Er 
therrnalJy reacted at intermediate reduction ratios. In this 
ca.<;e,any practical amorphization rate was observed to be 
accompanied by the formation of crystalline CuEro One 
should also note that during rolling, a substantial rms strain 
was observed which increases with reduction ratio. These 
strains may possibly playa role in enhancing the diffusion 
rates and allowing reaction at near ambient temperature. 

One can use the values obtained for the strains in the 
elemental phases to estimate the strain energies u involved: 
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(6) 
where E is Young's modulus. The number obtained is about 
1 kl/mol. Chemical enthalpies of mixing for the constituent 
metals are typically 20 kl/mo! (see Introduction) while the 
heats of crystallization of metallic glasses are known to be of 
order of 4 kJ/mo1.21 One concludes that the strain energies 
introduced by mechanical deformation do not change the 
thermodynamic driving force for the crystalline-amorphous 
reaction significantly. On the other hand, stresses can intro-
duce substantial changes in the reaction kinetics, as has been 
shown by Unruh et al. 22 for Ni-Zr multilayered thin films. In 
addition to the strain energies due to the presence of defects 
in the bulk, one should also consider the energy associated 
with the increase of interfacial area. For layers below a thick-
ness of 50 A, for example, a positive interfacial energy could 
make a contribution on the order of 1 kJ/mol to the balance 
of Gibbs free energy. This could increase the driving force 
for a transformation into a homogeneous amorphous phase. 
Nevertheless, one sees that interfacial energies are not the 
dominant driving force. To support this claim, a separate 
study of Cu-Nb composites were made. No evidence of an 
amorphous phase was found in the Cu-Nb composite pre-
pared as described above for the Er-based composite and 
rolled in 35 passes. In contrast to the Cu-Er system, the enth-
alpy of mixing for eu and Nb is sman ( + 3 k.T Imol for liquid 
CuNb according to Ref. 23). Thus there should be little 
chemical driving force for reaction of Cu-Nb composites to 
form an amorphous phase. The absence of any reaction in 
Cu-Nb after severe deformation thus, at least indirectly, sup-
ports the view that chemical driving forces are primarily 
responsible for amorphous phase formation in Cu-Er and 
Ni-Er. 

The DSC results show a similarity in the crystallization 
behavior of the amorphous alloys produced by three differ-
ent methods. For identical heating rates, the samples pro-
duced by rolling and by liquid quenching crystallize within 
4'C of each other. The sputtered sample crystallizes at a 
temperature 15 ·C lower than the rolled one, possibly due to 
a difference in the composition or entrapped argon. Since the 
crystallization temperature (T",) of amorphous alloys with a 
large negative heat of mixing depends strongly on the com-
position,24 the sharpness of the crystallization peak indicates 
a considerable degree of homogeneity in the rolled sample 
near T",. The different structure observed in the DSC scans 
above T", is possibly the result of differences in the impurity 
content and the morphology of the crystallized samples. 

The RDF's obtained for sputtered and rolled Cu72Er28 
(Fig. 8) show good agreement, indicating that the two prep-
aration methods produce alloys with similar atomic-scale 
structure. The shoulder on the first coordination peak for the 
rolled sample is believed to be a result of the presence of the 
erbium hydride. The shoulder is positioned at 3.63 A, and 
the Er-Er distance in ErH2 is 3.624 A. A confirmation of this 
assumption is given by the fact that before subtracting the 
ErH2 (111) peak from the interference function, the shoulder 
in the RDF was more intense. A complete subtraction of the 
crystalline contribution is apparently not possible. One can-
not exclude the possibility that Er-Er coordination causes 
the above shoulder in the RDF, since it is positioned at ap-
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proximately twice the Goldschmidt radius of erbium (1.78 
A). As can be seen from Fig. 7 the low K (i.e., small angle) x-
ray peaks are relatively less intense for the cold-rolled sam-
ple as compared to the sputtered sample. This may be the 
result of shadow effects caused by the rough surface on the 
rolled sample. 

The RDF for the sputtered sample gave a coordination 
number of 12.4. For the rolled alloy the coordination num-
ber was 13.5. This difference is attributed to the shoulder 
present on the first peak, as discussed above. 

V.SUMMARY 
We have shown that single-phase amorphous Cu-Er and 

Ni-Er alloys can be synthesized by mechanical deformation 
of elemental composites under near-isothermal conditions at 
a temperature near ambient. The reaction is driven primarily 
by the negative enthalpy of mixing of the constituent ele-
ments. In addition, the diffusion lengths are believed to be of 
the order of several atomic diameters. 

The crystallization behavior of the alloy obtained is 
close to that of the corresponding alloys produced by rapid 
quenching and sputtering. For cold-rolled CU72Er28 the 
RDF has been measured and found to be in good general 
agreement with that of a sputtered amorphous alloy. 

Further information about the amorphization process 
and the morphology of the composites could be gained by 
means of transmission electron microscopy. In addition, it 
would be instructive to study the effect of applied pressure 
on the reaction rates. 
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