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Abstract 

Semiconductor quantum dots are of recent interest for use in various optoelectronic 

devices such as solar cells, lasers, and quantum computing. For example, embedding quantum 

dots within an optical nano-cavity is expected to greatly enhance performance of micro-lasers 

and quantum gates due to their non-linear optical response. For solar cells, quantum dots can be 

used to create an intermediate energy state within the band gap of the bulk material as originally 

proposed by Luque and Marti, increasing the thermodynamic efficiency limit to >63%, well 

beyond that of current devices. These device applications require selecting an appropriate 

material system, properly preparing the starting growth surface prior to quantum dot growth, and 

understanding the resulting structural, compositional, and optoelectronic properties of the dots. 

This work is presented in two parts, each containing multiple related studies on quantum dot 

nanostructures and the background information necessary for understanding the analysis 

presented. Part I describes the effects of lateral patterning on the size and composition of InAs 

quantum dots and advances the current understanding of the effects of lateral separation on dot 

size and composition. Increasing the pattern spacing results in an increase in quantum dot 

dimensions, even doubling their size, an increase in wetting layer thickness, and increased 

dissolution during capping. The In diffusion length during quantum dot nucleation and 

dissolution upon capping can be determined via patterning to be approximately 0.5 µm and >1.0 

µm, respectively. Part II describes the effects of growth conditions and GaAs capping on size, 

shape, and segregation of Sb in type-II band offset GaSb quantum dots using various analysis 
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techniques capable of analyzing the morphology, composition, and optical properties of 

uncapped and buried nanostructures. In particular, three-dimensional analysis of the morphology 

and composition of buried structures shows that approximately 70% of GaSb dots disintegrate 

into clusters of small islands with about 1/3 the diameter of their precursor, significantly altering 

their optoelectronic properties. A detailed analysis of the quantum dot nanostructures is 

presented in both parts, and examples of devices fabricated through collaborations provide a 

better understanding of how quantum dots can be properly tailored for specific device 

applications. 
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Chapter 1  

Introduction and Background 

1.1 Introduction 

Semiconductor quantum dots (QDs) have become of interest in recent years because of 

their unique optical and electronic properties, which make them ideal for a variety of device 

applications such as quantum information processing,1 lasers,2,3 and solar cells.4 The ability to 

tune the QD band gap by altering the dot size and/or composition makes them advantageous for 

lasers and telecommunications devices where a specific emission wavelengths are required.2,3,5 

In 1997, Luque and Marti introduced the idea of the intermediate band solar cell6 in theory,7 

which they later demonstrated4 using QDs to form the intermediate band. For 

telecommunications, information processing, and photovoltaic applications, there are a number 

of fundamental properties of QDs that must be understood prior to device implementation. For 

example, growth and capping conditions have been shown to affect QD size, areal density, 

shape, and composition, which, in turn, directly affect their optical and electronic properties. 

Additionally, the material used for the QDs, the growth surface, and lateral surface patterning 

prior to dot growth can be used to manipulate dot properties. Understanding the effects of these 

parameters on dot properties and developing methods for manipulating QD nanostructures to 

specifically tailor these properties is advantageous for QD devices.  
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1.2 Objectives and Organization 

The goal of this work is to analyze the affects of QD material, surface patterning, surface 

reconstruction, and capping on QD areal density, size, shape, composition, and their optical and 

electronic properties. Novel information gained from this work is used to effectively implement 

QDs in photonic crystals used for quantum information processing and for QD intermediate band 

solar cells. The broader understanding of QD physics developed here is useful for an array of 

applications, but these two specific device applications are further developed and devices 

fabricated through multiple collaborations are briefly presented to demonstrate tangible, real-

world examples of the technological advances resulting from this work. 

For applications such as QD lasers and quantum information processing, it is 

advantageous to control dot size, position, and areal density. Dot size directly affects their 

emission energy, which may need tailored for different applications. For some applications, 

controlling the QD density and location is critical to device performance. These properties can be 

controlled using lateral surface patterning, where it is possible to achieve precise placement of an 

intended number of dots, emitting at a desired energy. Other researchers have used e-beam 

lithography and focused ion beam (FIB) to demonstrate specific placement of QDs in a 

controlled manner with good precision.8-17 The studies presented in this work advance the 

understanding of the effects of FIB patterning on dot properties by analyzing the effects of 

patterning parameters on dot dimensions, their optical properties, and QD dissolution upon 

capping. Photonic crystals containing InAs QDs within the optical cavity were fabricated in 

collaboration and are briefly discussed. 

For solar applications, GaSb/GaAs QDs are studied here because their type-II offset is 

theorized to be advantageous for increasing charge separation in solar applications.7 GaSb/GaAs 
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QD structures have only recently become of interest, and much remains to be understood about 

the effects of growth conditions and capping on GaSb QD shape and composition. The surface 

reconstruction of the QD growth surface is known to affect the physical and optical dot 

properties.18 Additionally, other researchers have used transmission electron microscopy19-21 and 

cross-sectional scanning tunneling microscopy19,20,22-25 to show significant GaSb QD dissolution 

upon GaAs capping. This study advances the understanding of GaSb QD growth and capping 

conditions on dot dimensions and dissolution using various techniques including three-

dimensional analysis of buried GaSb nanostructures. 

 This work is organized into eight chapters describing the necessary background 

information, the analytical methods used, several studies on QD nanostructures, and proposed 

future work. The remainder of this chapter introduces the idea of the QD, its growth mechanism 

and properties. The goal of this chapter is to present a basic understanding of QD properties and 

nucleation and to provide an overview of the ultra-high vacuum equipment used to grow the 

films and QDs analyzed in each of the studies presented.  

Chapter 2: The goal of this chapter is to provide an overview of the primary techniques 

used to analyze the QD structures. The techniques described in this section include reflective 

high-energy electron diffraction, focused ion beam surface patterning techniques, atomic force 

microscopy, atom probe tomography, and photoluminescence. For atom probe tomography, 

where complex sample preparation is required, a description of the sample preparation method is 

detailed. Some analytical techniques, which were done by collaborators and/or not used in depth, 

are not described in this section but their details can be found elsewhere. 
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1.3 Part I 

The goal of Part I is to provide an in depth understanding of the affects of lateral 

patterning by in vacuo focused ion beam on the physical and optoelectronic properties of InAs 

dots. Part I contains Chapters 3 and 4, which present two studies on focused ion beam patterning 

of InAs QDs. Ultimately, the findings presented here are used in collaboration with Prof. 

Vanessa Sih’s group in the Physics Department to implement InAs QDs into photonic crystals 

for quantum information processing. Results from the photonic crystals, which were jointly 

fabricated with collaborators are briefly discussed. 

Chapter 3: The goal of this chapter is to analyze the effects of patterning conditions on 

QD size and pattern fidelity for multilayer structures with a varying number of QD layers. The 

key findings of this chapter include the effects of patterning conditions on dot size, pattern 

fidelity, and the effects of increasing the number of layers of QDs. The QD diameter and height 

are found to increase with the size of the patterned holes and with increased pattern spacing. 

Pattern fidelity is shown to improve for longer ion beam dwell times, which generally 

corresponds to larger holes. Increasing the number of QD layers leads to mound formation above 

the underlying patterned sites, disrupting the pattern fidelity and creating a broadening of the QD 

photoluminescence. This study also demonstrates the unique ability to use lateral QD patterning 

to determine the diffusion length of In during QD nucleation for a given set of growth 

conditions. 

Chapter 4: The goal of this chapter is to analyze the effects of patterning on QD 

dissolution via photoluminescence measurements taken as a function of patterning conditions. 

The key findings of this chapter include analysis of the competing effects of size and dissolution 

on dot emission energy and a unique ability to distinguish between the In diffusion length on 
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InAs during dot nucleation and that of In on GaAs during dot dissolution. Quantum dot 

photoluminescence emission energy is shown to initially decrease with increasing pattern 

spacing, but then increases for separations greater than 1.0 µm. This shift in photoluminescence 

emission results from a competition between the effects of dot size and those of dissolution on 

the dot emission energy. 

1.4 Part II 

The goal of Part II is to provide an understanding of the effects of growth and capping 

conditions on the size, shape, and composition of GaSb QDs. Part II contains Chapters 5, 6, and 

7, which present studies on GaSb/GaAs QDs, which are of interest for photovoltaic applications 

because of their type-II band alignment. Ultimately, the findings presented in these chapters are 

used to effectively implement GaSb QDs into intermediate band solar cells in collaboration with 

Prof. Jamie Phillips’ group in the Electrical Engineering department. Results from the 

intermediate band solar cells, which were jointly fabricated with collaborators are also briefly 

discussed. 

Chapter 5: The goal of this chapter is to advance the current understanding Sb 

segregation in both two- to three-dimensional GaSb structures by using atom probe tomography 

to analyze Sb decay profiles of various nanostrctures. The key findings of this chapter include the 

presence of two different modes of Sb intermixing evident in the Sb decay profiles of quantum 

well and QD structures. Intermixing in the wetting layer of a QD structure is dominated by 

surface segregation due to the presence of excess Sb spreading over the wetting layer during dot 

disintegration upon GaAs capping. 

Chapter 6: The goal of this chapter is to analyze the effects of surface reconstruction on 

QD nucleation and their subsequent physical and optical properties. The key finding of this 
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chapter include the dependence of QD size, areal density, optical properties, and dissolution on 

the starting surface reconstruction. Dots grown on the Sb-terminated (2x8) surface reconstruction 

are found to be smaller but have a higher areal density and larger width/height aspect ratio than 

those grown on the As-terminated (2x4) surface reconstruction. Additionally, they displayed 

brighter photoluminescence and are more stable under the absence of a group V overpressure. 

Chapter 7: The goal of this chapter is to provide detailed, three-dimensional analysis of 

the shape and composition of buried GaSb QDs using atom probe tomography, which is 

supplemented by two-dimensional analysis using cross-sectional scanning tunneling microscopy. 

The key findings of this chapter include the dissociation of GaSb QDs into small, ring-like 

clusters of islands upon capping, which creates a broadening of the dot photoluminescence. 

These findings are corroborated by 8 band k.p calculations of dot transition energies for both 

compact QDs and dissociated clusters of smaller islands formed during capping. 

Chapter 8: The goal of this chapter is to discuss ongoing work and proposed future work. 

Studies related to capping of GaSb QDs are currently underway, and the results of these studies 

may be implemented into intermediate band solar cell devices. The goal of these studies is to 

develop a ways to exploit or eliminate GaSb QD dissolution that occurs during capping. New 

photovoltaic structures are also being developed with collaborators to power low-energy 

electronics using room lighting. Finally, work related to a InAs/AlAsSb/InP material system with 

the intent of fabricating a hot carrier cell is described, and initial data is presented. 

1.5 Overview of III-V Semiconductor Quantum Dots 

 Semiconductor QDs are “zero-dimensional” nanostructures that confine excitons in three 

dimensions. The term “zero-dimensional” is used to refer to their relatively small dimensions in 

x, y, and z. Unlike quantum wells, which confine in one dimension, or quantum wires, which 
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confine in two dimensions, QDs confine excitons in all three dimensions, giving them unique 

properties and applications. Their small nature and properties have caused some researchers to 

describe them as “artificial atoms,” a comparison which highlights their relatively small number 

of electrons confined within a relatively small structure with properties that can be altered by the 

addition of just one electron.26 

Epitaxially grown semiconductor QD heterostructures are also unique because the 

difference in lattice constant between the dots and the bulk material creates strain in the QDs, 

which provides another means of modifying the band gap properties of the heterostructure. For 

example, the band gap of InAs more than doubles in size for InAs QDs grown on GaAs.27 The 

lattice mismatch, size, and composition of the QDs dictate the strain and, subsequently, the 

optical and electronic properties of the dots as well. These unique properties have made QDs of 

interest for applications such as lasers, solar cells, and quantum computing. 

 

Figure 1.1: Plot of the band gap as a function of lattice parameter. Plot taken from 

Vurgaftman et al.28 Colored lines added to show approximate ranges of different 

spectra of visible and infrared light. 
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The QD nanostructures and thin films described in this work are all III-V materials. 

These are compounds made up of one element from groups III and one element from group V on 

the periodic table bonded in a Zinc Blende crystal structure. The primary III-V compounds used 

for QDs in this study are InAs and GaSb. The primary substrate material used in these studies is 

GaAs. The band gaps for these materials lie in the infrared regime. Figure 1.1 shows a plot of 

band gap as a function of lattice parameter for various III-V compounds taken from.28 Figure 1.2 

shows a three-dimensional AFM image of a GaSb/GaAs QD. The dimensions of III-V QDs are 

generally on the order of 10s of nm in diameter and a few nm in height. The dimensions of the 

dots are generally controlled by the specific growth parameters used. These parameters include 

the amount of material deposited for the QDs, the growth temperature, the growth rate, the V/III 

ratio, the surface reconstruction of the growth surface, and any annealing steps done prior to 

capping the dots. Some of these growth parameters can also affect the areal density, aspect ratio, 

and dissolution of dots. 

 

Figure 1.2: Three-dimensional AFM image of a QD showing the general 

dimensions of self-assembled QDs. 
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1.6 The Stranski-Krastanov Growth Mode 

 There are three primary growth modes for epitaxial thin film heterostructures: Frank-van 

der Merwe, Volmer-Weber, and Stranski-Krastanov. III-V semiconductor QD nucleation most 

often occurs via the Stranski-Krastanov (SK) growth mode. Figure 1.3 shows a schematic of the 

SK growth mode. In SK growth, the group III and V materials are deposited simultaneously on 

the substrate, and a thin, smooth, epitaxial film begins to grow. This thin film is referred to as the 

wetting layer. The lattice mismatch between the deposited thin film and the substrate creates 

strain in the film, which increases as the film thickness increases. At some critical film thickness, 

QDs nucleate to lower the over all energy of the system. The critical thickness for dot nucleation 

is dependent on the lattice mismatch of the two materials and the specific growth conditions, 

particularly the growth temperature. During QD nucleation, some material in the wetting layer is 

consumed to form the dots, but a thin wetting layer remains between the dots. 

 

Figure 1.3: A schematic of the main steps of the Stranski-Krastanov growth mode 

for self-assembled QD nucleation. 
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1.7 Overview of Molecular Beam Epitaxy 

 Ultra-high vacuum deposition techniques such as molecular beam epitaxy (MBE) can 

achieve atomic layer (monolayer) precision for growth of semiconductor thin films. Solid source 

MBE is an evaporation technique where pure, elemental materials are heated to various 

temperatures to produce a desired evaporated flux, which is directed toward, and epitaxially 

deposited onto, a single crystal substrate. The name MBE comes from the evaporated source 

materials (“molecular beam”) and their ordered deposition onto the lattice of the substrate 

(“epitaxy”).29 Key characteristics of MBE include its ability to precisely control deposition rates 

with accuracies on the order of 0.01 monolayers per second and film thicknesses at the atomic 

level. 

Thin film growth is done under ultra-high vacuum (10-9 – 10-11 Torr), which is achieved 

by using different types of pumps. Two primary types of pumps are used: “capture” pumps and 

“throughput” pumps. Capture pumps collect atoms or molecules by gettering or implantation 

(e.g., ion pump, titanium sublimation pump) and freezing (e.g., cryo pump). Throughput pumps 

(e.g., turbomolecular pump) compress the vacuum gas through a vented outlet where it is 

removed by a backing pump (i.e., rough pump).29 In addition to these pumps, liquid nitrogen is 

filled into a shroud around the vacuum chamber, lowering the pressure up to an order of 

magnitude as molecules attach to the cold walls on the inside of the chamber. The pressure inside 

the chamber is monitored using an ion gauge. 
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Figure 1.4: A schematic of the lab equipment used in these studies. The MBE 

chamber is connected in vacuo to the scanning tunneling microscope and the FIB. 

Image used with permission from Dr. Kevin Grossklaus. 

The MBE used in these studies is an EPI 930 solid source MBE. The system is comprised 

of an intro chamber, buffer chamber, and growth chamber (i.e., the MBE chamber) and has a 

scanning tunneling microscope and focused ion beam connected in vacuo via the buffer chamber. 

Figure 1.4 shows a schematic of the system, and Figure 1.5 shows a photograph of the MBE 

chamber where each of the cells, which contain the source materials, can be seen. The source 

materials consist of three group III materials (Ga, In, Al), three group V materials (As, Sb, Bi) 

and two dopant materials (Si, Be). All cells are oriented directly toward the substrate manipulator 

where the sample is secured on a molybdenum puck. Figure 1.6 is a schematic of the MBE 

system showing the primary cells used for these studies. The group III materials, dopants, and Bi 
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are heated in pyrolytic boron nitride crucibles inside effusion cells, which are heated to a given 

temperature to achieve a desired flux. Pneumatic shutters are used for these cells to control 

which material(s) are deposited on the sample. For example, simultaneously opening the Ga and 

As shutters will result in deposition of a GaAs film where the growth rate is dependent on the 

flux of the group III material. The As and Sb sources are held at a constant temperature, and their 

fluxes are controlled using valved crackers. Their cracking zones have separate heating elements 

from the bulk material, providing a means of differentiating the type of molecule (i.e., As2 vs. 

As4, Sb2 vs. Sb4) by adjusting the cracking zone temperature to crack the molecules into the 

desired form. 

 

Figure 1.5: A photograph of the MBE used for all film and QD growths in these 

studies. 
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Material fluxes are determined using a beam flux monitor (BFM) and rate oscillations. 

The BFM uses an ion gauge to determine the background pressure of a given material, which can 

be related to a specific deposition rate in monolayers per second as measured by rate oscillations. 

Rate oscillations use reflective high-energy electron diffraction to monitor changes in the 

roughness of the topmost atomic layers and use that information to determine growth rates with 

atomic precision. The substrate temperature is monitored by an optical pyrometer, which 

measures blackbody radiation from the hot sample to determine temperature. The optical 

pyrometer is calibrated against the change in surface reconstruction of GaAs from the c(4x4) to 

the (2x4) reconstruction at a known temperature of 500 oC.29 

 

Figure 1.6: Schematic of the MBE chamber used in these studies. The main cells 

used are shown with the exception of dopant cells.  
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Chapter 2  

Introduction to Experimental and Analytical Techniques 

 Many different analytical techniques were employed during this study in order to better 

understand QD nucleation, buried and uncapped structure and composition, and optoelectronic 

QD properties. These analytical techniques include electron diffraction, atomic force 

microscopy, ion beam patterning, analysis of buried nanostructures via multiple techniques, and 

photoluminescence of bulk structures and individual QDs. The following sections provide 

detailed information about the key principles of each technique as well as how they were 

implemented in this study. 

2.1 Reflective High-Energy Electron Diffraction 

 Reflective high-energy electron diffraction (RHEED) was used to determine growth 

rates, surface reconstructions and critical thickness for QD nucleation. RHEED is an electron 

diffraction technique that provides information about atomic bonding and arrangement of surface 

atoms. For the experiments in this study, a Staib Instruments RHEED system was used and a K-

space Associates, Inc., kSA 400 RHEED analysis camera and software were used for rate 

oscillations. The RHEED gun was operated at 15 kV and 1.5 mA. The incident angle of the 

collimated electron beam is only a few degrees, allowing it to interact with only the top few 

monolayers of the film. The diffracted and specular beams strike a phosphorus screen, which 

fluoresces where the electrons impact it. This creates a diffraction pattern on the screen, which is 
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imaged by a camera. RHEED provides information about the smoothness of the film, the surface 

reconstruction, and can be used to determine the critical thickness for QD nucleation.  

 

Figure 2.1: RHEED images for (a) the x4 side of the As-terminated (2 x 4) surface 

reconstruction, (b) the x8 side of the Sb-terminated (2x8) surface reconstruction, 

(c) the 2x side of a smooth GaAs (2 x 4) surface reconstruction, and (d) a spotty 

reconstruction formed as a result of QD nucleation. 

For GaSb QD growth, RHEED was used to determine the starting surface reconstruction 

prior to QD growth. Figure 2.1 (a) and (b) show the x4 periodicity of the As-terminated (2 x 4) 

surface reconstruction and the x8 periodicity of the Sb-terminated (2 x 8) surface reconstruction, 

respectively. RHEED was also used to determine the point of QD nucleation. Figure 2.1 (c) and 

(d) show RHEED patterns from a film prior to and after QD nucleation, respectively. A smooth 
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film results in a streaky diffraction pattern. As a film roughens, it becomes less streaky, and 

when QDs nucleate, the diffraction pattern becomes spotty like the diffraction pattern shown in 

Figure 2.1 (d) as a result of electron diffraction off of the rougher surface features, in this case 

due to the QDs. 

 

Figure 2.2: A schematic showing the changes in surface roughness and 

corresponding specular spot intensity during RHEED oscillations. Image adapted 

from Neave et al. and Ohring.1,2 

 Growth rates for all films were measured via rate oscillations. Rate oscillations were done 

prior to all sample growths. During rate oscillations, a camera is used to monitor the fluorescent 

intensity of the specular spot during film growth. Figure 2.2 is a schematic showing the 

oscillation in intensity of the specular spot as each new monolayer of materials is grown.1,2 Each 

oscillation peak represents a new monolayer of deposited film. The time between oscillation 

peaks is used to calculate the growth rate in monolayers per second. Rates for group III elements 

are measured by depositing the intended element under a group V overpressure while monitoring 

the intensity of the specular spot. Group V growth rates are measured via “up-take” oscillations 

where a group III element is initially deposited under no group V overpressure. The film is then, 
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once again, exposed to the group V element alone, and the specular spot intensity oscillates as 

the group V element is incorporated into the excess of group III on the film surface. 

2.2 Focused Ion Beam Lateral Surface Patterning 

 The focused ion beam (FIB) is both an imaging and surface modification tool. Imaging 

with a FIB is similar to imaging with a scanning electron microscope (SEM) except that a FIB 

uses a focused beam of ions instead of electrons. The fact that a FIB uses ions makes it capable 

of surface modification due to the mass of the ions, which is significant enough to sputter atoms 

from the sample surface at a rate dependent on the voltage and current settings of the FIB and the 

bond strength of the material exposed to the ion beam. The FIB used in these studies is an FEI 

Company Magnum ion column connected in vacuo to the MBE chamber. Figure 2.3 is a 

schematic of the FIB column. The FIB column consists of the Ga liquid metal ion source 

(LMIS), which supplies the Ga for the ion beam, a series of high voltage sources, which extract, 

accelerate, and adjust the current of Ga+ ions, an aperture strip, which determines the beam size, 

and a series of magnetic plates, which focus and direct the ion beam. A Ga source is commonly 

used because of its low melting point (29.8 oC) and heavy mass, which provides high sputtering 

rates. The LMIS consists of a Ga reservoir connected to a tungsten tip. The Ga wets the tungsten 

tip and the high voltages applied to it create a Taylor cone at the tungsten tip from which a 

controlled current of Ga+ ions is emitted. Typical ion beam energies range from ~1 keV to 10s of 

keV,3 and typical beam currents range from 1 pA to 10s of nA. The FIB used for this study has a 

resolution limit of ~5 nm. 
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Figure 2.3: A schematic of the Magnum FIB column used for patterning of InAs 

QDs. The source, lenses, aperture, and octupole plates are indicated. Image 

courtesy of Dr. Kevin Grossklaus. 
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 The FIB was used to laterally pattern square arrays of small holes in GaAs substrates for 

directed growth of InAs QDs, which nucleate at the FIB-milled holes below the critical thickness 

for dot nucleation on a planar surface and, therefore, do not nucleate on the planar regions 

between and away from the patterned holes. The holes were milled with a single pass of a 30 kV, 

10 pA Ga+ ion beam. Figure 2.4 shows an atomic force microscopy image of a laterally patterned 

GaAs substrate consisting of a square array of small holes at a predetermined spacing. Stream 

files are used to make the patterns, which can be simple or complex. The size of the patterned 

area is limited by the maximum field of view, which is on the order of 750 µm. 

 

Figure 2.4: Atomic force microscopy image of a square array of FIB-patterned 

holes prior to InAs QD nucleation on the patterned sites. 

2.3 Atomic Force Microscopy 

 Uncapped QDs were analyzed by atomic force microscopy (AFM) to analyze film quality 

and to measure QD dimensions and areal density. In this study, samples were analyzed using 

both a Digital Instruments Nanoscope IIIa AFM and a Veeco Dimension Icon AFM. The 
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Dimension Icon AFM was used to analyze laterally patterned QDs because its camera system 

and stage controls were better suited for finding small patterned areas on the sample surface and 

for aligning the AFM tip above these particular patterns. Both instruments were operated in 

tapping mode for all analysis. Tapping mode AFM is a surface analysis technique that creates 

three-dimensional topographical maps of the sample surface by physically tapping the surface 

with a sharp, Si tip at a given frequency and monitoring the response of the tip as it scans the 

surface. The tip is attached to the end of a stiff, Si cantilever, and a laser is focused on the 

topside of the cantilever, opposite the tip. The cantilever is oscillated in the z-direction at one of 

its resonance frequencies and rastered across the sample surface in x-y. The laser is reflected off 

of the cantilever and impacts a four-quadrant photodiode detector. As the tip interacts with 

surface features (e.g., step edges, QDs), the reflected laser beam impacts the detector at different 

locations due to the change in surface topography. The AFM tip position is controlled by 

piezoelectric actuators, which move the tip in x and y, and its height in the z-direction is 

controlled by another piezoelectric actuator. Image resolution in x-y is limited by the diameter of 

the Si tip, but the resolution in the z-direction can be as small as one atomic step edge. Image 

scan size can be as large as ~50 µm along each side and as small as ~100 nm along each side. For 

this study, typical scan sizes were between 0.5 – 10 µm. 

 The Nanoscope Analysis program was used to analyze film roughness and to measure 

QD and FIB-patterned hole dimensions. QD and hole measurements were done one-by-one, 

comparing dimensions in the fast growth and scan directions. SPIP software was also used to 

measure QD dimensions using a watershed technique, which was used to increase repeatability 

and decrease error introduced in the one-by-one measurements. 
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2.4 Atom Probe Tomography 

2.4.1 Background 

In these studies, atom probe tomography (APT) was used to analyze the composition and 

shape change of GaSb QDs after GaAs capping and the process of QD nucleation. A Cameca 

LEAP 4000X was used for the experiments described in these studies. APT is a destructive 

analytical technique that provides three-dimensional compositional and coordinate information 

about atoms and molecules within a buried nanostructure. Sample preparation for APT was done 

using a standard lift-out technique where the sample is attached to a doped Si post on a doped Si 

substrate. APT data collection is done in ultra-high vacuum at temperatures on the order of 10 – 

100 K. APT relies on the concept of charge concentration at a sharp tip to evaporate ions from 

the surface of the sample using a constant electric field and either an additional pulsed field or 

pulsed laser. The sample is milled into a sharp, pencil-shaped tip using a FIB and acts as one of 

the electrodes within the system. The tip has a base diameter of approximately 1 µm and a tip 

diameter of approximately 100 nm. A hollow, metal electrode, called the local electrode, acts as 

the second electrode within the system. 

Figure 2.5 is a schematic of the LEAP system. Data is collected in either laser voltage or 

laser pulsing modes. In both modes, a constant voltage on the order of 2 – 20 kV is applied to the 

sharpened tip. In laser pulsing mode, a laser is focused on the sample tip and pulsed at a desired 

frequency and energy. In voltage pulsing mode, an additional voltage is pulsed at a given 

frequency at approximately 10 – 20% of the value of the constant voltage. Samples analyzed in 

this paper used both voltage and laser pulsing modes. Voltage pulsing mode has been reported to 

work better for GaSb QDs in GaAs.4 However, laser pulsing mode was shown to evaporate a 

higher number of atomic species as opposed to molecules for wetting layer samples. The desired 
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ion detection rate is set in the LEAP software and the computer increases the constant voltage in 

a manner such that the chosen ion detection rate is held constant. The detection rate is the rate at 

which evaporated ions hit the detector. The goal is to evaporate one ion with each pulse, which 

allows for accurate interpretation of the mass and time of flight of the ion. This provides the 

information necessary to reconstruct the three-dimensional position of the ion within the bulk 

nanostructure and to identify the type of ion. The LEAP 4000X uses a reflectron as shown in 

Figure 2.5 to increase the length of the flight path, which increases accuracy in determining the 

specific ion.5 However, the use of a reflectron decreases the number of ions collected by the 

detector. 

 

Figure 2.5: A schematic of the Cameca LEAP 4000X atom probe used in these 

studies showing the sample tip, local electrode, reflectron and detector. 
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2.4.2 Focused Ion Beam Lift-out 

 

Figure 2.6: Scanning electron microscope and focused ion beam images of (a) – 

(c) the Pt mask and cut-out steps. (d) End-on view of the “V”-shaped lift-out 

sample. (e) A schematic of the lift-out specimen showing the approximate 

dimensions and location of the area of interest with respect to the volume as a 

whole. (f) – (i) Scanning electron microscopy images of the lift-out process 

including (f) attaching the needle and lifting it out, (g) and (h) aligning the lift-out 

sample above the micro-tip, and (i) mounting and cutting each sample volume 

onto a separate microtip. 

APT sample preparation was done in a dual-beam scanning electron microscope 

(SEM)/FIB using a FIB lift-out technique similar to the method reported by Thompson et al.6 

Sample preparation is as much of an art form as a rigid, technical procedure. Therefore, all 

values (e.g., voltage, current, thickness, width, depth) reported here should be taken as general 
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guidelines and not an exact procedure. Each sample preparation may be slightly different 

depending on the material, the number of sharpened tips desired, the purpose of the work being 

done, the particulars of the sample structure, or the exact SEM/FIB being used and its current 

working condition. Figure 2.6 shows the key steps required for the surface preparation, FIB lift-

out, and attachment to Si microtips, which are the first stages in the APT sample preparation 

procedure. The key steps in the lift-out process are: 1) Deposition of Pt mask, 2) Milling the 

undercuts, 3) Attach the lift-out needle, 4) Final cuts and lift-out. 

1) Deposition of the Pt mask. A Pt mask is used to protect the area of interest because Pt 

mills significantly more slowly than GaAs or other III-V materials when exposed to an ion beam. 

This provides a layer of protection to the area of interest (the QD layers), which is generally very 

close to the surface. Figure 2.6 (a) shows a SEM image of a Pt mask approximately 25 µm in 

length and 3 µm wide. Pt deposition can be done using either the ion beam or the electron beam. 

During Pt deposition, the ion or electron beam rasters over a selected area of the sample as a 

metal-organic gas containing Pt is released and directed toward the selected area. Basic shapes 

can be drawn on the screen to designate the area to be coated or more complex bitmaps can be 

used to make detailed patterns. As the ion or electron beam rasters over the designated area, it 

cracks the metal-organic molecule causing the Pt to deposit on the surface and its organic 

counterpart to be pumped out of the chamber. Initial deposition should be done using the electron 

beam. This is because the ion beam may damage the sample surface prior to depositing the initial 

atomic layers of Pt. The amount of damage will vary with the current and voltage settings of the 

ion beam, and may not be overall significant, but using the electron beam guarantees no damage 

granted that the material is not extremely sensitive to the electron beam. The entire Pt layer or 

approximately 300 – 500 nm may be deposited using the electron beam, or an initial Pt layer of 
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100 – 200 nm can be deposited followed by ion beam deposition of the remaining thickness. 

Increasing the current-to-voltage ratio will increase the rate of electron beam deposition. Typical 

values for electron beam Pt deposition are an accelerating voltage of 5 kV and current of 1.6 nA. 

The sample should be tilted to 52o if the ion beam is used for deposition so that the surface is 

perpendicular to the beam. The Pt mask should be approximately 2 – 3 µm wide and 10 – 30 µm 

in length, depending on the desired number of APT tips. 

2) Milling the undercuts. Undercuts should be made along both long side lengths of the 

Pt-masked area as shown in Figure 2.6 (b) to produce a “V”-shaped sample. The undercuts 

should be milled using the ion beam with an accelerating voltage of 30 kV and a current of 

approximately 0.5 – 5 nA, depending on the milling rate of the material. Higher ion beam 

currents may tend to produce more re-deposition of Ga and As along the side walls but decrease 

milling time. Undercuts should be made at a 9o tilt, which places the sample surface at a 43o 

angle from the ion beam, resulting in the desired “V” shape for the lift-out sample. An Ion beam 

current of this magnitude (anything greater than 50 pA) should be focused away from the area of 

interest because a high current ion beam is strong enough to begin milling through the Pt 

protective layer if the surface is exposed for more than several passes of the ion beam. The beam 

can be beam-shifted away from the area of interest for focusing and then shifted back prior to 

milling the undercuts. A mill depth of ~5 – 6 µm is sufficient for the undercuts. After the first 

undercut is milled, the sample should be rotated 180o prior to making the second undercut in 

order to properly orient the sample to the FIB column to make the second undercut in the proper 

direction. After the undercuts are made, one end of the sample can be cut free as shown in Figure 

2.6 (c). This cut should be made on the same side from which the tungsten lift-out needle will 

approach the sample. In some SEM/FIB systems, the tungsten lift-out needle may slightly block 
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the ion beam from the area of interest when attaching it, making it difficult to cut this end free 

after attaching the needle. This cut can be made using the same ion beam conditions used for the 

undercuts, and a mill depth of ~4 – 5 µm is appropriate. The sample should now be suspended 

from one end like a plank. Figure 2.6 (d) is a SEM image of an end-on view of the lift-out 

sample showing the “V” shape and size of the lift-out sample. Figure 2.6 (e) is a schematic of the 

lift-out sample, which more clearly shows the shape, dimensions, and location of the area of 

interest with the structure. 

3) Attach the lift-out needle. The sample stage should not be tilted during lift-out when 

using the FEI Nova 200 Nanolab SEM/FIB or the FEI Helios 650 Nanolab SEM/FIB in the 

Electron Micro-beam Analysis Laboratory (EMAL) at the University of Michigan. Because of 

the 52o offset of the FIB and SEM columns, the two beams can be used to analyze the specific x-

y position of the needle (using the SEM) as well as the z-height (using the FIB) as the needle is 

approaching the sample. An ion beam voltage of 30 kV can be used for imaging during this 

process, but the current should not be set higher than 30 pA to ensure that no damage is done to 

the surface or the Pt layer while the lift-out needle is aligned and attached. A tungsten lift-out 

needle with a sharp tip (~1 µm diameter prior to first use) is slowly brought down above the end 

of the sample that was cut free. The needle should be brought into contact with the Pt coated part 

of the sample at a very slow rate of approximately 0.5 – 1.0 µms-1. Figure 2.6 (f) shows a FIB 

image of the lift-out needle prior to attaching it with Pt. 

When the needle comes into contact with the sample, a slight change in contrast will be 

visible in both the ion beam and the electron beam. A slight flex in the sample may be seen if the 

needle pushes down too hard on the end of the sample that has been cut free. Once the needle is 

in contact, it can be attached using ion beam or electron beam Pt deposition. A “regular cross-
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section” should be used to deposit the Pt and should cover part of the needle tip and part of the Pt 

coated sample. A Pt thickness of 200 – 300 nm should be deposited to attach the needle as seen 

in Figure 2.6 (g). This should provide adequate attachment, however, more Pt can be deposited 

as needed. More than 500 nm of Pt is unnecessary due to the extremely low mass of the sample. 

4) Final cuts and lift-out. After attaching the lift-out needle, the other end of the sample is 

cut free using an ion beam of 30 kV and 0.5 – 5 nA. Again, the ion beam ought to be focused 

away from the area of interest. It is imperative that the beam shifts be used to shift the beam 

away from the area of interest during this step because shifting the sample stage will cause the 

lift-out needle to break free from the sample and may even destroy the lift-out sample. It is also 

imperative that the ion beam current is set back to 30 pA after the sample is cut free so that the 

sample is not unintentionally imaged with the higher current beam. The sample is then slowly 

lifted up and a trench remains where it once sat. 

2.4.3 Atom Probe Tip Milling 

The second stage in APT sample prep is attaching the sample to the Si microtips and 

annularly milling each tip into their final tip shape. The atom probe Si coupon may be placed on 

carbon or copper tape next to the sample. However, sample drift may be noticed during 

mounting of the sample onto the Si posts and during annular milling if copper tape is used due to 

poor adhesion through the tape. Keeping the Si coupon on the copper APT holder while 

attaching the sample to the Si posts and annularly milling each tip eliminates this problem and 

any risks involved with transferring the sample from the tape to the copper APT holder. There 

are also four key steps to this stage of APT sample preparation: 1) Mounting to Si posts, 2) 

Initial annular milling, 3) Filling of voids, and 4) Final milling steps. 
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1) Mounting to Si posts. The Si coupon should be aligned within the SEM/FIB such that 

one row of Si posts runs along the eucentric rotation axis so that the Si coupon can be moved 

from one Si post to the next without requiring realignment. Figure 2.6 (g) and (h) show one of 

the Si microtips as the sample and lift-out needle approach. The lift-out needle with the sample 

attached to it should be slowly brought in above one of the Si microtips at the end of the row. 

The end of the sample opposite the lift-out needle should be aligned above the first Si microtip as 

shown in Figure 2.6 (i). The x-y position above the Si microtip and the z-height above it can be 

determined using the electron and ion beams, respectively, as shown in Figure 2.6 (g) and (h). 

Again, a slight change in contrast is observed when the sample comes into contact with the Si 

microtip, and if the sample is brought down too far, it will flex slightly. If the sample flexes, it 

should be raised back up until it sits level and remains in contact with the Si microtip. 

The sample should then be attached to the post using ion beam Pt deposition. The Pt can 

be deposited via a two-step process where a small area at the contact point is deposited first with 

a thickness of ~200 nm, followed by a larger area with the same thickness. The Pt weld can also 

be deposited in one step with a thickness of ~300 – 500 nm. The final Pt weld should look 

similar that shown in Figure 2.7 (a). The Pt weld does not need to reach the top of the sample. 

The sample should then be cut off using an ion beam with a current of 0.5 – 5 nA very close to 

the Si post as shown by the dashed line in Figure 2.6 (i). The lift-out needle should then be raised 

up and sample stage should be shifted to bring the next Si microtip to the center of the field of 

view. The above procedure is repeated, and as many samples as desired are attached to the Si 

microtips in that row. Once the desired number of samples is mounted, the sample stage is 

rotated 180o to Pt weld the backside of each sample in the same manner that the front side was Pt 

welded. The samples are now ready for the initial annular milling.  
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Figure 2.7: Scanning electron microscope images of the tip shaping steps. (a) 

Initial Pt gluing on both sides of the sample. (b) Initial milling and (c) filling of 

any voids with Pt. (d) Final tip shaping to achieve a tip radius of ~ 50 nm with the 

features of interest generally within the first 200 nm from the apex of the tip. 

2) Initial annular milling. For annular milling, the sample should be tilted to 52o such that 

it is perpendicular to the ion beam. All annular milling should be done using the “regular cross-

section” circle shape. This milling pattern will be used for all subsequent milling. The outer 

diameter of the circle should be set to encompass the entire sample (~4 – 6 µm). The inner 

diameter is initially set to ~1200 – 2000 nm, and the ion beam voltage and current are set to 

approximately 30 kV and 80 nA in order to decrease the time required for the initial milling step. 

Depending on the microscope being used, it may be possible to watch the ion beam milling in 
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live time using the electron beam. A higher electron beam current will generally provide a more 

clear real-time image during FIB milling. After initial milling, the sample should look similar to 

the one shown in Figure 2.7 (a). 

3) Filling of voids. During the initial milling, voids in the Pt weld may appear as shown 

in Figure 2.7 (b). Voids are filled in using electron beam Pt deposition because the electron beam 

is looking at the side of the sample tip. After filling any voids on one side, the sample should be 

rotated 180o in order to check for voids on the other side. Filling of voids may result in excess Pt 

as seen in Figure 2.7 (c). In this case, the sample should be milled to remove any bulges in the Pt 

from the surface. 

4) Final milling steps. The final milling is the most complicated step in the APT sample 

preparation and is often more of an art and developed skill than a rigid procedure. If possible, the 

final milling steps should be watched in real time using the electron beam. The ion beam should 

be set to ~20 kV and ~50 pA for the next milling step. It is possible to use the 30 kV ion beam 

for the entire milling process, but it is more difficult to control the mill depth and achieve the 

desired tip shape. The outer diameter of the “Circle” pattern should be decreased such that it is 

just larger than the diameter of the tip (~2000 nm), and the inner diameter should be decreased to 

approximately 600 – 800 nm. The tip should be milled such that it begins to transition from a 

cylinder to a cone shape as shown in Figure 2.8 (a) to (b). Milling should be stopped once the 

narrowed region reaches the bottom of the Pt weld. 
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Figure 2.8: A schematic illustrating the milling steps used to create the atom 

probe tips. Adapted from Gault et al.5 

The next and final milling step can be done using the same type of “Circle” pattern or by 

using a stream file developed by Dr. Allen Hunter. The ion beam should be set to ~5 kV and ~40 

pA for the final tip shaping. The stream files developed for tip milling are circular patterns 

designed to mill in a spiral shape from the outside in, decreasing the dwell time of the FIB as the 

beam approaches the apex of the tip. There are several different patterns designed to form tips 

with varying bevel angles. The pattern are designed to be independent of magnification so the 

magnification should be selected such that the outer diameter of the pattern is no larger than 

~1000 nm (a magnification of ~80 kx is appropriate). The pattern should be monitored in real 

time or paused after every few passes to verify tip shape and milling rate. The goal is to achieve 

a tip shape similar to that of Figure 2.8 (c). The final remaining Pt can be removed using the 5 

kV or 2 kV ion beam and at the lowest possible current to reduce FIB damage at the area of 

interest and so to slow the milling rate. 

If the “Circle” pattern is used instead of a stream file, the out diameter should be set to 

approximately 1000nm and the inner diameter slowly decreased to slowly sharpen the tip. If 
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milling cannot be watched in real time, it is imperative that the milling is stopped frequently to 

check the progress so that the sample is not destroyed. To form the desired taper, the inner 

diameter of the milling pattern is decreased in steps of ~100 nm at a time down to 100 nm and 

the ion beam current is decreased throughout this as necessary. Once the inner diameter reaches 

approximately ~400 nm, the ion beam voltage can be decreased to ~8 kV. Note that at voltages 

less than 30 kV the ion beam image may not be very clear. However, it is only necessary that the 

tip is visible and in relatively good focus. The focus and stigmatism may require adjustment each 

time the ion beam voltage and/or current are changed. The goal is to achieve a final tip shape 

similar to the one shown in Figure 2.7 (d). If there is any Pt remaining after the tip diameter 

reaches ~100 nm, the remaining Pt can be removed using a ion beam voltage of ~5 kV and the 

smallest possible current. Further milling may be done prior to removing the remaining Pt in 

order to change the slope of the sides of the tip. Steeper sidewalls will allow the tip to evaporate 

further down before fracturing because the point of fracture is dependent on the curvature at the 

evaporation front. However, less steep sidewalls may be better for tips run in laser mode. 

2.4.4 Three-dimensional Data Reconstruction and Analysis 

 The APT data is reconstructed into a three-dimensional image using IVAS analysis 

software. The two primary parameters that can be altered to adjust the reconstruction are the 

evaporation field and the image compression factor. The evaporation field should be similar for 

samples of a given material, and for the data analyzed in this work was set to 35 V. The 

evaporation field and image compression factor are adjusted to flatten known planar features and 

to adjust known separation distances to their proper lengths. Once the three-dimensional 

reconstruction is complete, data can be analyzed by creating iso-concentration surfaces, one-
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dimensional concentration profiles through desired volumes and locations within the structure, 

and by creating composition contour plots from layered iso-concentration surfaces. Figure 2.9 

shows examples of three-dimensional APT reconstructions. These include an example of an Sb 

iso-concentration surface where a surface of a given percent Sb is highlighted in yellow. When 

creating iso-concentration profiles, a voxel size of 0.5 x 0.5 x 0.5 nm3 is sufficiently small, and a 

delocalization distance of 3 nm, which is the standard setting, is fine. A smaller voxel size may 

be considered to skew the data, particularly when the delocalization distance is very large in 

comparison. For one-dimensional line profiles, the bin size should not be set below 

approximately 0.2 nm because this is nominally the size of one of the atoms in the system, and 

the molecules should always be decomposed by checking the box labeled “decompose” next to 

the line profile data. This guarantees that ions that come off as molecules (e.g., As2
2+) are 

counted as two As atoms instead of one when calculating concentrations of a given element. 

 

Figure 2.9: Examples of atom probe data reconstructed in three dimensions 

showing where the data comes from within the sample tip and examples of an iso-

concentration surface highlighting a given percent of Sb in yellow.  
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2.5 Photoluminescence 

 Samples were analyzed using PL in this study to better understand the effects of growth 

conditions and substrate patterning on the optoelectronic properties of the varies InAs and GaSb 

QD nanostructures grown under varying conditions. Photoluminescence (PL) is a process in 

which high-energy photons from a laser first excite electrons from the valence band to the 

conduction band of a material. If the electron energy is greater than that of the conduction band 

level, it relaxes back down to the conduction band edge and releases energy in the form of heat. 

This is referred to as thermalization loss. The electron is then able to radiatively recombine with 

a hole in the valence band, which in turn releases a photon with energy equal to the band gap 

energy. In order to obtain PL emission from each part of the structure, the laser energy must 

exceed the largest band gap within the structure, which in this study is the ~1.5 eV band gap of 

GaAs. A laser with a wavelength of 633 nm (~2 eV) was used for all PL measurements. PL 

measurements were taken at temperatures ranging from 10 K to 300 K using a He flow cryostat 

to achieve low temperature. Additionally, laser powers ranging from 10s of µW to 100s of µW 

were also used. Figure 2.10 shows a schematic of the recombination pathways for a GaSb QD, 

GaSb WL, and GaAs substrate. Both macro- and micro-PL were used to study patterned InAs 

QDs. Macro-PL was used to analyze the change in QD PL peak energy with changing patterning 

conditions, and micro-PL was used to optically probe individual QDs with large pattern 

spacings. Micro-PL was also used to create two-dimensional maps of the emission energy of 

QDs at each particular patterned site in a given area. GaSb QDs were only analyzed using 

macro-PL. 
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Figure 2.10: A schematic of the recombination pathways of GaSb/GaAs QDs and 

wetting layer with a type-II band alignment. 
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PART I 

Analysis of InAs Quantum Dots Patterned by In Vacuo Focused Ion Beam 

 Part I contains Chapters 3 and 4, which present studies on focused ion beam patterned 

InAs/GaAs QDs that are of particular interest for quantum information processing. The goal of 

Part I is to provide an in depth understanding of the affects of lateral patterning on the physical 

and optoelectronic properties of InAs QDs. Chapter 3 discusses the effects of patterning 

conditions on QD dimensions and the pattern fidelity as well as the effects of increasing the total 

number of QD layers. Chapter 4 provides a detailed analysis of the effects of patterning on QD 

dissolution as analyzed by photoluminescence. These chapters also discuss the ability to use 

patterning to determine the diffusion length of In atoms on both InAs and GaAs surfaces. The 

findings presented here are used in collaboration with Prof. Vanessa Sih’s group in the Physics 

Department with the goal of implementing focused ion beam patterned InAs QDs into photonic 

crystals for quantum information processing. Results from the photonic crystals, which were 

jointly fabricated with collaborators are briefly discussed. 
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Chapter 3  

Lateral Patterning of Multilayer InAs/GaAs(001) Quantum Dot Structures by 

In Vacuo Focused Ion Beam 

This chapter reports on the effects of patterning and layering on multilayer 

InAs/GaAs(001) quantum dot structures laterally ordered using an in vacuo focused ion beam. 

Patterned hole size and lateral pattern spacing affected quantum dot size and the fidelity of the 

quantum dots with respect to the lateral patterns. 100% pattern fidelity was retained after six 

layers of dots for a 9.0 ms focused ion beam dwell time and 2.0 µm lateral pattern spacing. 

Analysis of the change in quantum dot size as a function of pattern spacing provided a means of 

estimating the maximum average adatom surface diffusion length to be approximately 500 nm, 

and demonstrated the ability to alter the wetting layer thickness via pattern spacing. Increasing 

the number of layers from six to 26 resulted in mound formation, which destroyed pattern 

fidelity at close pattern spacings and led to a bimodal quantum dot size distribution as measured 

by atomic force microscopy. The bimodal size distribution also affected the optical properties of 

the dots, causing a split quantum dot photoluminescence peak where the separation between the 

split peaks increased with increasing pattern spacing. 

3.1 Introduction 

Quantum dots (QD) are of interest for applications such as intermediate band solar 

cells,1,2 lasers,3,4 and quantum computing. For these applications, it is advantageous to control 
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the QD dimensions and areal density because these properties directly influence the optical and 

electronic properties of QD structures. Additionally, controlling QD position is beneficial for 

some quantum computing technologies where coupling QDs to photonic crystal cavities requires 

precise QD positioning to achieve good spatial and spectral overlap of the QD and cavity 

mode.5,6 InAs QDs are typically grown by self-assembly via the Stranski-Krastanov growth 

mode. When using this growth mode, QD position is random and the size is primarily controlled 

by the growth temperature, deposition rate, and the amount of material deposited. Preferential 

QD nucleation can be achieved by altering surface morphology in specific areas, providing a 

means of controlling dot placement. InAs/GaAs QDs have been shown to preferentially nucleate 

on focused ion beam (FIB) irradiated surfaces prior to reaching the critical thickness for 

nucleation on non-irradiated surfaces.7 Furthermore, lateral ordering of QDs has been 

demonstrated on pre-patterned arrays of holes via methods such as ex vacuo e-beam 

lithography8,9 and in vacuo FIB patterning for Ge/Si QDs10-12 and InAs/GaAs QDs.13-16 Macro- 

and micro-photoluminescence have been measured from lithographically-patterned17 and FIB-

patterned15,19 InAs/GaAs QDs. Additionally, single QD emission with a line width of 160 µeV 

has been measured from FIB-patterned QDs.14 

Directed growth techniques are valuable because lateral patterning provides better control 

over QD density and position.14,18,19 Ex vacuo patterning techniques require exposure to air 

between patterning and QD growth, resulting in the formation of an oxide layer, which must be 

removed prior to QD growth and can negatively affect the optical properties of the dots.20 In 

contrast, in vacuo FIB patterning can be used to produce laterally ordered QDs while keeping the 

sample within the protective confines of the vacuum at all times. Previous work has 

demonstrated the effects of FIB patterning conditions on single layers of QDs13,15,16 and on the 
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optical properties of multilayer FIB-patterned QD structures.15,19 This chapter demonstrates the 

effects of in vacuo FIB patterning on QD diameter, density, pattern fidelity, and optical 

properties as well as the effect of increased layering on surface morphology for multilayer 

InAs/GaAs QD structures. This chapter also demonstrates FIB patterning as a method for 

estimating the maximum adatom diffusion length for a given set of growth conditions and as a 

means of altering the wetting layer thickness. 

3.2 Experimental Procedure 

Two multilayer InAs/GaAs(001) QD structures were grown by molecular beam epitaxy 

(MBE) on FIB-patterned GaAs(001) substrates. Figure 3.1 is a schematic of the multilayer 

structures grown. A 500 nm GaAs buffer layer was grown on both samples at T = 590 oC. 

Following buffer growth, the samples were transferred in vacuo to the focused ion beam (FIB) 

for patterning of 40 x 40 µm2 arrays of holes. The holes were FIB-milled with a single pass of a 

10 pA, 30 keV Ga+ focused ion beam. FIB dwell times were 1.0, 3.0, 6.0, and 9.0 ms, each at 

pattern spacings of 0.25, 0.5, 1.0, and 2.0 µm, for a total of 16 different patterns. The FIB dwell 

time determined the dimensions of the FIB-milled holes. After patterning, the samples were 

transferred in vacuo back to the MBE for QD growth. 2.0 monolayers (ML) of InAs was 

deposited at T = 485 oC for the QDs at a rate of 0.11 MLs-1 and immediately capped with GaAs 

at a rate of 1.0 MLs-1. The QD growth and GaAs capping process was repeated, creating 

multilayer structures with six and 26 layers. The spacer layer thickness was 20 nm for the six 

layer sample and 18 nm for the 26 layer sample. The topmost layer of QDs remained uncapped 

for both samples for analysis by atomic force microscopy (AFM). 
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Figure 3.1: A schematic of the FIB-patterned six and 26 layer InAs/GaAs QD 

structures. Square arrays of FIB-milled holes were patterned at the substrate with 

pattern spacings of 0.25, 0.5, 1.0, and 2.0 µm each at FIB dwell times of 1.0, 3.0, 

6.0, and 9.0 ms. 2.0 ML of InAs was deposited for the QDs for both samples. The 

GaAs spacer layer thicknesses were 20 and 18 nm for the six and 26 layer 

samples, respectively. 

3.3 Data Analysis 

3.3.1 Effects of FIB Dwell Time on QD Dimensions and Pattern Fidelity 

For the six layer sample, QDs on the uncapped surface nucleated only in the patterned 

areas and only above the patterned sites due to the formation of preferential nucleation sites 

created at the initial layer by the FIB.7,13,14,19 The holes were milled only at the substrate for both 

samples (See Figure 3.1). The dimensions of the FIB-milled holes were measured on a separate 

sample. Hole dimensions increased linearly in size from 85 ± 9 nm in diameter and 3.0 ± 0.3 nm 

in depth for a 1.0 ms FIB dwell time to 133 ± 14 nm in diameter and 12 ± 1 nm in depth for a 9.0 

ms FIB dwell time. Figure 3.2 (a) and (b) show plots of the hole dimensions as a function of FIB 

dwell time for a 2.0 µm pattern spacing. Figure 3.3 shows AFM images of the uncapped sixth 
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layer for the 1.0, 3.0, 6.0, and 9.0 ms FIB dwell time patterns each at a pattern spacing of 2.0 µm. 

QDs at the sixth layer were aligned above the underlying FIB-milled holes. All areas away from 

the holes are devoid of QDs because the deposited InAs thickness was below the critical 

thickness for QD nucleation on a planar surface for the given growth conditions. Figure 3.2 (a) 

and (b) also show plots of the QD dimensions at the sixth layer as a function of FIB dwell time 

for a 2.0 µm pattern spacing. All QD measurements were performed by a watershed technique, 

which employed a slope percent to determine a baseline for measuring QD diameter and height. 

The QDs increased in size with increasing FIB dwell time from 47 ± 12 nm in diameter and 5 ± 2 

nm in height for the 1.0 ms FIB dwell time to 91 ± 28 nm in diameter and 15 ± 8 nm in height 

for the 9.0 ms FIB dwell time. The difference in size between the QDs on the longer and shorter 

FIB dwell time patterns may be due to a tendency for multi-dot nucleation on the shorter two 

FIB dwell time patterns (Figure 3.2 (c) and inset in Figure 3.3 (a)). For the 1.0 and 3.0 ms FIB 

dwell time patterns, the FIB-milled holes at the substrate were smaller and shallower, thus more 

likely to fill during GaAs capping and layering than the larger, deeper holes milled by the 6.0 

and 9.0 ms FIB dwell times. Complete or partial filling of the smaller holes resulted in a 

smoother surface where either no QDs formed or multiple dots formed at a single patterned site 

due to the step edge density at those locations. In contrast, the steep sidewalls of the partially 

filled holes milled by the longer FIB dwell times forced the InAs down toward the bottom of the 

holes, forming a single QD as shown in the inset in Figure 3.3 (d). Kinetic Monte Carlo 

simulations by Lee et al. demonstrate these same principles for InAs QD formation on FIB-

patterned GaAs, resulting in QD nucleation at the bottom of the FIB-milled hole when the 

sidewalls were steep.13 
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Figure 3.2: Plots of (a) QD diameter as measured at the sixth layer and FIB-milled 

hole diameter as measured at the substrate of a separate sample; (b) QD height as 

measured at the sixth layer and FIB-milled hole depth as measured at the substrate 

of a separate sample; (c) pattern fidelity as a function of FIB dwell time. All data 

is for the 2.0 µm pattern spacing as measured on the uncapped surface of the six 

layer sample. 
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Figure 3.3: AFM images of the uncapped surface of the six layer sample for the 

2.0 µm spacing patterns at FIB dwell times of (a) 1.0 ms, (b) 3.0 ms, (c) 6.0 ms, 

and (d) 9.0 ms. The inset in (a) shows a higher magnification image of the multi-

dot nucleation and the inset in (d) shows the concave shape of the FIB pattern, 

which did not completely planarize upon layering for the 6.0 and 9.0 ms dwell 

times. 
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For all FIB dwell times, the original pattern was retained with some level of fidelity 

despite the relatively thick GaAs spacer layer. This demonstrates that FIB patterning can extend 

the maximum spacer layer thickness achievable for retaining vertical alignment of QDs, which 

Xie et al. found to be approximately 7 nm for 90-100% strain correlation between layers of 

unpatterned InAs/GaAs QDs grown with the same InAs deposited thickness we report and at a 

growth temperature 15 degrees hotter.21,22 Some researchers have reported vertical QD alignment 

for spacer layers as thick as 30 nm when the amount of InAs deposited for dot formation was 

thicker and/or the growth temperature was higher23,24 than reported here. In this study, the critical 

thickness for QD nucleation on a planar surface has not been surpassed. Therefore, the vertical 

QD alignment is not likely to be solely a result of island-induced strain. Instead, it is likely due to 

the relatively large size of our FIB-induced QDs, which were 5 to 15 nm in height, coupled with 

any additional strain in the substrate due to FIB patterning. For the longer FIB dwell times, 

pattern retention may also be due to the concave shape of only partially filled, non-planarized 

holes, which persisted through to the sixth layer. To further analyze the effects of hole filling on 

layer-to-layer pattern retention, the fidelity of single and multi-dot formation per patterned site as 

well as the percentage of empty sites was measured. Figure 3.2 (c) shows the single QD, multi-

dot, and empty site fidelities with increasing FIB dwell time for the 2.0 µm pattern spacings. 

Single QD fidelity increased from only 18% for the 1.0 ms FIB dwell time to nearly 100% for 

both the 6.0 and 9.0 ms FIB dwell time patterns. The fraction of multi-dot nucleation and empty 

sites decreased with increasing FIB dwell time, which was likely due to hole filling as previously 

discussed. 
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3.3.2 Determination of In Adatom Diffusion Length 

 

Figure 3.4: AFM images of the uncapped surface of the six layer sample for the 

9.0 ms FIB dwell time patterns at pattern spacings of (a) 0.25 µm, (b) 0.5 µm, (c) 

1.0 µm, and (d) 2.0 µm. The insert in (a) and (d) show higher magnification 

images of the QDs. The concave shape of the holes (small, dark area beside the 

QDs) is shown to persist through to the sixth layer. (e) and (f) Plots of the QD 

diameter and height as a function of pattern spacing for the 9.0 ms FIB dwell time 

patterns of the six layer sample. 
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The pattern spacing was varied from 0.25 to 2.0 µm to analyze its effect on QD size and 

pattern fidelity. Figure 3.4 (a) – (d) show AFM images of the uncapped sixth layer for the 0.25, 

0.5, 1.0, and 2.0 µm pattern spacings at a 9.0 ms FIB dwell time. Varying the pattern spacing did 

not significantly affect the fidelity of single QDs. However, QD size increased with increasing 

pattern spacing with the diameter saturating at approximately 90 nm for the 9.0 ms FIB dwell 

time patterns as shown in the plot in Figure 3.4 (e). 

This effect can be explained in terms of the adatom surface diffusion length, which 

determines the capture zone of the FIB-milled hole.25,26 For unpatterned surfaces, QD position, 

size, and areal density are limited in part by the capture zone, which is generally determined by 

the growth conditions (e.g., temperature and growth rate).26 However, by creating preferential 

nucleation sites using the FIB and reducing the thickness of the deposited InAs to below the 

critical thickness for dot nucleation on a planar surface, QD position and size can instead be 

controlled by the capture zone of the patterned hole and not the QD. Figure 3.5 (a) and (b) 

illustrate how the capture zone of the patterned holes changes for large and small pattern 

spacings. If the pattern spacing is large enough, adatoms moving along the surface can only 

reach either one or zero FIB-milled holes before coming to rest. Therefore, the adatom diffusion 

length limits the capture zone of the patterned hole. The volume of InAs available per patterned 

site, VInAs, for QD nucleation is then determined by the maximum adatom diffusion length, λ, for 

the given growth conditions and the deposited InAs thickness, t, as 

      (1) 

Therefore, increasing the pattern spacing beyond this distance will not result in a change in QD 

size without altering the growth conditions (e.g., changing the growth temperature or the 

deposited InAs thickness). However, as the pattern spacing decreases to less than the maximum 

! 

V
InAs

= t"#2
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adatom diffusion length, the capture zones of neighboring patterned holes begin to overlap and 

VInAs is no longer dependent on the maximum diffusion length, but on the pattern spacing, L, as 

€ 

VInAs = tL2       (2) 

The measured QD diameter and height are consistent with this analysis, showing a decrease in 

size once the pattern spacing decreases below approximately 1.0 µm (figure 4(e)), which is 

equivalent to a maximum average adatom diffusion length of approximately 500 nm for the 

given growth conditions. 

 

Figure 3.5: Schematics showing the change in the capture zone for (a) close 

pattern spacings and (b) larger pattern spacings. (c) A schematic of the ellipsoid 

and cylinder shapes used to approximate the QD volume for the wetting layer 

thickness estimation. 

3.3.3 Variation in Wetting Layer Thickness with Patterning Conditions 

The diffusion length at each pattern spacing can be used in conjunction with the 

measured QD dimensions to estimate the thickness of the WL as a function of pattern spacing. 
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The minimum thickness of the WL was estimated for the 9.0 ms FIB dwell time patterns at each 

pattern spacing. The volume of the QD was estimated as half of an ellipsoid (see Figure 3.5 (c)) 

with an additional volume added to take into account InAs filling of the FIB-milled holes, which 

were not planarized at the sixth layer for the 9 ms FIB dwell time patterns (see inserts in Figure 

3.4). This additional QD volume was estimated as a cylinder (see Figure 3.5 (c)) with height, D, 

equal to the maximum depth of the FIB-milled holes as measured at the substrate and radius, r, 

equal to that of the QDs based on observations from the AFM images (see Figure 3.4) such that 

€ 

VQD =
2
3
πr2h + πr2D     (3) 

Although the hole dimensions at the sixth layer may be slightly smaller than at the first layer, 

using the hole dimensions from the first layer provided an overestimation of the QD volume, 

ensuring a minimum estimate of the WL thickness. The WL thickness, tWL, is estimated by 

setting the volume of InAs deposited within the capture zone, VInAs, equal to the sum of the WL 

and QD (Equation (3)) volumes such that 

€ 

VInAs = (AWL −πr
2)tWL +VQD     (4) 

where AWL is the area of the WL and πr2 is the area of the FIB-patterned hole. For the 1.0 and 2.0 

µm pattern spacings, Equation (1) is used for VInAs and AWL is assumed to be a circle (Figure 3.5 

(a)) with a radius of 500 nm in accordance with the estimated maximum average adatom 

diffusion length. For the 0.5 and 0.25 µm pattern spacings, Equation (2) is used for VInAs and AWL 

is assumed to be a square (Figure 3.5 (b)) with side length equal to the pattern spacing. Solving 

for tWL gives a WL thickness of approximately 1.4 ML for the 1.0 and 2.0 µm pattern spacings, 

decreasing to 1.3 and 0.7 ML for the 0.5 and 0.25 µm pattern spacings, respectively. The 

estimated WL thickness follows the same trend with decreasing pattern spacing as the QD 

diameter and height (Figure 3.4 (e)), decreasing at a pattern spacing of approximately 1.0 µm. 
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Some reports have shown changes in QD size and WL thickness upon layering of QDs.23,27 

However, the changes in QD dimensions and WL thickness described in this work are a function 

of pattern spacing only and are, therefore, independent of layering. 

Knowing the maximum average adatom diffusion length is advantageous because it 

provides an ability to tune the QD and WL dimensions. For example, if the pattern spacing is 

less than the maximum average diffusion length, QD and WL dimensions can be tailored by 

altering the pattern spacing. However, if the pattern spacing is greater than the maximum average 

diffusion length, altering pattern spacing no longer affects QD size so the areal density can be 

changed without affecting the dimensions of the QDs. This ability to tune QD and WL 

dimensions by FIB patterning also provides some control over their optical and electronic 

properties. It is important to note that the adatom diffusion lengths estimated here are for the 

specific growth and patterning conditions. Therefore, changing these conditions may provide an 

additional means of adjusting the diffusion length, providing further control over QD properties. 

3.3.4 Mound Formation Upon Increased Layering 

Increasing the total number of layers of QDs from six to 26 resulted in mound formation 

above the underlying patterned sites. Figure 3.6 (a) – (d) show AFM images of the uncapped 26th 

layer for the 0.25, 0.5, 1.0, and 2.0 µm pattern spacings at a 9.0 ms FIB dwell time. At larger 

pattern spacings, it was evident that mound formation occurred only above the underlying FIB-

patterned sites. The mounds were approximately 800-1000 nm in length along [1Ī0], independent 

of FIB dwell time or pattern spacing. Mounds on the 9.0 ms FIB dwell time patterns had a 

length/width aspect ratio of approximately three, whereas mounds on the other patterns had a 

length/width ratio of approximately two. Uncapped surface QDs showed a tendency to form on 
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the top and sides of the mounds as shown in the insets in Figure 3.6 (c) and (d), which were 

likely lower energy sites due to an increase in step density. Kiravittaya et al. reported mounds 

aligned along [1Ī0] on the uncapped surface of a six layer QD structure patterned by standard 

optical lithography with a similar spacer thickness (15 nm). They attributed the mounds to the 

height of the underlying QDs, which was approximately half that of the spacer layer 

thickness.18,21 This was likely the case for the 26 layer sample as well, where the average QD 

height measured after six layers was 15 nm for the largest spacing and 6 nm for the smallest 

spacing at a 9.0 ms FIB dwell time. These QD heights are a large fraction of the spacer layer 

thickness, consistent with the hypothesis of Kiravittaya et al. 

 

Figure 3.6: AFM images of the uncapped surface of the 26 layer sample for the 

9.0 ms FIB dwell time patterns at pattern spacings of (a) 0.25 µm, (b) 0.5 µm, (c) 

1.0 µm, and (d) 2.0 µm with a corresponding histogram of QD diameter 

distribution below each AFM image. The insets in (c) and (d) show higher 

magnification images of the mounds with QDs on them. The number of bins for 

each histogram was determined by the square root of the number of data points. 



 54 

Although QDs formed on the mounds and retained the general periodicity of the original 

patterns for the 1.0 and 2.0 µm pattern spacings, the mounds are undesirable for several reasons. 

For closer pattern spacings, mound proximity destroyed fidelity as seen in Figure 3.6 (a) and (b). 

Because the maximum lateral dimension of the mounds is ~1 µm, the closest pattern spacing 

achievable without disrupting the pattern is ~0.7 µm when the pattern is oriented 45o off [1Ī0]. 

Spacings as small as 0.3 µm can be achieved if the mounds are aligned along [1Ī0] and allowed 

to overlap along that direction.18,21 However, control over QD position would suffer along the 

ridge forming from the overlapping mounds. In either case, mounds limit the highest achievable 

QD density and control over QD position. Interestingly, QD density vs. pattern spacing still 

followed the theoretical trend for QD density vs. pattern spacing despite the loss of pattern 

fidelity. Figure 3.7 shows the QD density measured on the 26th layer as a function of pattern 

spacing and dwell time and dashed, dotted, and solid lines for theoretical densities assuming two, 

four, and 12 QDs per patterned site, respectively. As the FIB dwell time increased, the fidelity of 

mound formation above the underlying holes also increased. Because QDs tended to form only 

on the mounds and multiple dots formed per mound, the theoretical number of QDs per patterned 

site increased with increasing FIB dwell time. However, the 9.0 ms FIB dwell time corresponded 

to a theoretical density of two QDs/site instead of following the increasing trend. This is due to 

the smaller length/width aspect ratio of mounds on the 9.0 ms FIB dwell time, resulting in a 

lower step edge area per mound and a lower QD areal density for the 9.0 ms FIB dwell time 

pattern. Additionally, mound formation created multiple preferred nucleation sites per each FIB-

patterned site, hindering control over QD density and position. Finally, a bimodal QD size 

distribution of the uncapped surface dots was measured via AFM. Histograms of the QD 

diameter distributions are shown in Figure 3.6 for the 9.0 ms FIB dwell time patterns at each 
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pattern spacing. The number of bins for each histogram was determined by the square root of the 

number of data points for the given pattern. 

 

Figure 3.7: Plot of the QD areal density as a function of pattern spacing as 

measured on the uncapped surface of the 26 layer sample for the 9.0 ms FIB dwell 

time. Error bars are not visible for all data points due to a small standard deviation 

for some of the measurements. The dashed and solid lines are explained in the 

text. 

The bimodal size distribution was also evidenced by a split QD peak in the 

photoluminescence (PL) data. Figure 3.8 shows the PL spectra for the 9.0 ms FIB dwell time 

patterns at each pattern spacing. The sample was mounted in a helium flow cryostat at 15 K and 

pumped using a 633 nm helium-neon laser with 282.5 µW incident power focused through a 0.7 

NA infinity corrected objective. The PL spectra were collected using a 0.75 m spectrometer with 

a 150 G/mm reflection grating and a single channel InGaAs detector. The GaAs substrate peak is 

at 1.49 eV, and the WL peak is at 1.43 eV. The QD peak, which splits for spacings larger than 

0.25 µm, is between 1.27 and 1.35 eV. The separation between the QD PL peaks increased with 
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increasing pattern spacing, which corresponded to the increased separation of the average QD 

size as measured by AFM. Additionally, as the pattern spacing increased, the intensity of the QD 

peaks decreased while the WL peak intensity increased relative to the GaAs peak due to the 

lower QD density and larger WL area at larger pattern spacings.19 

 

Figure 3.8: Photoluminescence spectrum from the 26 layer sample for the 9.0 ms 

FIB dwell time patterns showing the GaAs substrate peak at 1.49 eV, the wetting 

layer peak at 1.43 eV, and the QD peak between 1.27 and 1.35 eV. The split QD 

peak is a result of the bimodal QD distribution. The peak positions for the split 

QD peak are indicated by the tick marks. Measurements were taken at 15 K. Data 

collected by Timothy W. Saucer and Garrett V. Rodriguez, Prof. Vanessa Sih 

group, Physics Department, University of Michigan. 

3.4 Conclusions 

In conclusion, this study demonstrates the ability to control QD position and size via in 

vacuo FIB patterning while varying pattern spacing and hole size with up to 100% single QD per 


