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Abstract--Internal friction associated with the volume change during melting was studied in an 
aluminum-16wt% indium alloy. This alloy was processed to obtain microstructures consisting of 
nominally pure indium inclusions embedded in an aluminum matrix. Two sharp internal friction peaks 
were observed near the indium melting temperature of 156°C and both were associated with the formation 
and growth of liquid nuclei. A general theoretical model for the internal friction was developed which 
incorporates both the rates of phase deformation and the relaxation of the surrounding matrix. The 
proposed model considers the effect of the hydrostatic stress generated during melting that initially 
opposes the transformation. Matrix relaxation around the transforming particles resulting from vacancy 
flux and dislocation climb contributes an additional frequency dependence to the internal friction. 
Both the matrix relaxation and the internal friction peak height were found to be dependent upon 
tbermomechanical processing. 

Rrsum~-Le frottement intrrieur associ6 avec le changement de volume au cours de la fusion d'un alliage 
d'aluminium contenant 16% en poids d'indium est 6tudir. Cet alliage est prrpar6 afin d'obtenir des 
microstructures consistant d'inclusions d'indium pure encastrres dans une matrice d'aluminium. Deux pics 
aigus de frottement intrrieur ont 6t6 observrs prrs de 156°C, temprrature de fusion de l'indium. Ces deux 
pics ont 6t6 associrs/t la formation et ~. la croissance des noyaux du liquide. Un model throrique grnrral 
drcrivant le frottement intrrieur est 6tablis. Ce model inclut des taux de transformation de phase et de 
relaxation de la matrice envirronante. Le model propos6 prend en considrration l'effect de la contrainte 
hydostatique grnrrre au cours de la fusion et s'opposant initiallement fi la transformation. La relaxation 
de la matrice autour des particles est le rrsultat d'un flux des lacunes et de la mont6 des dislocations. Elle 
ajoute une d~pendance de la frrquence du frottement intrrieur. La relaxation de la matrice ainsi que la 
hauteur du pic de frottement intrrieur ont 6t6 trouv6 drpendant des procrdrs thermomrcaniques. 

Zusanunen[ammg--Innere Reibung assoziiert mit der Volumens/inderung w/ihrend dem Schmelzen wurde 
studiert in einer Aluminium Legierung mit 16 Gewichtsprozent Indium. Diese Legierung wurde prozessiert 
um Mikrostrukturen zu erhalten, die aus nominal reinen Indium Einschlfissen bestehen welche in einer 
Aluminium Matrix eingebettet sind. Zwei scharfe innere Reibungs-Hrhepunkte wurden beobachtet in der 
N~.he der Schrnelztemperatur von Indium (165°C), assoziiert mit der Bildung und dem Wachstum von 
flfissigen Kernen. Ein allgemeines theoretisches Modell ffir die inhere Reibung wurde entwickelt, welches 
sowohl die Geschwindigkeit der Phasen-Umwandlung als auch die Entspannung der umgebenden Matrix 
miteinbeschliel~t. Das vorgeschlagene Modell nimmt in Betracht den Einflul~ der hydrostatischen 
Spannungserzeugung w/ihrend des Schmelzens, welcher anf/inglich der Umwandlung entgegenwirkt, Die 
Entspannung der Matrix in der Umgebung der sich umwandelnden Teilchen, als Folge des Flusses von 
Fehlstellen und des Aufstiegs yon Dislokationen, tr~igt eine zusfitzliche Frequenzabh/ingigkiet zur inneren 
Reibung bei. Sowohl die Matrix-Entspannung als auch die Grrl3e der inneren Reibungshfhepunkte 
zeigten eine Abh/ingingkeit vom thermomechanischen Prozess. 

1. INTRODUCTION 

In te rna l  friction observed dur ing  sol id-sol id phase  
t r ans fo rmat ions  h a s  been extensively studied for 
po lymorphic  (e.g. [1, 2]) and  mar tens i t ic  react ions 
(e.g. [3,4]). Recently internal  friction behavior  
dur ing  a sol id- l iquid t r ans fo rma t ion  has  also been 
studied and  t rends  similar to the sol id-sol id diffu- 
sionless t r ans fo rmat ions  were repor ted [5]. Theo- 
retical and  phenomenolog ica l  explanat ions  have been 
developed to in terpret  the internal  friction dur ing 
diffusionless t r ans format ions  in terms of  the for- 

ma t ion  of  critical nuclei [1, 6] and  the stress depen- 
dent  growth  of  these nuclei [7, 8]. However,  mos t  
studies have neglected the possible con t r ibu t ion  of  a 
matr ix  relaxat ion to the internal  friction tha t  accom- 
modates  a volume change dur ing  t ransformat ion .  
Whe the r  the hydros ta t ic  pressure generated dur ing 
the fo rmat ion  of  the new phase  may  initially oppose 
the t r ans fo rmat ion  depends upon  the pressure-  
tempera ture  relat ionship for t he rmodynamic  equi- 
l ibrium. In the micros t ructure  of  this system, isolated 
volumes of  indium embedded  in a matr ix  of  alu- 
m i n u m  undergo a volume change upon  melting. 
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Here the transformation strain is purely hydrostatic 
resulting from a positive 2% volume change [9]. The 
intent of this work was to investigate the internal 
friction associated with melting and the relaxation of 
the aluminum matrix. 

In 1969, Belko et aL [1] developed a theory to 
explain the internal friction observed during diffu- 
sionless transformations in cobalt-nickel alloys. Here 
it should be noted that massive transformations, such 
as melting and polymorphic transformations, may be 
considered diffusionless since only one atomic jump 
across the interphase boundary is required for pro- 
gressive transformation. For shear transformations, 
the internal friction at small strain amplitudes is given 
by the following equation 

#fla2(dm) 
Q-I  = Tan t$ = ~--~m --~ (1) 

where, Q -  1 is the loss factor,/~ is the shear modulus, 
fl is the volume of the critical nucleus, a is the shear 
strain produced by the nucleation of the new phase, 
[dm/dt] is the phase transition rate, k is Boltzmann's 
constant, T is the absolute temperature in degree 
Kelvins at which Q -~ is measured, and co is the cyclic 
oscillation frequency. For the present work, substi- 
tution of the bulk modulus, K, for # and the volume 
strain for a would provide an analgous expression for 
melting. 

According to Belko et al. [1] the phase transition 
rate is controlled by the nucleation of the new phase. 
Thus, a distribution in activation energies between 
heterogeneous nucleating sites results in a time distri- 
bution of material being transformed. A linear depen- 
dence upon heating, or cooling, rate was also 
predicted by replacing the phase transition rate by the 
product of the temperature rate and the mass trans- 
formed as a function of temperature, but experiments 
have not in general shown this linear dependence [8]. 
This formulation has however, been extensively used 
to explain the internal friction produced during 
martensitic tranformations and has resulted in a 
general phenomenological approach to the study of 
diffusionless phase transformations [10]. In 1976, 
Postnikov et al. [6] proposed that in addition to the 
internal friction caused by the nucleation of the new 
phase there might also be a stress dependent contri- 
bution from the motion of the interphase boundary. 
Relationships for the internal friction were only 
derived for cases of limited frequency and stress 
ranges. Furthermore, the effect of matrix relaxation 
on the internal friction behavior of the transform- 
ations has not been previously considered. 

Previous attempts to study the internal friction 
associated with melting were those of Mal'tseva 
and Ivlev [11], Wolfenden and Robinson [12], and 
Malhotra and Van Aken [5]. Mal'tseva and Ivlev [11] 
studied a number of nominally pure metals 
(Zn, Cd, Pb, In and Sn) during the onset of melting 
using a low frequency between 2 and 3 Hz. Only Sn 
and Cd exhibited an internal friction peak which 

could be associated with the transformation whereas 
only a rapid drop in the background internal friction 
during melting was observed for Zn, In, and Pb. In 
contrast, Wolfenden and Robinson [12] observed 
internal friction peaks at 40 kHz which were associ- 
ated with the melting of Pb inclusions embedded in 
brass. Sharp internal friction peaks have also been 
reported by the authors at low frequencies between 
0.1 and 2 Hz for the melting of Pb and In inclusions 
embedded in aluminum [5]. 

2. EXP ERIMENTAL P R O C E D U R E  

An aluminum-indium alloy with a nominal com- 
position of 16 wt% indium (7 vol.%) was prepared 
by induction melting high purity elements (better 
than 99.999%) in a graphite crucible in an argon 
atmosphere and solidified by slow cooling in the 
crucible. Thin sheet material was obtained by cold 
rolling the cast ingot and annealing in air at 500°C for 
1 h followed by water quenching. A variety of matrix 
grain sizes were obtained by cold working and an- 
nealing following a procedure reported by Vyletel 

Fig. 1. Microstructure of an Al-16In alloy, induction 
melted, 80% cold worked, and recrystallized at 500°C for 
1 h. (a) Optical micrograph of the sample showing the 
typical aluminum grain size distribution. (b) Secondary 
electron image showing the typical distribution of the 
indium inclusions in the aluminum matrix. Inclusions at 
grain boundaries are marked by arrows. The smaller spheri- 

cal particles are embedded in the matrix. 
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Fig. 2. (a) Typical internal friction spectrum for an Al-16In sample in the vicinity of the indium melting 
temperature. Two sharp peaks superposed on the background internal friction are due to the melting of 
indium• (b) Differential scanning calorimetry (DSC) results for the same sample showing a one to one 

correspondence between the internal friction and the DSC results• 

et  al. for composite materials [13]. Rectangular test 
coupons with nominal dimensions 60 x 10 × 1.5 mm 3 
were cut with the long dimension parallel to the 
rolling direction. A laminated structure of aluminum 
and indium was also prepared by drilling 5 mm holes 
in a block of aluminum and filling them with indium. 
The block was then cold rolled parallel to the drilled 
holes, cut into rectangular coupons and annealed• 
Indium in these laminated samples was exposed on 
both ends. 

A DuPont dynamic mechanical analyzer (DMA), 
model 983, was used for the internal friction studies. 
This machine operates in a flexure mode producing 
both shear and bending stresses in the test coupon. 
Strain amplitudes reported here were calculated for 
the specimen surface and represent the maximum 
strain imposed on the test coupon• Internal friction 
was measured at fixed frequencies between 0.05 and 

2.0 Hz and as a function of temperature between 25 
and 450°C. DMA measures internal friction in terms 
of Tan 6 where the angle 6 has the physical interpret- 
ation as the phase angle by which the deflection 
(strain) lags behind the applied load (stress). The 
observed internal friction data was corrected for a 
thermal lag by using the equilibrium eutectic trans- 
formation of the Al-In alloy at 156°C as a standard 
temperature reference. Differential scanning calori- 
metry (DSC) experiments were performed using a 
Perkin-Elmer model DSC-7 with aluminum pans, a 
temperature rate of 10°C/min, and sample sizes of 
between 10 and 25 mg. 

Metallographic samples were prepared by stan- 
dard polishing techniques• Electrochemical etching 
with Barker's reagent (4-5ml of 48%-HBF 4 in 
200mlH20)  revealed the recrystallized aluminum 
grains after the 500°C heat treatment. A critical 



current density of about 0.4 amp/cm 2 and an elec- 
trode separation of approximately 1,5cm were 
found to provide optimum conditions for etching. 
Cross-polarized light was used for optical photo- 
micrographs and grain size measurements were 
made using a random line intercept method. 
Uncertainties reported in the present work are based 
upon a Gaussian distribution of the experimentally 
measured values and represent one standard 
deviation. Secondary-electron images were obtained 
with a Hitachi model S-520 scanning electron 
microscope. 

3 RESULTS 

(a) 

A typcial microstructure after 80% cold work and 
annealing is shown in Fig. 1. Observation of a 

uniform distribution of equiaxed aluminum grains 
measuring 65 + 10 pm in diameter indicates that the 
samples had undergone a complete recrystallization 
[see Fig. l(a)]. There is a duplex distribution of 
indium inclusions with about 45 % of the total indium 
distributed in the form of spherical inclusions embed- 
ded within the aluminum grains (Type A) and the 
remaining indium (Type B) distributed in the form of 
elongated inclusions along the aluminum grain 
boundaries [see Fig. l(b)]. Table 1 gives the mean 
recrystallized grain size of the aluminum matrix and 
the mean sizes for both types of inclusions, 

A typical internal friction spectrum in the vicinity 
of the melting transition is shown in Fig. 2(a). Two 
sharp internal friction peaks near the indium melting 
temperature were found to be superposed on the 
background internal friction and both peaks were 
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Fig. 3. (a) Internal friction spectrum for a laminated composite of aluminum and indium showing no 
evidence of an internal friction peak at the indium melting temperature. A drop in the background 
damping at the indium melting temperature is due to the loss of the solid indium contribution to the total 
background internal friction. (b) DSC result for an Al-In laminate showing only one peak for the indium 

melting transformation. 
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Fig. 4. (a) Internal friction spectra for various frequencies. A decrease in both internal friction peak 
heights was observed with increasing frequency. (b) A log-log plot of the first melting peak height with 

frequency shows a straight line with a slope of -0.74. 

Table 1. Summary of quantitative metallographic study for an 
Al-16ln alloy, 80°/, cold worked and recrystallized at 500°C for 1 h. 
Indium inclusions are defined as either Type A: spherical embedded, 

or Type B: elongated grain boundary, inclusions 
Average size of spherical 
embedded inclusions, AI matrix grain size: 
Type A: 1.70 +0.85/~m 65+ 10#m 
Mean dimensions of 
elongated inclusions, Total area of type A inclusions 
Type B: 
a ffi 6.3 _ 6 gm Total area of type B inclusions 
b =2.3_+ 1.2/~m =0.91 
c = 8.2 -+ 5.8/~m 
Where the parameters a, b and c are defined as shown below for a 

typical elongated inclusion 

associated with a melting transformation as demon- 
strated by comparison with differential scanning 
calorimetry studies [see Fig. 2(b)]. A reasonable value 
of  the heat of  fusion of  indium was obtained only 
when both transformation peaks were considered. An 
elevation of  3°C in the melting of  a port ion of  indium 
is apparent. A comparison of  the results from the two 
techniques [Fig. 2(a, b)] shows that the internal fric- 
tion peak height is not in direct proport ion to the 
amount  of  indium transformed. A larger internal 
friction effect per unit of  mass transformed appears 
to be associated with the higher temperature melting 
event. 

In contrast, the laminated material showed no 
defined internal friction peak and only one peak was 
observed in the calorimetry study [see Fig. 3(a, b)]. It 
should also be noted that some indium was expelled 
from the laminated sample during the test. This 
observation may be explained by the positive volume 
change and subsequent expulsion from the exposed 
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ends upon melting. The apparent decrease in damp- 
ing after melting has been previously discussed by the 
authors as resulting from the loss of the damping 
contribution from solid indium to the total high 
temperature background damping [5, 14]. Thus, like 
the results of Mal'tseva and Ivlev [11] the internal 
friction peak is not caused by the melting per se, 
rather it is attributed to the necessary volume 
accommodation. 

Test-frequency and heating-rate dependences of 
the internal friction peak height were examined as 
independent variables. In these studies, only the 
height of the first internal friction peak was con- 
sidered because the lower effective instrument data 
acquisition rate would not permit good peak to peak 
resolution at higher heating rates. The peak height 
decreased with increasing frequency in the range of 
0.05 to 2 Hz for a constant heating rate of 2°C per 
min [see Fig. 4(a)]. Equation (1) predicts that Tan 6 
is inversely proportional to frequency, but a plot of 
log Tan 6 vs log of frequency has a slope of -0 .74  
[see Fig. 4(b)]. A linear dependence of the internal 
friction peak height on heating rate was observed 

Table 2. Summary of quantitative metallographic study for a strain 
annealed material. Indium inclusions are defined as either Type A: 
spherical embedded, or Type B: elongated grain boundary, in- 

clusions. Parameters a, b and c are defined in Table I 

Average size of spherical 
embedded inclusions, AI matrix grain size: 
Type A: 3.0+ 1.7#m 114+60#m 

Mean dimensions of 
elongated inclusions, Total area of Type A inclusions 
Type B: 
a = 12.4 _+ 8.9 pm Total area of Type B inclusions 
b = 4.8_+ 2.7#m = 1.04 
c = 13.4 + 7.8 #m 

when the heating rate was varied between 0.5-6°C per 
min [see Fig. 5(a, b)]. 

Interestingly, the peak height of the internal 
friction was found to be dependent upon thermo- 
mechanical processing. For example, the internal 
friction peak height decreased when the as annealed 
material was given an additional 21% cold work (see 
Fig. 6). Both internal friction peaks were diminished 
as a result of cold working, but the first peak was 
more strongly affected. In another experiment the 
grain size of the aluminum matrix was coarsened by 
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Fig. 5. (a) Results of a heating rate variation study for an Al-16In sample. An increase of the internal 
friction peak height with increasing heating rates was observed. (b) A plot of  the first peak height vs 

heating rate shows a linear correlation to the heating rate: 



MALHOTRA and VAN AKEN: INTERNAL FRICTION AND MELTING 1343 

0 .  l a  
Sample: Al-16In 
Frequency: 0.5 Hz 

0.11 Heating rate: 2°C/min 
SWain Amplitude: 400 p~ A: 80% Cold Worked 

~ and RecrystaiHzed 
0 . 1 0  

~-': 0.09 

0 . 0 8  

0.07 

0.06 j ~  

0 . 0 5  . . . . . . .  , . . . . . . . . . . .  - -  

130 140 150 160 170 180 
Temperature, °C 

Fig. 6. Internal friction results for the Al-16In sample before and after a 21% reduction in thickness. A 
decrease in the internal friction peak height was observed for both transformation peaks in the cold 

worked sample. 

¥ 

strain annealing. After annealing, an additional 6% 
cold work was used to induce a second recrystalliza- 
tion event (1 h at 500°C) and a final grain diameter 
of 114 + 60 #m was obtained (see Fig. 7). Coarsening 
of the indium particles was also observed, the mean 
particle size nearly doubled and the ratio of indium 
embedded within the aluminum grains increased by 
14% (see Table 2). The change in microstructure 
produced two changes in the character of the internal 
friction. First the internal friction peak height was 
increased for both peaks and second, the temperature 
difference between the two peaks was decreased (see 
Fig. 8). 

Fig. 7. Microstructure of an Al-16In sample after a strain 
annealing treatment. The grain size was doubled by cold 
working 6% and annealing at 500°C for 1 h. (a) Optical 
micrograph of the sample showing the typical aluminum 
grain size distribution. (b) Secondary electron image show- 
ing the typical distribution of the indium inclusions in the 
aluminum matrix. Inclusions at grain boundaries are 
marked by arrows. The smaller spherical particles are 

embedded in the matrix. 

4. DISCUSSION 

The results presented here and those previously 
presented by the authors [5] along with the results of 
Mal'tseva and Ivlev [11], and Wolfenden and 
Robinson [12] suggest that an internal friction peak 
associated with melting will only be observed when 
the melting phase is dispersed and fully embedded in 
a second phase. This would suggest that the internal 
friction is not directly associated with just the process 
of forming critical sized nuclei since this would occur 
regardless of whether the indium were embedded or 
not. Indeed, the frequency dependence observed in 
this study deviates from that predicted by equation 
(1) and the relationship between the amount of mass 
transformed and the observed peak height also ap- 
pears to be more complicated. One possible expla- 
nation for the observed results is that the internal 
friction is also related to the accommodation strain in 
the matrix rather than just to the mechanics of 
melting, i.e. nucleation and interface motion 
[1, 2,4,6]. Here, the hydrostatic strain would be 
accommodated by either the motion of edge dislo- 
cations, or the migration of vacancies towards the 

AMM 4U5~ 
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Fig. 8. Internal friction results for Al-16In sample before and after a strain annealing treatment. An 
increase in the internal friction peak height was observed for both peaks in the strain annealed sample. 

transforming inclusion and a relaxation time would 
then be associated with the motion of these defects. 
An internal friction effect would then be expected as 
the matrix accommodates changes in the volume as 
critical sized nuclei are either created and destroyed 
or as the liquid-solid interface oscillates during the 
transformation or both. The relaxation time would 
also depend upon the physical location of the in- 
clusion and it would be expected that grain boundary 
diffusion would lead to shorter relaxation times for 
inclusions located at grain boundaries than for em- 
bedded particles where dislocation pipe diffusion and 
bulk diffusion processes would be required. Further- 
more, a smaller grain size or the addition of a small 
amount of cold work might therefore be expected to 
reduce the relaxation time by introducing short- 
circuit diffusion paths through grain boundaries or 
dislocation cores, respectively. Although the in- 
clusion size would not affect the transformation 
strain it would affect the relaxation time. An increase 
in the inclusion size would produce a corresponding 
increase in relaxation time since a larger number of 
defects would be required to migrate longer distances. 
A general expression for the relaxation of  a hydro- 
static stress acting on an embedded inclusion with 
time has been derived in the Appendix. 

A model for the observed internal friction for the 
case of uniaxial applied strain can be developed by 
considering the volume transformation strain as the 
anelastic strain associated with the transformation. If 
at a given time t the mass of  indium melted in a 
sample with volume Vis m(t) then the anelastic strain 
due to melting would be 

m(t)Eh0 
Ean(t) = - -  (2) 

3pV 
where # is the density of indium and Eh0 is the 
constrained hydrostatic strain generated due to the 
volume change upon melting. Here it should be noted 
that if the strain is not constrained the transformation 

will not produce an internal friction effect. If in an 
infinitesimally small time interval dt the amount of 
indium melted is din(t) then the corresponding 
anelastic strain would be given as 

Eh0 dm(t) 
d ~ , n  --- - -  ( 3 )  3pV 

The amount of indium melted, din(t), will be depen- 
dent upon the applied heating rate but opposed by 
the misfit hydrostatic pressure imposed on the melt- 
ing inclusion by the matrix. In the present case the 
increased pressure will raise the melting point [15]. 
Thus, rather than considering dm (t) a function of the 
temperature, T, we propose that it is a function of 
AT = T -  Tin, where T m is the pressure-dependent 
melting temperature and may be expressed by 

din(t) = Om OA_~_T dt. (4) 
aAT aT 

Substituting the expression for AT in equation (4) we 
have 

am ~aT aTma~h'} 
dm(t) = ~ (~ ~ ~dt. (5) 

Here the term OTm/aah is a materials parameter 
derived from the equilibrium pressur~temperature 
relationship for melting. Assuming the matrix to be 
a standard anelastic solid [16], the hydrostatic stress 
in the matrix would relax with time and the ex- 
pression for the stress relaxation would be of the form 

St 

where A~h0 is the net amount of the hydrostatic stress 
relaxed and ~ is the relaxation time of the stress in the 
matrix. From equations (3), (5) and (6) we get 

~h0 am ~0__T 
dEan(t) = 3pV OAT (at 

- - - - e x  - -  dt.  (7) + acrh 
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If the applied stress is sinusoidal and of the form 
or(t) = a0 sin cot, then the internal friction during a 
melting transformation can be calculated from the 
following definitions [16] 

AW 
Tan 6 = (8) 

2gW 

A W = ~ a  dE~ (9) 

where A W is the energy dissipated per cycle and W 
is the maximum energy stored per cycle, i.e. 
W = ag/2Em where E m is the Young's modulus of 
the sample. From equations (7), (8) and (9) the 
internal friction during a melting transformation is 
given as 

Eh0E m [m t 4 a T  OT m AO'h0 
Tan3  = 3rrpV~----~A~ ~ ~ -  -t &rh 1 + co~------z i(C°z 

+ 2 e -~/~'~ + 2rex e -~/~ + 2 e -3~/2'°~ 

+ 09~ e-2=/~°')}. (I0) 

Equation (10) may be greatly simplified by consid- 
ering low frequency tests on the order of one Hertz 
and situations where oz is either much less, or much 
greater, than n. For a short relaxation time, as 
might be expected for inclusions sitting on grain 
boundaries, equation (10) would be simplified to the 
following 

Tan3 EhoE m t~m f4OT+OTm~ } 
3~pVtro~AT[o90t ~ h  AO'h°Ogx" (11) O 

For a slow relaxation of the misfit stresses as might 
be true for inclusions embedded within aluminum 
grains, cox would be much greater than ~, and 
equation (10) would reduce to 

eh0E m c~m [,401" ~ r  m4A~hO ~ 
Tan~ =3~zpV~rogAT~c ° Ot + ~ah ~ J '  (12) 

For the present case of melting transformation of 
indium the term gTm/Otr h will have a negative value 
of approximately 25.4x 10-6°Cm2/N [15]. This 
would imply that Tan 3 will decrease linearly with an 
increase of the relaxation time for very small values 
of the product tot as predicted by equation (11). For 
very large values of the product, to~, equation (12) 
predicts that Tan 6 will increase with the relaxation 
time. Thus the intersection of the Tan ~ curves as 
predicted by equations (11) and (12) will result in a 
minimum with respect to r. A calculation of the Tan 6 
using the parameter values shown in Table 3 can be 
easily made from equations (10), (11) or (12). For a 
relaxation time of 3.5 × 106 s calculated in the Appen- 
dix for the inclusions embedded within aluminum 
grains assuming bulk diffusion a Tan 6 of 0.01 was 
obtained using equation (12). If the relaxation time is 
reduced by two orders of magnitude due to the 
introduction of dislocations as would be the case 

Table 3. Typical values of various parameters used for calculating 
the relaxation time in equations (10)-(12) 

Eho = 0.02 OTto~O# h = 25.4 x 10-6m 2 °C/N 
E m = 67 x 109N/m 2 % = 5 x 106N/m 2 
p = 7000kg/m' V=9 x 10 711"13 

OT/c3t = 0.033°C/s AT = 8°C 
co = 3.14 cycles/s m = V*V~p = 441 x 10-6kg 

when the sample is cold worked, then the Tan 3 using 
equation (12) is calculated to be about 0.008. This 
decrease in Tan 3 is in agreement with the experimen- 
tal results shown in Fig. 6. 

Of general interest is the frequency dependence of 
each case when compared to the experimental results 
presented in Fig. 4. If we assume that the first internal 
friction peak observed represents only the inclusions 
at grain boundaries then equation (11) would predict 
an co n dependency with n greater than - 1  as was 
observed in Fig. 4(b). In contrast, if the frequency 
dependence of the second peak is examined a ~o- 
dependence may be observed and this is in agreement 
with equation (12). We believe that this second peak 
is associated with the smaller indium inclusions that 
are fully embedded in the matrix. 

In closure, we would like to make some general 
cautionary comments about the model presented. 
First, and perhaps most important, is that the relax- 
ation time derived in the Appendix does not take into 
account the possibility of the solid indium relaxing 
around the liquid nucleus. It would be expected that 
in larger inclusions a greater portion of the hydro- 
static stress change would be accommodated by the 
low bulk modulus of the indium. This fact may 
explain why the second internal friction peak is more 
strongly dependent upon the amount of indium mass 
transformed. Furthermore, this may also explain why 
a transformation peak is not observed in either the 
laminate studied in the present work or when a pure 
indium sample was studied by Mal'tseva and Ivlev 
[11]. Secondly, the stress dependence of the internal 
friction peak was previously reported by the authors 
to show a ~o °5 dependence [5] rather than a simple 
inverse relationship predicted by the present model. 
The model presented assumes that neither the matrix 
or the inclusion behaves in a viscoelastic manner and 
this would certainly not hold true for solid indium 
near its melting point. 

5. CONCLUSIONS 

A theoretical model was presented that describes 
the internal friction behavior observed during the 
melting of embedded inclusions. The present model is 
in agreement with the previous models developed for 
diffusionless first order transformations in that it 
predicts a linear dependence upon the heating rate. 
However, the frequency dependence of the new model 
is strongly dependent upon the relaxation time of the 
matrix. As a result a more complex dependence upon 
the test frequency was predicted and is in qualitative 
agreement with the experimental results. 
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A P P E N D I X  

An expression for the matrix relaxation of a hydrostatic 
stress imposed by a misfitting inclusion may be derived as 
follows: 

Let Vp be the initial volume of a hole of radius R in the 
matrix and lip + AVp is the volume of a particle of radius 
R + AR embedded in this hole, then the total hydrostatic 
strain, Eh0, which is to be relaxed is 

AV o = --AR. (AI) 
E"° = 3 Vp R 

The total number of matrix atoms which are to be moved 
from the interphase region will then be given by 

N = AVp (A2) 

where ft is the atomic volume, It at a given time t there is 
a change in strain of &h from %0, the number of atoms 

which must have moved is given from equation (AI) and 
(A2) as 

6N = 3 Vp 6%. (A3) 

The hydrostatic stress acting on the matrix surrounding 
the inclusion under a strain %o [17] is 

36Kp#m (A4) 
Oh0 = 3Kp + 4#m %0 

where Fh, and/am are the bulk modulus of the inclusion and 
shear modulus of the matrix, respectively. Therefore the 
work done in moving 6N atoms from the interphase region 
is 

t$ W = 3ohO&h0 lip. (A5) 

If these atoms are to be moved to a distance r from the 
interphase region then the force F acting on each atom is 
given as 

6W 
F = - - -  (A6) 

rtN 
and from (A5) and (A6) 

/' 36Kp# m "~Eh0 D 

According to Einstein's relation the drift velocity of atoms 
under a force F will be given as 

( D ) F D"  { 36Kp#m _ _ _ _ _  
v = -  - ~ r r  13to + - ~ . 1  h 0 (A8) 

where D is the appropriate diffusivity, k is the Boltzmann's 
constant, and T is absolute temperature in K. The cross- 
sectional area through which the atoms are diffusing is 
Ap = 4nR z, and during the time interval fit the number of 
atoms moved will be 

[4nR2"~ 
~N = ~ - - ) v t t .  (A9) 

From (A3), (A8) and (A9) 

&hO Eh0 (A10) 
6t z 

where z is the relaxation time and can be found by integrat- 
ing equation (AI0) as ing equation (AI0) as 

, 

simplifying we get 

kTrR(3Kp +4#m ~ 
z = D n  \ ~ ] '  (AI2) 

For the present ease of an inclusion sitting on a grain 
boundary, dislocation subeell network, or within the 
grains the appropriate diffusivity would be that for grain 
boundary diffusion, dislocation pipe diffusion, or the 
bulk diffusion, respectively. The characteristics distance r 
would then be the distance between dislocation segments 
in the grain boundary, the subcell, and the interparticle 
spacing, respectively. For the ease of a small indium 
particle of R equal to 1/am embedded in a well annealed 
matrix a relaxation time of 8 x 106s may be calculated 
from equation (A12) where T, the indium melting tempera- 
ture is 429K, D is equal to 24x  10-3°m3, r is equal 
to 2.4/am, D is the bulk diffusivity of 8.9 x 10 -22 m2/s, 
and Kp and P-m are approximated as 12 x 109N/m 2 and 
25 x l09 N/m 2, respectively. 


