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( )ABSTRACT: Perfectly matched layer PML absorbers deteriorate the
condition of the resulting finite-element sparse systems. Therefore, poor
con¨ergence scenarios are obser̈ ed when an iteratï e sol̈ er is employed.
In this work, we show that, by choosing the PML parameters in an
optimal manner, substantial speedup in the solution con¨ergence is
achië ed without affecting PML absorption. A robust preconditioned
sol̈ er with nearly no breakdown possibilities is suggested, implemented,
and tested for two microwä e circuit applications. Q 1999 John Wiley
& Sons, Inc. Microwave Opt Technol Lett 23: 166]172, 1999.

Key words: finite-element methods; matched layer termination;
microstrip line; spiral inductor

1. INTRODUCTION

w xWhen introduced by Sacks et al. 1 , the perfectly matched
Ž .layer PML absorber was considered a novel, efficient, and

Ž .reliable way to terminate finite-element FE computational
domains. They offer ease of implementation coupled with

w xexcellent absorption characteristics 2 . Unlike absorbing
Ž . w xboundary conditions ABCs 3, 4 , PML truncation schemes

do not require a priori knowledge of propagation constants
within the computational domain, and the use of boundary
derivatives is avoided altogether. Also, PML termination
schemes facilitate de-embedding and parameter extraction
w x5 . Because of these advantages, PML absorbers have been

w xextensively employed for truncating FEM domains 6, 7 .
However, PML absorbers represent active anisotropic materi-
als, and their inclusion within the computational domain
significantly deteriorates the condition of the resulting FEM
systems. Consequently, PML-truncated meshes have the un-

w xdesirable property of being slow to converge 8 .
Two steps are proposed for improving solution conver-

gence. First, an optimal selection of the PML parameters is
given, providing a compromise between convergence and
absorption. Second, a robust iterative solver is proposed to
solve sparse FEM systems generated when the computational
domain is terminated by the PML. Using the designed PML
absorbers, we proceed to use them in truncating computa-
tional domains for microwave circuit analysis. Two examples
are considered: one deals with feed and input impedance
characterization of microstrip lines, and the other considers
analysis of a spiral inductor with an air bridge.

2. PML PARAMETERS

Consider a wave incident upon the interface between two
media as shown in Figure 1. Layer 2 is a uniaxial absorber
with m and e representing its relative constitutive parame-r r
ter tensors

a 0 02

Ž .0 b 0m s e s . 12r r � 00 0 c2
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Figure 1 Plane-wave incidence on an interface between two diago-
nally anisotropic half-spaces

w xAccording to 1 , the interface reflection coefficients vanish
by choosing a s b s 1rc s a y j b , where a represents2 2 2
the phase shift factor and b is the attenuation coefficient.
The convergence of FEM systems with PML truncation will
be examined or characterized using the parameter r, given by

number of iterations before convergence
Ž .r s . 2

FEM system size

For small values of r, the system is rapidly converging.
Correspondingly, the system is poorly converging when r
approaches unity.

3. EFFECTS OF a AND b ON CONVERGENCE

Extensive studies have been performed to characterize the
PML performance when used to terminate finite-element

Ž w x.domains see, for example, 7, 9, 10 . These studies indicated
that a plays no role in the absorption, and for maximum
absorption, b was selected near unity. The effect of a and b

w xon the convergence of iterative schemes was tested in 11 ,

Figure 2 Microstrip-line geometry with PML truncation

where a PML layer was employed to terminate a domain
w xwithin a waveguide. In 11 , both convergence and absorption

were studied separately. However, to generate a set of useful
design curves for selecting the PML parameters, convergence
should be studied in conjunction with absorption, and this
study is the first goal of the present paper. We will also
consider a wider range of both parameters than that dis-

w xcussed in 11 .
Let us consider a simple microstrip line terminated with a

PML layer as shown in Figure 2. To evaluate the role of a
and b in absorption and convergence, both the coefficient of
the reflected wave at the microstrip line R and the conver-
gence parameter r are extracted after executing the FEM
solution as a and b are varied.

Figure 3 displays the PML performance as a is varied
w xwith b kept at unity to achieve maximum absorption 9, 10 .

It is clear that convergence is substantially improved for a
greater than or equal to unity, but absorption was not as

Ž .greatly affected by changes in a for a F 2.5 . Figure 4
displays both absorption and convergence as functions of b.
We now observe that convergence deteriorates with increas-
ing b. This is due to abrupt changes in the field values
among adjacent numerical cells as the attenuation coefficient
b is increased. It is also seen that b should be selected equal
to unity to achieve maximal attenuation.

From Figures 3 and 4, it can be concluded that, with
b s 1, a can be chosen as 0, 1, or 2.25 for maximum
absorption. The case of a s 0 leads to poor convergence of

Ž .Figure 3 Absorption level in decibels and convergence factor as functions of a
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Ž .Figure 4 Absorption level in decibels and convergence factor as functions of b

the iterative solver, as displayed in Figure 3. Also, for a F 1,
the PML material is associated with a nonphysical wave
speed greater than that of light. This results in a considerable
deterioration in the matrix condition, and consequently, the
iterative solver convergence. Further, several tests for planar
structures demonstrated that the optimal value of the phase

w xparameter a is unity 8, 11 .
From the above, we conclude that the recommended PML

parameters are a s b s 1, corresponding to a wavenumber
Ž .of k s 2prl , where l is the free-space wavelength. This0 0 0

selection achieves maximum attenuation for incoming waves
without deteriorating the iterative solver convergence.

4. GMRES SOLVER

Three different solvers were implemented and tested for
Ž .comparison purposes. The first is the biconjugate BCG

gradient, which has low CPU time per iteration and minimal
memory cost. However, it lacks robustness, and does not
guarantee convergence, especially for poorly conditioned sys-
tems. Also, it has irregular convergence characteristics with

w xtwo breakdown possibilities 12, 13 . The quasiminimal residue
Ž .QMR solver has better convergence features and lower
breakdown or divergence possibilities. Nevertheless, for a
given system, both BCG and QMR converge nearly in the
same number of iterations, with QMR having the better error
history. On the other hand, the generalized minimal residual
Ž .GMRES solver is robust, and guarantees convergence with
no breakdown possibilities. It leads to the smallest error
among all solvers for a fixed number of matrix vector prod-

w xucts 8, 14 . Also, it can be optimized by changing the number
of search vectors per restart m andror by introducing various

w xpreconditioning schemes within the iteration loop 12 . Figure
5 shows a comparison between the convergence of the afore-
mentioned solvers when applied to the PML-terminated mi-
crostrip line shown in Figure 2. All three solvers were termi-
nated when the residual error reached 0.01 or less. As seen,
the GMRES solver has a significantly better error history.

w xGMRES employs the projection method 12 to solve the
following linear system:

Ž .Ax s b 3

Ž . Ž .where A is the system FEM matrix of size n = n , x is the
Ž .solution vector of length n, and b is the feed excitation of

the system. We seek an approximate solution x from anm
Ž . w xaffine subspace of reduced dimension m where m F n 12 .

This subspace is referred to as the Krylov subspace. Without
going through the mathematical details, this minimization is
based on finding a set of m basis functions which span the
solution space. At each iteration, the projections of A on all
basis functions are evaluated, and m steps of the Arnoldi

Ž . w xmodified Gram]Schmidt MGS procedure 12 are executed
to obtain an approximate estimate of the solution, along with

Ž .the basis functions m-vectors for the next iteration. The
GMRES iterations continue until convergence is reached.

Although the number of basis functions m is arbitrary, it
is the main parameter that affects solver convergence. In
general, larger values of m lead to smaller residuals, and
hence faster convergence. The CPU and memory costs for
GMRES are strongly dependent on m. The memory cost of

Ž .the GMRES solver is O mn , while its computational com-
Ž 2 . w xplexity is O m n 12 . Therefore, it is essential to have an

approximate estimate for m before executing the GMRES
w xiterations 16 . If this estimate is too low, convergence will be

extremely slow, and may not be achieved at all. On the other
hand, if m is too high, storage and CPU are wasted. The
optimal value of m is directly related to two main factors: the
condition and size of the matrix, both of which affect conver-
gence. Preconditioners are usually very effective in speeding

Ž w x.up convergence see, for example, 5 .
The key issue in the application of preconditioners is the

balance between their CPU cost and the delivered improved
convergence. Preconditioners vary in cost from the diagonal

Ž .preconditioner DPC , which has trivial implementation, to
Ž .the complicated approximate inverses preconditioner AIPC ,
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Figure 5 Comparison of the convergence among three different solvers

w xwhich results in full preconditioning matrices 8 . As shown in
w x5, 8 , the AIPC within GMRES proved very successful when
dealing with PML-terminated meshes. According to these
studies, it was concluded that employing the AIPC achieves a
significant reduction in the overall CPU time, in addition to
removing the strong dependence on m. A pseudocode of the
preconditioned GMRES is given in the Appendix.

5. APPLICATIONS

In this section, two representative applications are consid-
ered. The first deals with feed modeling in microwave circuits
and filters. Specifically, we examine the minimum number of

Ž .feed current probes required to maintain stable input
impedance calculations. A spiral inductor with an air bridge
is also considered as a more general application of PML
absorbers. In both cases, the PML was implemented with the
optimal values a s b s 1. The sampling rate was set to
about 12]15 samples per linear wavelength. After performing
the FEM simulation, total fields within the computational
domain were obtained and decomposed to extract both inci-
dent and reflected fields at particular locations within the

w xdomain. The GMRES solver coupled with the AIPC 8 was
applied to solve the resulting linear systems with 10]20 basis

Ž .functions search vectors .

5.1. Feed Analysis. Our goal in this application is to find the
minimum number of probes required for a stable input
impedance prediction for the microstrip line shown in Figure
2, with the probes placed horizontally at the left starting
point of the line. To do this, we fix all parameters of the
circuit and absorber, and only change the number of feed
probes. The number of probes is varied from one to four, and
each time, the input impedance is computed and expressed as

Ž . Ž . Ž . Ž .Z N s R N q jX N 4in in in

Ž . Ž .where R N and X N are the real and imaginary parts,in in
respectively, of the input impedance when N probes are
employed to feed the line, and j is the square root of y1.

To characterize the accuracy of the calculated input
impedance, two percentage error parameters are defined,
namely,

< Ž . Ž . <R N y R N q 1in inŽ . Ž .d N s = 100 5r Ž .R N q 1in

and

< Ž . Ž . <X N y X N q 1in inŽ . Ž .d N s = 100 6i Ž .X N q 1in

for the real and imaginary parts, respectively. Figure 6 dis-
plays these parameters as a function of N. From this figure,
the following can be deduced.

v The real part of the input impedance is fairly constant,
and does not change much as the number of probes
changes.

v The imaginary part of the input impedance is sensitive
to the choice of the feed probes, and decreases as the
number of probes increases.

v When the number of probes exceeds three, the value of
the imaginary part converges, and therefore, three or
more probes are sufficient for an accurate estimate of
the input impedance from a finite-element simulation.

As seen in Figure 7, the number of probes has a minor
effect on field distribution under the strip line. However, the
input impedance of the circuit is strongly dependent on the
feed mechanism. It can also be seen that field levels at a
certain location within the computational domain increase
linearly with the number of probes.

5.2. Spiral with an Air Bridge. The geometry of the spiral
antenna with an air bridge is shown in Figure 8. For analysis,
the spiral is placed in a cavity terminated with the PML
absorber, and we should remark that this geometry has
sufficient complexities to assure robust evaluation of the
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Figure 6 Variation of the microstrip-line input impedance for different numbers of feed probes used in the FEM model

Figure 7 Field magnitude under the microstrip line for different numbers of feed probes used in the FEM model

PML termination. The computed scattering parameter mag-
< <nitude S is shown in Figure 9, and it is clear that good11

agreement exists between the measured and calculated data.
To reduce the FEM system size, in our calculations, we
assumed that the width of the air bridge equals that of the
microstrip line. This is likely the cause of differences between
the measured and computed data.

6. CONCLUSIONS

For large FEM systems, iterative solvers are used to alleviate
memory and CPU demands. However, iterative solvers intro-
duce convergence issues. Furthermore, PML absorbers dete-
riorate convergence even further. The main goal of this work

was to speed up iterative solvers convergence of FEM sys-
tems when PML absorbers are used to truncate the mesh. An
important aspect of our work was the optimal selection of the
PML parameters so that absorption is maximized without
further deterioration in convergence. Using these parame-

Ž .ters, the generalized minimal residual GMRES solver was
tested for two microwave circuit applications. Preconditioning
does, of course, lead to convergence speedup, and the reader

w xis referred to 5, 8, 14 for more on this subject.

APPENDIX

The pseudocode of the preconditioned GMRES algorithm is
w xas follows 14 .
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Figure 8 Geometry of the spiral with an air bridge

Initialize x
r s b y Ax0

Uresd s r ? r' 0 0

Ž .v s r rresd forming the basis functions .1 0

Define the m q 1 = m matrix H s h , 1 F i F m q 1m ij
Ž w x.and 1 F j F m Hessenberg matrix 12 .

Set H s 0.m

For j s 1, 2, . . . , m Do

w s AMv , M is the preconditioner.j j

For i s 1, 2, . . . Do

Uh s w ? v'i, j j j

w s w y h v .j j i, j i

End
Uh s w ? w'jq1 , j j j

v s w rhjq1 j jq1 , j

End

'Compute y , the minimizer of s* ? s , where s s resd)em 1
w xTI H)y and e s 1 0 0 . . . x s x H MV y .1 m m

Check convergence; if achieved, stop iterations; else,
restart iterating.
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ABSTRACT: Since small-diameter, normal-mode helical antennas are
often used for cellular telephones, accurate modeling of these antennas
using the FDTD grid is a must if this preferred method, allowing
anatomically based heterogeneous simulation of the body, is to be used
for calculating the performance of personal wireless de¨ices. An easy-to-
use rectangular FDTD grid is, howe¨er, subject to staircasing for the
helical geometry. An approach using equï alent electric and magnetic
sources has pre¨iously been presented by the authors, although not
thoroughly tested for cases where the diameter of the helix may be more
than two times the FDTD grid size. In this letter, we present a modified
weighted equï alent source method and its experimental ¨alidation for
such larger diameter helical antennas. The grid is selected to conform to
the o¨erall dimensions of the helix. The calculated field ¨ariations for a
lossy sphere representatï e of the human head agree well with the
measured data. Q 1999 John Wiley & Sons, Inc. Microwave Opt
Technol Lett 23: 172]174, 1999.

Key words: helical antennas; SAR; FDTD

I. INTRODUCTION

Ž . w xThe finite-difference time-domain FDTD method 1 is
widely used for the solution of bioelectromagnetic problems
since it allows use of the heterogeneous, anatomically based
models of the exposed objects. Several authors have there-
fore used the FDTD method to evaluate the rates of energy

Ž .deposition specific absorption rate or SAR induced in the
w xhuman head by cellular telephones 2]5 . A concern is that

the antenna be appropriately modeled to reproduce its radia-
tion characteristics accurately. Helical antennas, or antennas

involving helix]whip combinations, are extremely popular for
cellular telephones today. A major problem for cases where
the helical antenna needs to be modeled arises from the
staircase approximation of the antenna geometry with the
FDTD grid. Such an approximation may lead to errors that
are difficult to estimate, and other methods therefore need to
be considered. An obvious solution consists of the use of the

w xsubgridding technique 6 to model the antenna with a finer
resolution to reduce the staircasing effect, but this consider-
ably complicates the FDTD code, and reduces its efficiency in
terms of memory and time requirements for computation.

w xIn 7 , we have introduced a new method to model small-
diameter normal-mode helical antennas with the FDTD code
for cellular telephone applications. A question arises as to
whether such an approach using equivalent electric- and
magnetic-field-based sources can also be used for somewhat
larger diameter helical antennas, such as the one suggested
by the IEEE Standards Coordinating Committee SCC-34 as a
benchmark test to validate the modeling capabilities of the
FDTD code for complex structures. The specific test involves
the use of a 7.82 mm diameter 835 MHz helical dipole placed

Ž .very close including physical contact to a glass sphere filled
with a lossy, high-dielectric-constant, brain simulant material.
The diameter of the helical dipole, being considerably larger
than the FDTD cell size, required modifications in the formu-
lation of the equivalent sources as compared to those pre-

w xsented in 7 . The procedure described in this letter gives
results that are in good agreement with measurements for
SAR in the experimental model.

II. GEOMETRY OF THE PROBLEM AND THE
FDTD MODELING

The geometry of the considered problem is shown in Fig-
ure 1, where the important dimensions are indicated. The
glass sphere has an outer diameter of 11 cm, glass thickness
of 5 mm, and the dielectric constant of the glass is e s 4.r
The liquid filling the sphere is made of a composition of
water, salt, and sugar, and its dielectric properties represent
the average for white and gray matter of the human brain
Ž .e s 42.8, s s 1.125 Srm. As shown in Figure 1, the helicalr
dipole is fed by means of a balun. The total length of the
helix is 52.5 mm, its diameter is 7.82 mm, and the pitch is
2.45 mm. The SAR induced in the sphere for three distances
Ž .d 0, 5, and 25 mm between the helix and the outer edge of

the sphere was required. To have a reasonable-size FDTD
space, we have chosen to use a cubical cell size of 2.5 mm.
Being a near-field problem, the helical dipole needs to be

Ž .represented with a size cross section and length close to the
physical size of the antenna. Therefore, the whole helical
dipole has been modeled by means of a stack of 21 layers of

Ž .nine cells 3 = 3 for each of the cross sections. To model the
cross section of the helical dipole by means of nine cells, we

w xhave extended the concept introduced in 7 that uses electric
and magnetic sources for each cross section of the helix. The
relative electric field as calculated by means of the equations

w xgiven in 7 should be divided among all of the cells in each
Žcross-sectional plane chosen to represent the helix see

.Fig. 2 . If a corner is common to four cells, the value of the
electric field in that location is set to be four times the value
assumed in a corner belonging to just one cell. Similarly, if a
corner is common to two cells, the value of the electric field
will be twice the value assumed in a corner belonging to a
single cell. After calculating the relative weights of electric

w xand magnetic sources, according to the equations given in 7 ,
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