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The hydrogenation of carbon monoxide and carbon dioxide on various steel catalysts 
was studied in the temperature range of 800" to 1,300'F. and at pressures from 5 to 30 atm. 
The feed gases (3.75 to 20 SCFH) were passed over a catalyst bed of 1/8-h. steel balls 
supported in a brass-lined reactor 0.81 in. in d i m .  The percentage of carbon oxides in the 
feed was 30% in the runs using a Hz-COZ feed and varied from 15 to 38% in the runs 
with a H,-CO feed. The effects of temperature, pressure, feed composition, space velocity, 
and mass velocity were studied. Carbon deposition did not affect the activity of the catalyst 
and could be removed readily. 

The catalytic hydrogenation of carbon 
monoxide and carbon dioxide has re- 
ceived intensive study since the turn of 
the century. In 1897 and 1902 Sabatier 
and Senderens (15, 16) reported their 
original work on the synthesis of methane 
from hydrogen-carbon monoxide and 
hydrogen-carbon dioxide mixtures in the 
presence of both reduced nickel and 
reduced cobalt catalysts. In 1923 Fisher 
and Tropsch (8) disclosed that iron was 
also an effective catalyst. Storch et al. 
(18) summarized these early discoveries 
and the investigations that followed. 

Buford D. Smith is with Humble Refining Com- 
pany, Baytown, Texas. 

TABLE 1. STEEL CATALYST COMPOSITIONS (WEIGHT %) 

Constituent 
Carbon 
Chromium 
Manganese 
Silicon 
Sulfur 
Phosphorus 
Molybdenum 
Nickel 

C1013 
0.13-0.18 - 
0.50-0.80 - 
0.05 max. 
0.04 max. 

S. A. E. number 
440 

0.86-0.94 
16.5-18.0 
0.30-0.60 
0.60 max. 
0.30 max. 
0.30 max. 
0.40-0.60 - 

302 
0.08-0.20 
17.0-19.0 

2.0  
1.0 max. 
0.03 max. 
0.04 max. 
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Fig. 1. Flow diagrams for the experimental unit. 
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Fig. 2. Cross-sectional drawing of the reactor and cooler. 

TABLE 2 CATALYST COMPARISON RUNS 
(Typical Portion of Data) 

lyst perature ure, ratio velocity, volume '% 
Cata- Tem- Press- Feed Space Feed composition, 

Run age, O F .  atm. HZ/CO mole/(hr.) CO COZ Hz 

Catalyst: (21013, unpolished and untreated, 194 balls (0.0661 sq. ft. of surface) 

hr. (sq. ft.) 

D33 2 .7  1053 30 2 .3  0.20 30.6 0 . 2  69.2 
D34 3 .8  1048 30 2 . 3  0.20 30.6 0 . 2  69.2 
D35 4 . 4  1051 30 2 .3  0.20 30.6 0 .2  69.2 
D36 5 .2  1050 30 2 .3  0.20 30.6 0 . 2  69.2 

A number of investigations have been 
directed toward the production of nieth- 
ane from carbon monoxide, carbon 
dioxide, and hydrogen. The results of a 
British project to upgrade town gas by 
synthesizing methane from coal gas have 
been periodically reported ( 1 1 ,  6, 12) .  
Commercial processes have heen outlined 
in the literature (10, 5, a). Intensive 
kinetic studies of the synthesis of 
methane on nickel catalysts from hydro- 
gen-carbon monoxide ( 1 ,  14) and hydro- 
gen-carbon dioxide (4, 7 )  have been 
made recently. 

Recently (9) stainless steel pipe was 
reported to be an effective methanization 
catalyst in the temperature range of 
950" to 1,500"F. The use of finely divided 
stainless steel particles at lower tempera- 
tures to synthesize gasoline has been 
disclosed (13) .  

The high catalytic activity per unit of 
surface area shown by steel at 950" to 
1,500"F. suggests that the greater surface 
area of a porous catalyst might be 
sacrificed to obtain the greater mechanical 
strength of nonporous-steel catalyst par- 
ticles. Catalyst crumbling and sintering 
would be eliminated, making possible 
more severe operating and carbon- 
removal conditions. This work is a study 
of the hydrogenation reactions on such 
a catalyst in the form of %-in. steel 
spheres. 

EXPERIMENTAL EQUIPMENT 

A flow diagram of the experimental unit 
appears in Figure 1. Commercial gas cylin- 
ders (size 1A) were used as the feed-gas 
source with activated charcoal being used to 
remove the sulfur from the carbon monox- 
ide. The two feed streams were metered and 
controlled separately. 

The feed streams were mixed before leav- 
ing the control system. A wet test meter 
furnished accurate measurements of the 
feed and product rates, and the sampling 
system provided samples of the feed and 
product streams for Orsat and infrared 
analyses. 

The reactor (Figure 2) consisted of an 
electrically heated, insulated stainless steel 
pipe. Steel balls around the reactor pipe 
provided a large sensible heat reservoir and 
facilitated the maintenance of a constant 
reactor temperature. Thermocouple wells 
provided entry for two iron-constantan 
couples into the mass of steel balls. A brass 
liner (not shown) extended the full length of 
the reactor tube to mask the catalytic steel 
surface. The copper&overed steel thermo- 
couple well shown in Figure 3 passed 
through the top pressure cone fitting and 
supported the catalyst support a t  a point 
about 6 in. below the middle of the insulated 
section of the reactor. A Brown potentiom- 
eter measured the bed temperature as indi- 
cated by an iron-constantan couple placed 
within this well. 

MATERIALS 

Aluminum tubing, steel Ermeto fittings, 
and Hoke needle valves with steel bodies 
were used in the experimental apparzitus. 

The feed gases were obtained commer- 
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cially. According to the supplier's analyses 
the hydrogen (electrolytic) had a purity of 
99.9% with less than 0.1% oxygen; the 
carbon monoxide was 96.8Oj, pure with 1% 
nitrogen, 0.36% carbon dioxide, 0.97% hy- 
drogen, 0.8% hydrocarbons, and 0.3202 
mg./liter of sulfur; and the carbon dioxide 
contained only 0.5% air as an impurity. 

r--m 

Fig. 3. Thermocouple well and catalyst 
support. 

Run 
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The methane and helium had purities of 
99 and 99.99% respectively. 

Three S. A. E. steel alloys (C1013, 440, 
and 302) were used as catalysts in the form 
of %-in. balls. Their chemical compositions 
are listed in Table 1. 

ANALYTICAL METHODS 
A conventional Orsat apparatus using a 

33% sodium hydroxide solution was used 

for the carbon dioxide analyses. Carbon 
monoxide, methane, and ethane concentra- 
tions in the gas samples were determined 
with a Baird model B recording infrared 
spectrophotometer. The hydrogen in the gas 
streams was determined by subtracting the 
volume of the other gaseous constituents 
from the total gas volume. All analyses 
were on a water-free basis. The water pro- 
duced in a run was calculated by making 

30 
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- 1  

Fig. 4. Effect of carburization on the percentage of contraction and methane produced by 
the unpolished c1013 steel balls. 

Fig. 5. Effect 
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CAlilLYST AGE IHRSI 

of nitriding on the percentage of contraction obtained with - - 
- C1013 steel balls. 

TABLE 3. EVALUATION OF THE UNTREATED C1013 STEEL CATALYST 
(Typical Portion of Data) 

Space 
velocity, 

Catalyst Temper- Pressure, Feed ratio moles/ Feed composition, volume '% 
age, hr. ature, O F .  atm. H2/CO H%/COt (hr.)(sq.ft.) CO COZ H2 CHI 

2.3 847 30 - 2.3 0.20 - 30.4 69.6 - 
4.7 949 30 - 2.3 0.20 - 30.7 69.3 - 
3.5 1,070 30 2.4 - 0.20 29.0 0.2 70.0 - 
5.1 1,070 20 2.4 - 0.20 29.0 0.2 70.0 - 
2.7 1,069 30 5.5 - 0.20 15.4 0.2 84.1 - 
5.2 1,070 30 4.3 - 0.20 18.9 0.2 80.5 - 

3.5 1,060 30 2.5 - 0.10 28.6 0.2 70.5 - 
6.4 1,062 30 2.4 - 0.13 29.1 0.2 69.9 - 

Catalyst bed: 194 steel balls (0.0661 sq. f t .  of surface) 

Catalyst bed: 194 steel balls (0.0661 sq. ft. of surface) 

Catalyst bed: 194 steel balls (0.0661 sq. ft.  of surface) 

Catalyst bed: 388 steel balls (0.1322 sq. ft. of surface) 

the unpolished 

Gas flow rates, 
std. cu. ft./hr. 

Feed Product 

5.02 5.00 
4.97 4.89 

5.00 2.76 
5.00 2.87 

5.05 4.36 
5.05 3.64 

5.02 2.71 
6.63 3.65 
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both an oxygen and a hydrogen balance and 
averaging the two results. 

EXPERIMENTAL METHOD 

The first part of the experimental work 
was concerned with the selection of the best 
combination of steel composition and cata- 
lyst pretreatment. These pretreatments con- 
sisted of nitriding, carburizing, and defor- 
mation of the steel catalyst surfaces. 

The nitriding was accomplished in a small 
tubular furnace a t  1,000"F. with the disso- 
ciation of the ammonia maintained a t  
approximately 30%. Precautions were taken 
to remove oil films from the steel by wash- 
ing with benzene. Oxide films were removed 
from the chromium-containing steels by 
treatment with a 50% hydrochloric acid 
solution a t  150°F. for 3 to 10 min. 

The carburization treatment was given 
only to some C1013 steel balls, increasing 
their carbon content to 0.9%. Highly pol- 
ished C1013 and 302 steel ball bearings were 
also obtained so as to determine the effect 
of surface deformation on the catalytic 
activity of the steel. 

Samples of these various steel catalysts 
were tested in the reactor under identical 
conditions. During these comparison runs 
( D  runs) the reactor was maintained a t  
temperature and the catalyst dropped di- 
rectly into the hot reactor. The reactor was 
flushed with hydrogen, the catalyst was 
charged, and the flow of synthesis gas 
started immediately. 

In the remainder of the experimental 
work the catalyst was put in the reactor a t  
room temperature and heated slowly to the 
desired temperature under a flow of synthe- 
sis gas. The age of the catalyst was consid- 
ered as zero when the reactor first reached 
the run temperature. 

The steel catalyst balls were always 
mixed with an equal number of %-in. brass 
balls to facilitate the removal of heat. 
Layers of brass balls above and below the 
catalyst bed served to eliminate entrance 
and exit effects. 

The important data and samples taken 
for each run are summarized below. 

1. Run number, date, and hour. 

Run 

M5 
M6 

H1 
H3 
H4 
H5 

H6 

H7 
H10 

GI0 
GI1 
G14 
G15 

TEMPERATURE: 1 0 5 0 ' ~  
PRESSURE: 30 ATMOSPHERES 
FEEO RATE: 5SCFH 
FEED COMPOSITI0N:X)XH SOXCO 
SPACE VELOClTY:O.PO MOL%;HR-FT? 

I I 

0 ,  CURVE F- 440; NITRIDE0 50 HRS 

I ; I  I I I I I I I  
I 1 I I 
0 

I 
5 10 15 20 25 30 

CATALYST AGE (HRS) 

Fig. 6. Comparison of the nitrided 302 and 440 steel balls with the untreated C1013 balls. 

TEMPERATURE: 1050.F 
PRESSURE : 30 ATMOSPHERES 
FEEO RATE: 5 SCFH 
FEED COMPOSITION: 70% k$,-30%CO 

9 SWCE VELOCITY:0.20 MOLS/HR-F+ 

TEMPERATURE: 1050.F 
PRESSURE : 30 ATMOSPHERES 
FEEO RATE: 5 SCFH 
FEED COMPOSITION: 70% k$,-30%CO 

9 SWCE VELOCITY:0.20 MOLS/HR-F+ 
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Fig. 7. Effect of various surface treatments on the catalytic activity of the 302 steel. 

TABLE 4. MECHANISM STUDIES WITH THE UNTREATED C1013 STEEL CATALYST 
(Typical Portion of Data) 

Space 
velocity, 

Catalyst Temper- Pressure, Feed ratio moles/ 
age, hr. ature, O F .  atm. H&O He/CO He/COa (hr.)(sq.ft.) 

Catalyst bed: 194 balls (0.0661 sq. ft. of surface) 
11.5 1,017 30 - -- 0.058 

- 0.038 14.1 902 30 
Catalyst bed: 194 balls (0.0661 sq. f t .  of surface) 

0 . 8  828 30 - 2 . 4  - 0.20 
0.20 3 . 6  950 30 - 2 . 4  
0.20 3 . 8  947 30 - 2 . 4  

5.7 Pressure drop through bed greater than 35 lb./sq. in. 
Catalyst bed: 194 balls (0.0661 sq. ft .  of surface) 

Catalyst bed: 194 balls (0.0661 sq. ft. of surface) 

I - - 

- 
- 

0 . 1  1,042 30 - 2 . 4  - 0.20 

0 . 4  942 30 - - 2.3  0.20 
4 . 2  1,050 30 -- - 2 . 3  0.20 

Catalyst bed: 8 balls (0.00273 sq. ft. of surface) 
6 . 4  1,060 30 2 .5  - -- 14.60 

19.20 8 . 1  1,060 30 2 . 5  
9 .3  1,061 30 2 . 5  - 9.70 

10.5 1,060 30 2 . 5  - 4.84 

- - 
I - 

co 
- 
-- 

28.6 
29.2 
29.2 

29.3 

I 

27.9 
27.7 
28.0 
28.4 

Feed composition, volume '% 
COz CHa Hz He 

- 
- 

0 . 2  
0 . 2  
0 .2  

0 . 2  

30.6 
30.2 

1 . 4  
1 .1  
0 .8  
0 . 8  

70.5 
69.9 
69.9 

-- 
- 
- 

- 69.7 

69.4 
69.8 

- 
- 
70.0 
70.5 
70.5 
70.1 

Vol. 2, No. 1. A.1.Ch.E. Journal Page 49 



2. Catalyst type, amount, and pretreat- 

3. Reactor pressure. 
4. Catalyst bed temperature. 
5. Wet test meter data (time per revolu- 

tion for feed and product streams, gas tem- 
perature, and pressure). 

6. Samples for Orsnt and infrared analy- 
ses. 

ment. 

EXPERIMENTAL DATA 

Samples of the various steel catalysts 
were testgd in the reactor under the 
following conditions: 

Temperature 1,050”F. 
Pressure 30 atm. 
Feed rate 
Feed composition 70% H2-30% CO 
Catalyst surface 

5 std. cu. ft./hr. 

0.0661 sq. ft.  (194 balls) 

dotted lines. The nitrided catalysts, with 
the exception of the 440 steel, exhibited 
an initial increase in activity. The heavily 
nitrided C1013 and 302 balls had almost 
no catalytic activity at time zero, 
indicating that excessive nitrogen can 
destroy the catalytic activity of the steel. 

Tukon diamond pyramid hardnesses 
taken across a center plane of the nitrided 
steel balls before and after use in the 
reactor indicated a rapid loss of nitrogen 
during the synthesis period. Part of the 
hardness measurements from the nitrided 

TABLE 5 .  HARDNESS OF NITRIDED C1013 
STEEL BALLS BEFORE AND AFTER USE IN 

THE REACTOR 
Distance 

from 
surface, 

mm. 
0 .02  
0 .05  
0 . 1 0  
0.30 
0 . 5 0  
0 . 7 0  

Nitrided Nitrided 
4.25 hr. 50 hr. 

Before After Before After 
289 104 - 448 
285 107 - 445 
270 110 500 400 
214 120 175 109 
175 - 150 122 
168 - 127 123 

A typical portion of the data obtained 
in these comparison runs is shown in 
Table 2. The percentage of contraction 
in the feed-gas volume was the criterion 
of catalyst activity used. Product an- 
alyses were obtained, however, to show 
that no significant difference in product 
distribution existed between the various 
catalysts. 

The results of the comparison runs 
permitted the selection of the most 
effective catalyst, and the next portion 
of the experimental work was devoted 
to its evaluation. Typical portions of the 
runs in which the effect of temperature 
T, pressure P, feed composition F ,  and 
space velocity A were determined appear 
in Table 3, in which each group of runs 
was made with a different batch of cata- 

The final part of the experimental work 
was a study of the rate-controlling steps 
and the basic reaction paths in the hy- 
drogenation of carbon monoxide and car- 
bon dioxide. The results obtained with a 
pure methane feed are listed in Table 4 as 
the M runs. Part of the data from a 
study of the reactions CO = C02 + C 
and C02 = CO 4- 340, in which helium 
was substituted for hydrogen is included 
as the H runs, and the G runs show the 
effect of mass velocity on the rates of 
reaction. Complete experimental data 
are available elsewhere (17) .  

lyst. 

MATERIAL BALANCES 

Carbon balances were made for 175 
of the experimental runs. Of these, only 
23.4% had an error greater than &5%, 
and 60% had an error of less than &3%. 

DISCUSSION OF RESULTS 

Catalyst-comparison Studies 

The results of the catalyst-comparison 
runs appear in Figures 4 through 7. 
Figure 4 shows the effect of carburization 
on the methane produced and the con- 
traction in gas volume obtained with the 
(21013 steel. Figures 5 and 6 compare the 
nitrided C1013,440, and 302 steels to the 
untreated C1013, represented by the 

PRESSURE : 30 ATMOSPHERES 
FEED KATE: 5 SCFH 

SPACE VELOCITY : 0.20 MOLSIHR-FTZ 
FEED COMPOSITIO~~ : 70% ~ ~ - 3 0 %  co2 

800 900 Kxx) 1100 1200 IMO 

PRESSURE 30 ATMOSPHERES 

FEED COMPOSITION 70 Y. ti2- 3 o a c o 2  
SPACE VELOCITY 020 MOLSIHR-FTZ 

800 900 loo0 1100 1200 1300 

TEMPERATURE PF) TEMPERATURE I’F) 

Fig. 8a. Effect of increasing temperature Fig. 8b. Effect of decreasing temperature 
on the reaction rates obtained with a on the reaction rates obtained with a 

H2-C02 feed. H2-CO2 feed. 

FEEO RATE. 5 SCFH FEED RATE 5 SCFH 
FEED COMPOSITION roa H Z - Z ~ ~ C O  
SPACE VELOCITY 020 MOLSIHR-FT~I EFE:E c ~ ~ ~ ~ ~ ~ o N 0 2 0 ” . f o ~ ~ ~ ~ ~ ~ ~ ~  

TEMPERATURE P F I  TEMPERATURE PF) 

Fig. 9a. Effect of increasing temperature Fig. 9b. Effect of decreasing temperature 
on the reaction rates obtained with a on the reaction rates obtained with a 

Ht-CO feed. HI-CO feed. 
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TEMPERATURE. 1068 -071 .F 
RATE: 5 SGFH 1 

7o FEED C O M W S I T I O N . 7 0 % H ~ - 2 0  
BPffiE VELOGITY:020 MOLVHR- I 

PRESSURE (4TM) 

TEMPERANRE: IOb8-071.F 
FEED RATE : 5 SCFH 

SPffiE VELWITY:OZO MOLS/HR- 
FEED W F Q S I T I G V . ~ O W I ~ - ~ ~  

Q-0 10 20 So 
PRESSURE IATM) 

TEMPERATURE 1068-1071.F 
FEED RATE; 5 SCFH 

Fig. 10a. Effect of pressure Fig. lob. Effect of pressure Fig. 1Oc. Effect of pressure 
on the product obtained with on the reaction rates obtained on the conversions obtained 

a H,-CO feed. with a H2-CO feed. with a H2-CO feed. 

Fig. 11. Effect of varying the feed carbon 
monoxide concentration on the product 

obtained with a H2-CO feed. 

ClOl3 steel balls appears in Table 5 .  
The loss of nitrogen is probably asso- 
ciated with the increase in activity with 
the maximum activity corresponding to 
a n  optimum amount of nitrogen. The 
behavior of the 440 steel is perhaps ex- 
plained by assuming that it contained 
the optimum amount of nitrogen at the 
beginning of the test period. 

Anderson et  al. (3) in their work with 
a nitrided synthetic-ammonia iron cata- 
lyst reported that carbon replaced the 
nitrogen in the iron lattice. This is prob- 
ably the reason for the serious deactiva- 
tion of the nitrided catalysts in the later 
portion of the test period. 

Figure 7 shows the effect of various 
surface treatments on the catalytic 
activity of the 302 steel. The polished 
balls exhibited a low activity, probably 
owing to the protective oxide film on 
stainless steel. The reactor temperature 
of 1,050"F. probably relieved the surface 
strains due to polishing, but the reduction 
of the chromium oxide film on stainless 
steel is unlikely under the reactor con- 
ditions. A heat treatment to remove 
surface strains followed by a treatment to 
remove the oxide film resulted in an in- 
crease in activity for the 302 steel, but it 
remained inferior to the untreated C1013 

WESSURE: 30 ATMOSPHERES 
FEED RATE: 5 SCFH 

2 0 3 0 4 0 5 0  
CARBON MONOXIDE IN FEED 1% 

Fig. 12. Effect of varying the feed carbon 
monoxide concentration on the percentage 
of conversion of carbon monoxide to meth- 

ane and carbon dioxide. 
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steel. Again this lower activity was at- 
tributed to the formation of a light oxide 
film during the 1.5 hr. of exposure to air 
between the hydrochloric acid treatment 
and the introduction of the catalyst into 
the reactor. Nitriding the 302 steel prob- 
ably destroyed the oxide film and resulted 
in an activity comparable with that of the 
untreated C1013 steel. 

Polishing the C1013 steel had a tem- 
porary inhibiting effect on its catalytic 
activity. The steel exhibited almost no 
catalytic activity during the first 40 min. 
in the reactor and then suddenly became 
active. No conclusions could be drawn 
as to whether the surface distortion or 
an oxide film was responsible as 40 min. 
a t  the reactor conditions would be suffi- 
cient to eliminate both in this case. 

The results of the catalyst comparison 
runs showed that ordinary carbon steel 
((31013) was superior to stainless steel. 
Carburizing, nitriding, and surface-dis- 
tortion treatments had a deleterious effect 
on the activity of the C1013 steel. 
Nitriding the 440 and 302 steels failed 
to produce a catalyst superior to the 
plain C1013 steel. The untreated, un- 
polished C1013 steel was therefore chosen 
as the most effective catalyst of those 
tested. 

Evaluation of the Untreated C1013 Steel 
Catalyst 

Efect of Temperature. The effect of 
temperature on the reaction rates ob- 
tained on the C1013' catalyst with 
H2-CO2 and H2-CO feeds appears in 
Figures 8 and 9. In  both cases the points 
were taken in the order of increasing 
temperature until 1,200" or 1,250"F. was 
reached. The reactor was allowed to 
operate at that temperature for 12 hr. 
before the decreasing-temperature curves 
were started. On the way down another 
12-hr. period of constant temperature 
occurred at approximately 1,000"F. in 
both cases. The 12-hr: period above 
1,200"F. resulted in an increase in catalyst 
effectiveness causing the decreasing tem- 
perature curves for methane to lie above 
the increasing temperature curves for 
that constituent. The 12-hr. period at 
1,OOO"F. caused only minor changes in 
the catalyst activity. A similar inde- 
pendence of time is exhibited by the 
C1013 steel a t  1050°F. in Figures 4 and 
18. 

Comparison of Figiires 8 and 9 illus- 
trates the difference in product distribu- 
tion obtained with H2-C02 and H2-CO 
feeds. With a H2-COa feed the principal 
products in the order of their abundance 
were water, carbon monoxide, methane, 
and ethane. With a H2-CO feed, meth- 
ane became the most abundant product, 
followed by water, carbon dioxide, and 
ethane in that order. The rate of forma- 
tion of methane a t  1,050"F. was four 
times as great with a H2-CO feed. Both 
feeds gave carbon deposition. 

The rates of reaction experience a 
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' I  I 
TEMPERATURE: 1050 OF. 

0- FEED WAS 7 0 X H p - 3 0 X C O  

Fig. 13. Effect on the reaction rates caused by the addition of methane and carbon dioxide 
to a H2-C0 feed. 

TABLE 6 
Mass velocity, 

Ib./(hr.)(sq. ft.) CO 
35 28.4 
70 28.0 

105 27.9 
140 27.7 

Feed, % 
coz 
0 . 8  
0 . 8  
1 . 4  
1 .1  

large increase as the temperature goes 
from 925' to 1,025'F. This threshold 
phenomenon occurs with both H2-C02 
and H2-CO feeds. 

Effect of Pressure. Increasing the pres- 
sure from 5 to 30 atm. increases the rates 
of reactions, with most of the increase 
occurring below 10 atm. The shape of 
the curves in Figure 10 indicates that a t  
some pressure less than 100 atm. the rate 
of formation of methane would become 
independent of pressure, a condition 
already reached by the rate of formation 
of carbon dioxide a t  20 atm. 

The rate of carbon deposition below 
10 atm. was much greater than a t  30 atm. 
Six hours of synthesis at  the lower pres- 
sures was sufficient to plug the catalyst 
bed. Operation a t  30 atm. and the same 
feed and temperature conditions for 
periods of 30 hr. was accomplished in 
other runs without excessive carbon 
deposition. 

The decrease in carbon deposition with 
increasing pressure is a stronger reason 
for operation a t  pressures above 30 atm. 

Product, Order of 
H, CH4, % taking 
70.1 3 . 4  4 
70.5 1.9  3 
70.0 1 . 4  1 
70.5 1 . 2  2 

than is the relatively slight increase in 
methane production to be obtained. 

Effect of Feed Composition. The effect 
of feed composition was investigated 
only in the range 0 to 38% carbon 
monoxide because of the heavy carbon 
deposition a t  the higher concentrations. 
Figure 11 shows how increasing the 
carbon monoxide concentration in a 
H2--C0 feed decreases the dilution of 
the product by unused reactants. How- 
ever, increasing the amount of carbon 
monoxide in the feed is not so advan- 
tageous as this figure alone would 
indicate. In addition to  the difficulty of 
increased carbon deposition, the frac- 
tional conversion of the carbon monoxide 
to methane begins to decrease above 
27% carbon monoxide in the feed. This 
is illustrated in Figure 12. Extrapolation 
of the curves in Figure 12 indicates that 
the conversion to carbon dioxide would 
equal the conversion to methane a t  B 
H2/C0 feed ratio of approximately 1. 

The effect of adding methane and 
carbon dioxide to a Hz-CO feed is 

I I 
o,080 TEMPEFATURE: 1056- 1064'F t FEED RPTE: 3.75; 15.0 SCFV 

PRESSURE: 30 ATMOSPHERES 

o,o,o 0 0.0331 FFOF CATALYST 

A 0.1322 'I '; - 1 . 0 0.0661 'I " 'I t- 

Fig. 14. Effect of varying the space velocity 
on the reaction rates obtained with a 

Hs-CO feed. 

0 010 020 050 040 050 
SPACE VELOCITY (MOLS/HR-FeZ) 

Fig. 15. Effect of varying the space velocity 
on the product obtained with a H2-CO feed. 

summarized in Figure 13. The H2/C0 
ratio was 2.4 for both the H2-CO and 
mixed feeds. The addition of methane 
and carbon dioxide to the feed decreased 
the rates of formation of those two com- 
pounds by 29 and 48% respectively. The 
rate of formation of water was increased 
by approximately 10%. Carbon deposi- 
tion was heavier with the mixed feed, 
indicating that the ratio HJ(C0 + C02) 
is more important in predicting carbon 
formation than the HJCO ratio. 
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TEMPERATURE. 1056 - 1 0 6 4 0 ~  
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FEED RATE: 3.75 -15.0 SCFH I 
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Fig. 16. Effect of varying the space velocity 
on the conversion of the feed carbon mon- 
oxide to methane and carbon dioxide. 

Fig. 17. Effect of varying the space veloc- 
ity on the rate of methane formation. 

The large percentage decrease in the 
carbon dioxide formation rate caused by 
a relatively small amount of that con- 
stituent in the feed is encouraging. The 
ratio of the rate of methane formation 
to that of carbon dioxide was 3.4 for the 
mixed feed compared with 2.5 for the 
H,-CO feed. An even more favorable 
ratio would probably have occurred if 
methane had not also been added with 
the carbon dioxide. 

Effect of Space Velocity. The space 
velocity was defined as total moles 
fed/hour/square foot of catalyst surface 
in order to make it independent of 
catalyst-particle size. 

The expression of average reaction 
rates or conversions as a function of space 
velocity eliminates bed depth as a 
variable. This was demonstrated by 
varying the space velocity by (1) chang- 
ing the amount of gas flowing over a 
given number of balls and (2) holding 
the gas flow constant while the number 
of balls varied. The results are shown in 
Figures 14, 15, and 16. The number of 
balls (and the bed depths) used varied 
fourfold, and the flow rates ranged from 
3.75 to 15.0 std. cu. ft./hr. Figure 14 
shows that bed depth or mass velocity 

I I I I 
SECOND AIR OXIDATION 

PERIOD-0.65 SCn;l\ f PERKID-2.7 SCFH\ / j t 

-1 C2% LE c+ .-kzHe 
0 
0 10 20 CATALYST 30 AGE (HRS) 40 50 60 

Fig. 18. Effect of regeneration by oxidation on product formation. 

had no appreciable effect on the average 
reaction rates obtained at a given space 
velocity. Mass velocity does have an 
effect on the initial reaction rate, as 
shown later, but in these runs made with 
an  integral reactor the effect is masked 
by the excessive bed depths used. 

The product distribution remained 
essentially constant over the range of 
space velocity studied (Figure 15). 

Extrapolation of the curves in Figure 
16 to zero space velocity indicates that 
the maximum possible conversion of the 
carbon monoxide to methane and carbon 
dioxide is 57.5 and 22.5% respectively. 
Approximately 2% of the carbon mon- 
oxide would be converted to ethane, 
giving a total conversion of about 82%. 
This is considerably less than the con- 
version indicated by equilibrium calcu- 
lations. 

Effect of Mass Velocity. The rate of 
mass transfer of reactant and product 
molecules to and away from the catalyst 
surface is a function of the mass velocity 
of the gases through the catalyst bed. If 
mass transfer is the rate-controlling step 
in the over-all reaction, then the reaction 
rates are a function of mass velocity. 

The mass velocity through a differ- 
ential bed (eight balls) was varied fourfold 
to determine the effect on the reaction 
rates. A differential bed was used to give 
small conversions so that the composition 
of the reacting system was substantially 
independent of feed rate. Table 6 lists 
the feed concentrations, the methane 
produced, and the order of the four 
points shown in Figure 17. Figure 17 
shows an increasing reaction rate with 
increasing mass velocity. If the small 
variation in the carbon monoxide con- 
centration of the feed had been absent, 
the slope of the curve would have been 
greater. 

The order eliminated any effect of time 
on the experimental results. The con- 
version, with the possible exception of the 
first run, was low enough to eliminate the 
effect of changing concentration poten- 
tials. Therefore, the increase in the rates 

of formation of methane with increasing 
mass velocity is probably due to the 
smaller resistance to mass transfer at 
the higher gas velocities. This indicates 
that mass transfer may be partially a 
rate-controlling step in the over-all 
reaction process. 

At first glance, Figure 17 appears to 
contradict the conclusions drawn from 
Figure 14, namely, that the rate of 
formation of methane was independent 
of mass velocity at any given value of 
space velocity. No contradiction exists; 
the effect of mass velocity is simply 
masked when bed depths great enough to 
push the reaction close to completion are 
used. In  that situation a change in reac- 
tion rate in the first increment of bed 
depth caused by a change in mass 
velocity is compensated for. in the latter 
part of the bed. This was the case in the 
data shown in Figure 14. Figure 16 shows 
the almost negligible effect of quadrupling 
the bed size on the conversion obtained, 
indicating that even in the smallest bed 
the bottom portion of the catalyst sup- 
ported only a small part of the total 
reaction and was always available to 
compensate for any change in reactivity 
of the top portion. 

Removal of Carbon by Oxidation with 
Air .  A series of runs was made to in- 
vestigate the possibility of removing the 
carbon from the catalyst by oxidizing it 
with air. The results of these runs appear 
in Figure 18. 

The reactor pressure was reduced to 1 
atm. and the synthesis gas flushed from 
the reactor with nitrogen before each 
oxidation period. The carbon removal 
was incomplete during the first oxidation 
period (0.65 std. cu. ft./hr. of air; bed 
temperature = 1,015'F.) with the exit 
gases containing 5.9% carbon dioxide a t  
the end of an hour. During the second 
oxidation period (2.3 std. cu. ft./hr.; bed 
temperature = 1,020' to 1,040'F.), the 
removal of carbon was almost complete 
with the exit gases containing only 0.1% 
carbon dioxide a t  the end of an hour. 

The reactor was cooled and the catalyst 
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Temp., 
Run O F .  
0 3  1050 
T29 1058 
A13 1060 
A29 1060 
A2 1063 
A10 1063 
F7 1069 
PI 1070 

TABLE 7 .  REPRODUCIBILITY OF RESULTS 

Pressure: 30 atm. 
Feed rate: 
Space velocity: 0.20 mole/(hr.)(sq. ft.) 
Feed composition, % 

5 std. cu ft./hr. 

Percentage in product 
co H2 CH4 co, H20 
30.0 70.0 25.4 10.5 14 .2  
28 .9  69 .8  25 .0  9 . 7  14.4 
28 .6  70 .5  25.6 10.2 16.5 
2 9 . 0  7 0 . 0  24 .3  9 . 5  16.8 
28.8 70.3 23.7 9 . 1  15.3 
28.5 70.6 23.4 9 . 8  15.1 
28 .3  70.8 23.4 9 . 4  17.0 
29.0 70.0 24.8 9 . 8  16.0 

removed after the second oxidation compared in Table 8 with the rate 
period. The usual black powder was not 
present in the bed. Some reddish-brown 
powder, presumably ferric oxide, was TABLE 8 
found. This iron oxide was not the result 

from the iron present in the unoxidized 

obtained with a H,-CO feed. 

Carbon dioxide formation 
of oxidation Of the but Originated Temperature rate, moles/(hr.) (sq. ft). 

O F .  H'CO Feed He-CO Feed 
carbon deposit. The percentage of iron 828 0.0006 0,00099 
mixed with the carbon was always large 851 0.0009 
enough to magnetize the powder removed 950 0.0062 0.00875 
from a used bed. 1002 0.0121 

The catalyst was returned to the 1042 0.0123 0,0223 
reactor after 27 days of exposure to the 1058 0,0123 
atmosphere at room temperature. The 

possessed the blue-black color of oxidized 
steel surfaces. The oxidation could have 
been due to the 0.1% oxygen in the feed 
gases or to the leakage of a small amount 
of air into the reactor during the cooling 
period. It is believed, however, that t h e  
bulk of the oxidation was due to the  
conversion of the carbon dioxide to 
carbon monoxide. The ability of carbon 
dioxide to oxidize steel is recognized in its 
classification as an oxidizing atmosphere 
in metallurgical operations. 

Methane Feed. Pure methane was 
passed over a fresh batch of steel balls a t  
1,000"F. No change in gas volume o r  
traces of ethane in the exit gas stream 
could be detected. This indicated that 
the production of ethane was not depend- 
ent on the prior appearance of methane 
in the gas stream. 

Hydrogen Feed. A feed stream of 
hydrogen was.passed over a bed of used 
catalyst which had been operated under 
carbon-depositing conditions with a 
H,-CO feed for several hours. The bed 
was thoroughly flushed with nitrogen 
before the hydrogen was admitted. A 
small amount of methane was formed 
initially, probably from the carbon 
monoxide adsorbed on the catalyst, bu t  
the hydrogen did not appear to react 
with the carbon deposit. 

curves starting a t  approximately 53 hr. 
in Figure 18 show the effect of the long 
shutdown period on the catalyst activity. 

Reproducibility of Results. Table 7 lists 
several runs made under approximately 
the same experimental conditions but 
with different batches of the (31013 
catalyst. The results show a high degree 
of consistency, particularly so if allow- 
ances are made for the variations in tem- 
perature and feed concentration between 
the various runs. 

Mechanism Studies 

The identity of products obtained from 
H2-C0 and H2-C02 feeds and the fact 
that both reactions exhibit the same 
threshold phenomenon between 925" and 
1,025"F. imply that the hydrogenations 
follow similar paths. The conversion of a 
major portion of the feed carbon oxide 
to the other carbon oxide suggests that 
the reactions relating the two oxides 
might be basic steps in these reaction 
paths. 

To study that part of the over-all 
reaction which relates the two oxides, 
hydrogen was eliminated from the feed. 
Inert helium was used in its place to 
permit operation a t  30 atm. without 
changing the partial pressure of carbon 
oxide in the feed. The experimental con- 
ditions of the temperature traverses with 
H2-C02 and H,-CO feeds (Figures 8 
and 9) were duplicated to permit com- 
parisons of the conversions of the carbon 
oxide with and without the presence of 
hydrogen. 

He-CO Feed. The rate of formation of 
carbon dioxide from a He-CO feed is 

The reaction which occurred with a 
He-CO feed can be represented by the 
following stoichiometric equation: 

2 c o  = c02 + c 
This reaction was catalyzed by the steel 
balls. It underwent the same increase in 
activity at  the threshold temperature as 
the over-all reaction occurring with a 
H,-CO feed, indicating that the thresh- 
old phenomenon exists for the over-all 
hydrogenation reaction - because of an 
increase in the rate of this reaction in 
that temperature range. 

The rate of carbon dioxide formation 
a t  1,042"F. with a He-CO feed was 
approximately twice that with a H2-CO 
feed. However, the rate of carbon 
monoxide conversion was almost the 
same for both feeds, approximately 0.045 
mole/(hr.) (sq. ft.). A reasonable explana- 
tion is the hydrogenation of some of the 
adsorbed carbon monoxide to methane. 
The hydrogenation occurring in this 
manner diverts part of the carbon from 
its destination of carbon dioxide and 
causes it to appear as hydrocarbons. 

He-C02 Feed. The equilibrium for the 
reaction 

co, = co + %O, 

is such that no appreciable conversion of 
the carbon dioxide to carbon monoxide 
could be expected in the absence of 
hydrogen. The ratio (C03'2/C02 a t  980" 
and 1,160"F. is 3.3 X 10-16 and 
3.7 X 10-13, respectively, at equilibrium. 
Evidence exists, however, that the con- 
version proceeded to some extent. The 
steel balls when removed from the reactor 
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