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Fibrous monolithic ceramics were fabricated in the 
aluminahickel system. The microstructure consists of high- 
aspect-ratio polycrystalline cells of alumina separated by 
thin cell boundaries of nickel. The nickel content in the 
material is 3 to 8 ~ 0 1 % .  The fibrous monolith with uniaxially 
aligned cells fails noncatastrophically in flexure. Bridging 
ligaments of nickel, crack deflection along cell boundaries, 
and crack branching in the axial direction are observed in 
flexure bars and notched beams. Strength values range 
from 246 to 375 MPa. Indentations cause controlled damage 
on the surface but do not introduce strength-degrading 
flaws. The aluminahickel fibrous monoliths also show 
potential for use at high temperatures in oxidizing environ- 
ments. Noncatastrophic fracture behavior is observed at 
room temperature after 10 h at 1200°C in air. The Ni cell 
boundary network is oxidized to a depth of 50 to 100 pm by 
this heat treatment. The NiO oxidation product in the cell 
boundaries reacts partly with alumina from the cells to 
form NiAI,O,, which would provide better protection. 

I. Introduction 

N METAL-TOUGHENED ceramics, ductile ligaments bridge I crack surfaces, and the plastic work associated with stretch- 
ing these ligaments during fracture results in enhanced tough- 
ness.’ y The reinforcing metal phase can exist as discrete 
inclusions’.’ or can have connectivity in all three  direction^.^.^.' 
In both cases, the metal reinforcements increase the resistance 
to propagation of cracks (increase fracture toughness) but still 
result in brittle, catastrophic failure in strength tests. When the 
metal phase is present as thick (>IOO-pm) layers with planar 
continuity as in the alumina/Ni laminates of Chen and Mechol- 
sky,’ the composite shows noncatastrophic fracture behavior. 
The thick sheets of Ni bridge the crack surfaces in flexure tests 
and keep the specimens intact. 

The “fibrous monolith” approach” I’ is a new process for 
creating ceramic microstructures with metallic/ceramic inter- 
phases. The fibrous monolith microstructure consists of high- 
aspect-ratio polycrystalline cells of a primary phase separated 
by thin cell boundaries of a second phase. There are no rein- 
forcing fibers. The cells are flattened polycrystalline regions 
(e.g., alumina) that are remnants of powder-loaded polymer 
“green” fibers. A coating applied on the green fiber forms the 
cell boundary (e.g., nickel), which can be any thermodynami- 
cally compatible second phase designed to enhance the fracture 
resistance of the material. When the cell boundary has low 
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shear strength (graphite or BN), the material fails noncata- 
strophically in flexure.’”’ The fibrous monolith is flaw-tolerant 
and notch-insensitive. 

The fabrication of fibrous monoliths in the alumina/Ni sys- 
tem has been described earlier.” Two features of this ceramic- 
metal microstructure are unique. The Ni cell boundary phase is 
thin and occupies only about 3 to 8 vol% of the material. This is 
quite small compared to alumina/Ni laminates: which con- 
tained about 30 to 45 ~ 0 1 % .  The Ni cell boundary phase also 
isolates each of the long alumina cells and has connectivity in 
all three directions. The objective in this study was to determine 
the effect of this microstructural layout on the fracture behavior 
of the alumina/nickel system. Mechanical properties of an 
alumina/Ni fibrous monolith with aligned cells were evaluated. 
The experiments addressed the following questions: ( I )  How 
does the material fracture in a “standard” flexure test? (2)  What 
is the effect of a stress intensifier such as a notch in a flexure 
specimen? (3) Is the strength significantly reduced by point 
contact damage? (4) Since tough ceramics with high specific 
modulus are candidate materials for replacing Ni-base super- 
alloys in gas turbine engine applications, do alumindNi fibrous 
monoliths have potential for use at high temperature? 

11. Experimental Procedure 

Suspensions of alumina powder (RC-HP DBM, Malakoff 
Industries, Malakoff, TX) in an ethyl methacrylate (EMA)/ 
methyl ethyl ketone (MEK) solution (B7/MEK Acryloid, 30 
wt% solution, Rohm and Haas, Philadelphia, PA) were ball- 
milled. A phosphate ester (P5-21A, Witco, New York) was 
used as the dispersant. The milled suspensions were then con- 
centrated by evaporation of the MEK to a pastelike consistency. 
The concentrated “dopes” were extruded to form soft “green 
fibers” by dry-spinning into a hot-air column maintained at 
100°C. Yttria-stabilized zirconia (TZ-3Y, Tosoh USA, 
Bridgewater, NJ) was used as a grain growth inhibitor for the 
alumina. The volume ratio of A1,0, to ZrO, was 96:4 (weight 
ratio of 94:6). The volume ratio of ceramic powder to ethyl 
methacrylate polymer in the dry fiber was 60:40. Green fibers 
typically had a “dog-bone” cross section,“ with an area-equiva- 
lent circular diameter of 100-150 pm. More details on dope 
preparation and spinning are given elsewhere.” 

The green fibers were run through a coating slurry of NiO 
(N-69, Fisher Scientific, Fairlawn, NJ) immediately after extru- 
sion. The suspension medium for the coating slurry was a mix- 
ture of iso(propy1 alcohol) and deionized water. Menhaden fish 
oil (2-3, Kellox Div., Textron, Buffalo, NY) was used as a dis- 
persant, with poly(viny1 alcohol) (KH175, Nippon Gohsei, 
Tokyo, Japan) as the binder and poly(ethy1ene glycol) (Carbo- 
wax PEG 4000, Fisher) as plasticizer. (Coating thickness was 
adjusted by controlling slurry composition and properties to 
provide a final nickel content of -8 vol% in the material. A sin- 
gle billet was made with a thinner coating, adjusted for about 3 
vol% final nickel content.) The coated fibers with the thick NiO 
coating (corresponding to 8 vol% Ni) were trimmed to 51-mm 
lengths and loaded in a 52 mm X 26 mm graphite die with the 
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fibers aligned parallel to the long die wall. The fibers with the 
thinner coating were trimmed to 4 1 -mm lengths and loaded in a 
32 X 42 mm die. The different sizes reflect availability of dies 
in different stages of this study. 

The green fibers were pressed at 80°C using 5-MPa pressure. 
This softens the polymer and consolidates the fibers into a dense 
monolithic billet with 40 vol% polymer. After removal of the 
polymer binder between 200" and 600°C in an actively pumped 
vacuum, the billets were hot-pressed at 1400°C in nitrogen for 
1 h using 25-MPa ram pressure. During hot-pressing, NiO is 
reduced to Ni cell boundaries in the material. Hot-pressed bil- 
lets varied from 3.5 to 5.5 mm in thickness. 

Billets with 8 vol% nickel were machined either into bar 
specimens 3 to 4.5 mm thick, 4 mm wide, and 48 mm long, or 
into tall beams 4.5 mm high, 2.3 mm wide, and 48 mm long. All 
specimens were machined with a 1000-grit resin-bonded dia- 
mond wheel, with the grinding direction parallel to the length of 
the specimen. The bars for flexure tests were also chamfered. 
The tension side was normal to the pressing direction. In some 
cases, the side surfaces of samples were polished prior to test- 
ing. Flexural strength was measured on two bars, using a fully 
articulated four-point bend fixture with a 20-mm inner span and 
a 40-mm outer span at a crosshead speed of 0.05 mm/min. A 
single bar specimen was polished, indented with a Vickers dia- 
mond (Zwick Indenter, Zwick of America, E. Windsor, CT) 
using a 10-kg load, and tested to failure. Stress values were cal- 
culated from elastic beam equations. 

The tall beams were notched to a depth of about 1.8 mm 
using a 250-pm-wide diamond wafering blade. Notch depth/ 
specimen height was about 0.4. Actual notch radii were 140 
pm. The notched beams were tested in the same 20/40-mm 
four-point fixture used for the bend bars. The equation of 
Brown and Srawleyi4 was used to estimate fracture toughness 
from the maximum load. 

The smaller billet with 3 vol% nickel was machined into bars 
2 mm X 2 mm X 42 mm in size, and into tall beams 2 mm 
wide, 3 mm high, and 42 mm long. The tall beams were notched 
with the 250-pm-wide diamond blade to a depth of 1.15 mm. 
The bars were tested in a four-point bend fixture with a 15-mm 
inner span and a 30-mm outer span. 

Density of bars was measured by the Archimedes method. 
Young's modulus was measured on bar specimens with 8 vol% 
nickel by the flexural resonance m e t h ~ d , ' ~ . ' ~  using Grindo- 
Sonic (J. W. Lemmens, St. Louis, MO) equipment. Damage and 
cracking from Vickers indentations (Zwick) were studied on the 
side surface of a bar with 8 vol% nickel. An indentation load of 
10 kg (about 100 N) was used with 30-s residence time. 

Machined bar and notched beam specimens containing 8 
vol% nickel were also heat-treated in air at 1200°C for 10 h. 
Heating and cooling rates were 15"C/min between 500°C and 
the heat-treatment temperature. The heat-treated specimens 
were tested in flexure at room temperature. 

Fractured specimens were inspected using optical and scan- 
ning electron microscopy. Some specimens were inspected with 
an optical microscope during the flexure test. Cross sections 
after test were polished and then studied by optical microscopy. 

111. Results and Discussion 

(1)  
Behavior 

The microstructure of alumina/Ni fibrous monoliths with 
aligned fibers is shown in Fig. 1. The alumina cells are flattened 
by the forming process, with thickness (Fig. 1(C)) ranging from 
60 to 100 pm, and width (Fig. l(A)) from 100 to 160 pni. Only 
short cell lengths up to a few millimeters are visible in the 
micrographs, but individual cells could actually have continuity 
and extend for long distances up to a maximum of 5.2 cm. The 
Ni cell boundary thickness varies from 1 to 15 pm. 

The density of the alumina( + zirconia)/nickel fibrous mono- 
lith with the thicker cell boundary was 4.45 g/cm'. X-ray dif- 
fraction of the outside surface of the billet showed that the only 

Microstructure, Elastic Modulus, and Indentation 

phases present were alumina, nickel, and tetragonal zirconia. 
The alumina cells were seen to be pore-free by scanning elec- 
tron microscopy. About 0.5 vol% porosity in the material was 
present at the cell boundaries (see Fig. 1(B)). From the theoreti- 
cal density of alumina( + 4 vol% zirconia) and nickel metal, the 
volume fraction of nickel is estimated to be about 0.08. The 
ahmindnickel billet with less nickel had a density of 4.13 
g/cm3, which is equivalent to alumina with about 3 vol% nickel. 

From optical microscopy of billet cross sections containing 8 
vol% nickel, the color of the cells was found to vary from blue 
in the central section (about 2.5-mm thickness), to gray in the 
outer layers (1 -mm thickness), which were near the graphite die 
walls during hot-pressing. The starting NiO powder was a mod- 
erately dark green, and NiAI,04 is known to be blue in color. 
X-ray diffraction indicated that the central section was predom- 
inantly alumina and nickel, with a small (<5%) amount of 
NiAI,O, and trace NiO. It appears that the blue coloration is due 
to trace amounts of NiA1,04 formed from reaction of the alu- 
mina with some NiO that was not reduced in the central section 
of the billet.P An exact determination of the spatial distribution 
of the NiAI,O, phase awaits detailed inspection of the Ni/alu- 
mina interface by transmission electron microscopy. 

The Young's modulus values of three bar specimens of the 
alumina/8 vol% Ni fibrous monolith were 335, 343, and 347 
GPa. Young's modulus of dense polycrystalline alumina 
(density = 3.95-3.99 g/cm3) is in the range 380-400 GPa. 
Nickel metal with density of 8.9 g/cm3 has a modulus of 205 
GPa." The low density and high modulus of the ahmindnickel 
fibrous monolith make this material attractive for applications 
requiring high specific stiffness, especially in comparison with 
nickel alloys. 

Surface damage from a Vickers indentation on the 8 vol% 
Ni-fibrous monolith is shown in Fig. 2. Indents in the load range 
10-100 N are comparable in size to the cell width, so crack pat- 
tems typical of homogeneous brittle materials do not form. The 
nickel cell boundaries prevent the formation of long cracks. 
Interfacial cracks that form along the cell boundaries are seen to 
propagate into the cells at about 45" to the cell boundaries some 
distance from the indent. The radial cracks in the direction nor- 
mal to the cell axes are generally confined to one cell width. 
Deformation and uplift of the Ni cell boundaries at the top and 
bottom indent comers are also observed. Since cells are only 
5&150 pm deep, the lateral cracks from indentation also cause 
some parts of cells to spall. 

(2) Flexural Strength Behavior 
The strength behavior of the alumina/8 vol% Ni fibrous 

monolith is shown in Fig. 3. Maximum stress on the tension 
side is plotted as a function of crosshead displacement for a 
3-mm-thick bar specimen. The applied stress value is meaning- 
ful only up to the first load drop, beyond which elastic beam 
equations are not valid. Peak stress is 268 MPa, and the material 
displays noncatastrophic fracture behavior, retaining about 
40% of the maximum load after the first fracture event. Failure 
initiates on the tension side between the inner loading points, 
with the crack propagating past the neutral axis. The side sur- 
face of the specimen on the tension side of the neutral axis is 
shown in Fig. 4. Both crack deflectiodbranching along the cell 
boundaries and deformation of Ni that had bridged across the 
fracture surfaces during the test are evident. Beyond the neutral 
axis near the compression side, significant crack branching 
occurs in the axial direction. This, combined with some bridg- 
ing ligaments of Ni, provides load-bearing capability in the 
cracked specimen. 

The amount of nickel at the cell boundary affects the fracture 
behavior. Two bars from the billet containing 3 vol% nickel 
were tested. Both samples failed in a brittle fashion, breaking in 
two. The strength values were 287 and 375 MPa. These results 
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Pressing 
Direction 

Fiber Alignment 

Fig. 1. Microstructure of aluminahickel fibrous monolith prepared with aligned green fibers. The nickel cell boundaries appear bright in the SEM 
micrographs. 

indicate that a minimum amount of nickel is required at the cell 
boundaries to prevent brittle fracture in flexure bars. 

A concern in uniaxial structures of dissimilar materials is the 
possibility of interfacial cracking preceding other fracture 
events. In thick bend specimens, the applied shear stresses 
between the inner and outer loading points are high and can 
cause delamination cracking when interlaminar shear strengths 
are For a thick (4.5-mm) bar of the alumina/8 vol% Ni, 
strength was 246 MPa and the sample failed in a noncata- 
strophic manner. Fracture initiated from the tension side, and 
not by midplane shear delamination. For an applied tensile 
stress of 246 MPa, the maximum applied shear stress is 28 MPa 
for this specimen/fixture configuration.12 The absence of shear 
cracking in this thick sample indicated that the Ni/alumina 
interfaces had reasonably high shear strengths and that failure 
by delamination was not a critical issue. 

The load-deflection behavior for a single-edge-notched 
beam (SENB) if alumina/8 vol% Ni is shown in Fig. 5. Fracture 
is noncatastrophic. The load continues to rise after fracture has 
begun, followed by a gradual decrease in load. The SEM micro- 
graph in Fig. 6(A) shows a primary crack has propagated 
straight ahead from the tip of the notch. The primary crack was 
observed at the first sign of nonlinearity in the load-deflection 
curve. With further crosshead displacement, a secondary crack, 
which ran almost parallel to the primary crack, was initiated at 
the tip of the notch. As is evident from Fig. 6(A), there is some 
tendency for crack deflection along the cell boundaries, and also 
thick ligaments of Ni bridging the crack surfaces. In Fig. 6(B), 
the fractured surface of a section of a notched beam pulled apart 

after the test shows ductile ridges of Ni, as well as plastic rup- 
ture of a long nickel section by void growth, both typical of 
metal fracture."',' 

The K,, calculated from the maximum load was 5.8 MPa. 
ml'*. This K,, value is slightly higher than typical values for alu- 
mina, but the toughness from notched beams is also affected by 
experimental parameters such as notching techniques and notch 
width.lx.I9 The important observation here is that fracture is not 
catastrophic from a stress concentration in a flexure specimen 
of the fibrous monolith. 

The load-deflection behavior for a SENB specimen of the 
alumina/3 vol% Ni fibrous monolith is shown in Fig. 7. Here, 
the first fracture event immediately results in a load decrease. 
Once the crack has initiated, the thinner nickel cell boundary 
network results in less load-bearing capability. But the sample 
with only 3 vol% Ni continues to sustain load with further 
crosshead displacement and does not break in two. The mode I 
fracture toughness calculated from the peak load was 6.2 
MPa.m1'2. 

A noteworthy feature in the flexural response of the alumina/ 
nickel fibrous monolith is that noncatastrophic fracture behav- 
ior is observed in spite of infrequent occurrence of plastically 
stretched ligaments of nickel. The ligaments are generally thin 
(1 to 15 pm), and only the thicker metal elements appear to 
bridge crack surfaces (Fig. 6(A)). The thickness effect is consis- 
tent with other  investigation^^.^ on metal-toughened ceramics 
which have shown that the toughening contribution (i.e., work 
of stretching) from the metal increases with ligament size. The 
Ni cell boundaries are thin, but the nickel is present in the form 
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Fig. 2. SEM micrograph showing indentation fracture in an alumina/ 
nickel fibrous monolith (load = 100 N). Indented surface was parallel 
to the hot-pressing direction. Arrows indicate cracks propagating into 
cells from the cell boundaries. 

Fig.4. SEM micrograph showing side surface of alumina/8 vol% 
nickel bend specimen after test. Arrows indicate cracking along cell 
boundaries and nickel ligaments that had bridged the crack surfaces. 

0 100 200 300 
Crosshead Displacement (pm) 

Fig. 3. 
nickel. Thickness of flexure specimen was 3 mm. 

Flexural strength behavior of aligned-fiber alumina/8 vol% 

of interconnected thin-walled tubes which are filled with dense, 
polycrystalline alumina. It is this contiguous network form of 
nickel, at only 8 vol% of the composite structure, that imparts 
toughness to the material and prevents brittle fracture in 
strength specimens. In SENB specimens, as little as 3 vol% 
nickel in the form of a cell boundary network is enough to pre- 
vent brittle fracture. 

The effect of indentation on strength behavior of aluminah 
vol% Ni is shown in Fig. 8(A). Fracture is not catastrophic, and 
strength is essentially unchanged (25 1 MPa). Indentation does 
not result in strength-degrading flaws (Section III( l), Fig. 2). 
The SEM micrograph of the tension side of this specimen 
shown in Fig. 8(B) confirms that failure does not initiate from 
the indent. 

(3) Effect of Oxidation 
The effect of heat treatment at 1200°C on the room-tempera- 

ture flexural strength behavior of the aluminah vol% nickel 
fibrous monolith is compared with an untreated sample in 

0 100 200 300 
Crosshead Displacement (pm) 

Fig. 5. 
8 vol% nickel fibrous monolith in flexure. 

Loadcleflection behavior for a notched beam of the alumina/ 

Fig. 9. Fracture is noncatastrophic, and the apparent strength is 
216 MPa. The effect of heat treatment on the load-deflection 
behavior of a notched beam is shown in Fig. 10. The specimen 
does not fail in a brittle manner. Significant load-bearing ability 
is recorded after a crack has propagated from the notch. For the 
heat-treated notched beam, the K , ,  calculated from the load, 
notch depth, and specimen dimensions is 5.9 MPa.m”2, which 
is almost the same as for the untreated material. 

The side surface of the flexure bar after the test is shown in 
Fig. 1 1. The optical micrograph in Fig. 1 1 (A) shows the surface 
of the bar has turned bluish-green on heat treatment. The bar 
remains intact after significant bending during the test. The 
SEM micrograph in Fig. 1 1 (B) illustrates the fracture path. The 
primary crack has deflected along a cell boundary in the mid- 
section of the bar, leading to additional crack branching both on 
the left and right of the main crack. 

X-ray diffraction of the side surface of the heat-treated bar 
indicates that the major phase is alumina, with NiO, NiAl,O,, 
Ni, and tetragonal ZrO, as the minor phases. Optical micro- 
scope examination of a polished section of a specimen oxidized 
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Fig. 6. 
pulled apart after the test. 

SEM micrographs showing (A) side surface of alumina/8 vol% nickel notched beam after test and (B) fracture surface of a notched beam 

0 50 100 150 
Crosshead Displacement (pm) 

10 h at 1200°C shows that the cell boundaries on the surface 
have turned bluish-green. The color extends to a depth of 50 to 
100 pm, or about a half-cell deep. The green NiO color pre- 
dominates in the deeper portion of the colored region, with blue 
NiAI,O, present nearer the surface. This suggests that the nickel 
aluminate forms by reaction of the NiO with the alumina in the 
adjacent cells. Since the bulk of the alumina/Ni material is 
unaffected by the 1200"C( 10-h) heat treatment, the fracture 
behavior is unchanged. 

The depth of the oxidized cell boundary network correlates 
well with a NiO scale thickness of 60 p m  expected after a simi- 
lar heat treatment on pure nickel, assuming a parabolic rate con- 
stant of lo-' gz /(cm4.s) for Ni oxidation.'".'' The first oxidation 
product, semiconducting NiO, would be relatively unprotec- 
tive. However, reaction with the alumina cells would seal the 
cell boundaries with nickel aluminate. which has a lower elec- 

Fig. 7. Load4eflection behavior for a notched beam of the alumina/ 
3 vol% nickel fibrous monolith in flexure. 

trical conductivity. This should result in better oxidation resis- 
tance. In nickel-base supperalloys, the formation of aluminum- 
containing oxides is very desirable for oxidation resistance." 

300 

200 

100 

0 

I /  1 Indented (100 N load) 

0 100 200 300 400 
Crosshead Displacement (pm) 

Fig. 8. 
indented bar specimen. Failure does not initiate at indent. 

(A) Flexural strength behavior of aligned-fiber alumina/nickel showing effect of indentation. (B) SEM micrograph of the tension side of the 
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300 
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Crosshead Displacement (pm) 

Fig. 9. Room-temperature flexural strength behavior of alumina/8 
vol% nickel fibrous monolith showing effect of 10-h heat treatment at 
1200°C. 

The oxidation resistance of the fibrous monolith can possibly 
be improved by using well-established methods for protecting 
nickel alloys.2'.'2 For example, using a Ni-Cr alloy with 5-20 
wt% Cr, or simply using alumina-formers such as MCrAlY 
(M = Ni,Co) overlay materials as the cell boundary phase, may 
significantly improve the resistance of the fibrous monolith to 
high-temperature degradation. 

(4) Concluding Remarks 
Nickel is the first example of a ductile phase incorporated 

into a fibrous monolith structure as the cell boundary by reduc- 
tion of the oxide during firing. Other metals (e.g., Fe) could also 
be introduced as the cell boundary phase by this method, pro- 
vided the thermodynamics favor reduction of the corresponding 
metal oxides in carbon-rich or reducing environments. Alterna- 
tively, a slurry of a fine metal powder may be used to coat the 
green ceramic fiber. 

The alumidnickel  fibrous monolith also has potential 
because of its low cost. The alumina powder is inexpensive, and 
the most expensive NiO powder is used only in small quantities. 
In this study, hot-pressing was used for convenience, but the 
material can be densified by sintering. Alumina/nickel particu- 
late composites2 and laminates' have been densified by pres- 
sureless sintering. Other alumina-based fibrous monoliths have 
also been sintered to full density.' ' Sintered aluminahickel 

1 5 0 k  

120- 
. Before 

After 12OOoC/1O h 

0 100 200 300 
Crosshead Displacement (Fm) 

Fig. 10. Room-temperature load-deflection behavior of alumind8 
vol% nickel notched beam showing effect of 10-h heat trerrnent at 
1200°C. 

fibrous monolith could be a cost-effective high-temperature 
engineering material. 

IV. Conclusions 

Fibrous monolithic ceramics can be fabricated with polycrys- 
talline alumina cells with thin ribbons of nickel as cell bound- 
aries. Uniaxially aligned alumina/Ni fibrous rnonoths with 8 
vol% Ni have flexural strengths in the range of 246-375 MPa. 
Fracture is noncatastrophic, with retained loads up to 40% of 
the peak load. Fracture occurs by tensile cracking. Bridging 
ligaments of Ni, crack deflection along alumina/Ni cell 
boundaries, and crack branching in the axial directions can be 
observed. Strength is not significantly degraded by 100-N 
Vickers indentations. Uniaxially aligned alumina/Ni fibrous 
monothis with 3 vol% Ni have brittle fracture in flexure. The 
3 vol% Ni and 8 vol% Ni specimens display noncatastrophic 
fracture in the single-edge-notched beam test. Failure begins at 
a load corresponding to a K , ,  = 5.9 MPa.m"*, but load contin- 
ues to rise after fracture initiates. The room-temperature flex- 
ural behavior is not significantly changed by 10-h oxidation in 
air at 120O"C, suggesting useful oxidation resistance. The NiO 
cell boundary oxidation product reacts with alumina to form 
nickel aluminate spinel. 
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Fig. 11. (A) Optical micrograph showing side surface of heat-treated bar after test. (B) Higher magnification SEM micrograph of the crack profile 
on the side surface. Arrows indicate cracks branching off the main crack. Magnification in micrographs can be estimated from the 3-mm thickness of 
the test specimen. 
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