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STEINHAUS, B.M., ET AL.: Detection of Ventricular Tachycardia Using Scanning Correlation Analysis. 
Cross correlation is an accurate method for distinguishing normal sinus rhythm (NSR) from ventricular 
arrhythmias. The computational demands of the method, however, have prohibited development of an 
implantable device using correlation. In this study, temporal data compression prior to correlation anal- 
ysis was used to reduce the total number ofcomputations. Unipolar and bipolar intracardiac electrograms 
of NSR and 23 episodes of ventricular tachycardia (VT) from 23 patients were obtained from a right 
ventricular apex electrode catheter during routine electrophysiology studies. The data were filtered (1- 
11 Hz), digitized (250 sampleslsec) and temporally compressed to 50 sampleslsec. Data compression 
removed four out of every five samples by only saving the sample with the maximum excursion from 
the last saved sample. The average squared correlation coefficient (r2) was computed for the NSR and 
VT episodes using each patient's NSR waveform as a template. In all 23 patients, the r2 values showed 
large separation between NSR versus VT in both unipolar (0.93 2 0.05 vs 0.20 i 0.16, P < 0.005) and 
bipolar (0.91 4 0.07 vs 0.17 2 0.11, P < 0.005) electrode configurations using template lengths of8OY0 
the intrinsic interval (avg i SD). Narrow templates (40% intrinsic interval or less) often resulted in 
multiple r2 peaks during each heart cycle and degraded the r2 separation (n = 10, P < 0.005). High pass 
filtering at 3 Hz also degraded the r' separation (n = 10, P < 0.05). Standard noncompressed correlations 
indicated that data compression had negligible effects on the results. Thus, a computationally efficient 
cross correlation method was found to be a reliable detector of VT. The results suggest that the T wave, 
as well as the QRS complex, is useful in VT recognition. (PACE, Vol. 13, December, Part I1 1990) 
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ventricular repolarization 

Introduction 
Accurate detection of ventricular arrhythmias 

is of extreme importance for the safety of the pa- 
tient with an implantable antitachycardia device. 
Typically, rate information is used to trigger the 
presence of the arrhythmia. Rate criteria alone, 
however, is not highly specific in identifying ven- 
tricular arrhythmias. Accurate arrhythmia detec- 
tion is often improved when activation informa- 
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tion from an atrial and/or multiple ventricular 
sites are used.'.' The disadvantage of these meth- 
ods is the requirement of one or more additional 
catheters. Single lead morphology analysis has 
typically concentrated on discrete features of the 
endocardia1 electrogram such as signal amplitude 
or  lope.^,^ While these methods can often detect 
individual arrhythmia waveforms, the wide pa- 
tient-to-patient variations in signal morphology 
could limit the utility of these methods. 

Recently, correlation between a previously 
determined template waveform and a test wave- 
form has been proposed as a morphology analysis 

Correlation analysis is advantageous be- 
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cause it provides a quantitative index of waveform 
similarity that is not dependent on any discrete 
waveform feature and the analysis is independent 
of differences in the signal baseline and ampli- 
tude. This study determined that data compres- 
sion prior to correlation markedly reduced the 
computational demands of the method. Templates 
which included both the QRS and T wave were 
determined to improve the arrhythmia detection. 
These methods were studied in 23 patients and 
the results showed that the technique could pro- 
vide a reliable and computationally efficient 
method to distinguish NSR from VT using endo- 
cardial electrogram morphology. 

Methods 
Data were collected from 23 patients undergo- 

ing electrophysiological studies. There were 18 
men and 5 women of ages 24 to 86 (mean age of 
65). Eleven patients had conduction abnormalities 
during NSR and the abnormalities were identified 

TEMPLATE LENGTH = 600 msec 

as either right bundle branch block, left bundle 
branch block, or intraventricular conduction de- 
fect. Fourteen patients had diagnosed coronary 
disease. The details of the electrogram data col- 
lection have been reported previously.6 Unipolar 
and bipolar right ventricular intracardiac electro- 
grams were recorded from a temporary quadra- 
polar electrode catheter (USCI, Inc., Billerica, MA, 
USA) with 1-cm interelectrode spacing. Unipolar 
signals from the distal electrode were referenced 
to a heparinized 0.035-inch guidewire (Cordis 
Corp., Miami, FL, USA) placed in the right femoral 
vein and positioned in the approximate location 
of current implanted antitachycardia devices. In- 
tracardiac electrograms and body surface leads V1, 
I, and I11 during NSR and episodes of induced 
monomorphic VT were amplified, filtered (1 to 
500 Hz, Pittsburgh Plate Glass, Pleasantville, NY, 
USA) and recorded using a FM tape recorder 
(Hewlett-Packard 3968A, San Diego, CA, USA). 
VT episodes lasted at least 30 seconds or required 
termination due to hemodynamic collapse. 

EG 

250 ms 
Figure 1. Scanning correlation results ( r 2 )  using template lengths that include QRS and T wave 
[top panel) or QRS wave only (middle panel) from unipolar electrogram data during normal 
sinus rhythm (EG, bottom panel). The electrogram template morphologies used in the correlation 
analysis are shown to the right. Data sample rate is 1000 samples/sec. 
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Data were copied onto a data instrumentation 
recorder (TEAC HR-30, Montebello, CA, USA) and 
digitized at 1000 samples/second using a 400 Hz 
antialiasing filter. Data were digitally low pass fil- 
tered at 125 Hz and decimated to 250 samples/sec 
to more closely model the sample rate available 
with current implantable technology. The data 
were then digitally low pass filtered at 11 Hz be- 
cause initial results showed that this removed line 
frequency noise and had minor effects on the re- 
sults. Additional results demonstrated that data 
compression to 50 samples/sec markedly reduced 
the required number of computations with minor 
effects on the results. Data compression from 250 
samples/sec to 50 samples/sec used a custom non- 
linear compression algorithm which saved the 
first sample and then analyzed a specified number 
of samples (five in this application) and deter- 
mined the data sample with the maximum excur- 
sion from the last saved sample. That sample then 
became the next saved sample. Thus, four out of 
every five samples were removed from the input 
data resulting in an equivalent data rate of 50 sam- 
plesisec. 

For each patient, the morphology of the elec- 
trogram recorded during VT was compared to a 
previously determined template of the electro- 
gram recorded during NSR. Initial results showed 
that template lengths that included both the QRS 
and T-wave improved the arrhythmia detection 
(Fig. 1). Thus, templates were manually chosen to 
span approximately 80% of the NSR cycle length 
and ranged from 450 msec to 700 msec. The NSR 
template was determined by first extracting a seed 
template of NSR. The template was then updated 
on each cycle with a correlation result > 0.9. Each 
update was aligned to the time of the peak cor- 
relation and was given equal weight in the tem- 
plate average. This scheme allowed accommoda- 
tion of the template to gradual changes in the mor- 
phology of the NSR waveform. 

The correlation analysis used the following 
equation: 

where Ti are the template samples, Xi are the data 
samples, and N is the number of template samples. 
Equation 1 differs from the standard correlation 
coefficient equation because initial results 
showed that the correction for the template and 
data mean values in the standard equation could 
be removed with only minor effect on the results. 
This finding was attributed to the previous re- 
moval of the mean value of the data via the 1-Hz 
high pass filter. Computation of r2 instead of r re- 
moved the square root computation in the stan- 
dard correlation and also improved the arrhyth- 
mia detection. Values of r2 < 0 were set to zero. 
Scanning correlation analysis computed the re- 
sults of Equation 1 at each data sample time and 
resulted in a time varying waveform of r2 values. 

The detection of VT was determined using the 
beat-to-beat peak r2 values during the NSR and VT 
episodes. The beat-to-beat peak r2 values were au- 
tomatically determined by iteratively comparing 
a threshold value to the time varying r2 values (Fig. 
3). The r2 threshold value was reduced until the 
number of beats via this technique was equal to 
the previously determined and verified number of 
beats in each data segment. The data segments of 
NSR averaged 103 beats (range: 34-332) and the 
segments of VT averaged 60 beats (range: 17-155). 
The peak r2 average and standard deviation values 
were computed during NSR and VT and were used 
to determine a detection margin for each patient. 
The detection margin was determined by first 
computing the average of the peak r2 values during 
VT plus three times the standard deviation during 
VT. This value was then subtracted from the av- 
erage of the peak r2 values during NSR minus three 
times the standard deviation during NSR. Thus, a 
positive detection margin determined a confi- 
dence that at least 99.7% of all peak r2 values dur- 
ing VT cycles were less than at least 99.7% of all 
peak r2 values during NSR cycles. Signal analysis 
was performed on a micro-Vax I1 (Digital Equip- 
ment Corp., Marlboro, MA, USA) or IBM-PC com- 
patible computer using custom software routines. 
Data are given as average value & standard de- 
viation. 

Results 
The results of scanning correlation analysis 

comparing two different template lengths are 
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shown in Figure 1. The lower panel shows the 
unipolar electrogram (EG) during NSR. The upper 
two panels show the time varying correlation coef- 
ficient values (r2, Equation 1) using template 
lengths of 600 msec and 100 msec. Correlation 
using a template length of 600 msec included both 
QRS and T wave morphology in the template and 
markedly removed the problem of multiple cor- 
relation peaks during the cycle. The multiple r2 
peaks shown in the middle panel of Figure 1 iden- 
tified times throughout the cycle when the data 
was approximately proportional to the morphol- 
ogy of the template. As shown in the top panel of 
Figure 1, the longer template length reduced the 
probability of these occurrences. A disadvantage 
of the longer template lengths is an increase in the 
required number of computations. 

1000 SAMPLES PER SECOND 

Data compression prior to correlation mark- 
edly reduced the number of computations with 
minimal effect on the correlation results. Shown 
in Figure 2, top panel, are scanning correlation 
results and unipolar EG data using data sampled 
at 1000 samples/sec. The lower panel shows similar 
data following data compression to 50 samples/ 
sec. Data compression to 50 samples/sec resulted 
in a loss of low amplitude signal information and 
a temporal distortion which was most evident dur- 
ing the QRS complex where fast amplitude EG 
changes occurred. The compressed data, however, 
retained a majority of the morphology information 
in the original data. Thus, the r2 waveforms for the 
compressed and noncompressed data were simi- 
lar. In this example, the 20 times data compression 

50 SAMPLES PER SECOND 

I" 
250 ms 

Figure 2. Scanning correlation results [?) and unipolar electrogram data [EG) comparing data 
sampled at 1000 sampleslsec (top panel) and following data compression to 50 sampleslsec 
[bottom panel). The electrogram template morphologies used in the correlation analysis are 
shown to the right. Data recorded during normal sinus rhythm. 
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factor resulted in a 400 times reduction in com- 
putations. 

Scanning correlation results during episodes 
of NSR and during induced monomorphic VT are 
shown in the top and bottom panels of Figure 3, 
respectively. The peak r2 value during each cycle 
was determined and plots of these data are shown 
to the right. For this patient, there was a large sep- 
aration in the peak r2 values between NSR and VT. 
Peak r2 results for all 23 patients are shown in 
Figure 4 using the unipolar electrode configura- 
tion (panel A) and using the bipolar electrode con- 
figuration (panel B). The analysis method pro- 
vided a wide separation in the average of the peak 
r2 values during NSR (filled triangles) and VT 

(filled circles) for each patient and also for the 
average of all patients (open triangles and circles). 
There was no significant difference between the 
results using unipolar or bipolar signals. 

Additional studies investigated the change in 
the detection margin following removal of the T 
wave from the template. In the first investigation, 
the data were digitally high pass filtered at 3 Hz. 
In the 10 patients studied, this change degraded 
the r2 detection margin (0.48 2 0.24 vs 0.29 ? 
0.20, P < 0.05, bipolar configuration; 0.40 5 0.28 
vs 0.22 & 0.20, P < 0.05, unipolar configuration). 
In the second investigation, the template length 
was reduced to span only approximately 40% of 
the intrinsic interval (bandpass filter set at 1 Hz- 

t 

0 EG 

.5 sec 
Figure 3. Scanning correlation results [r2) during normal sinus rhythm (NSR, top panel) and 
during ventricular tachycardia (VT, bottom panel). Peak rz data during NSR and VT are plotted 
vs time in the panels on the right. These results followed data compression to 50 sampIes/sec 
and used a 450 msec template obtained during NSR. Data are for patient number 3, bipolar 
configured signal. 
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Discussion 
This study investigated correlation analysis 

as a method to identify VT using right ventricular 
endocardial electrograms in 23 patients. Prelimi- 
nary studies showed that minor beat-to-beat 
changes in waveform morphology could cause 
marked changes in correlation results when using 
externally triggered correlation techniques. This 
problem was attributed to beat-to-beat changes in 
the trigger alignment time. In contrast, the scan- 
ning correlation technique used in this study de- 
termined the peak of the time varying correlation 
values during each cycle. The scanning correla- 
tion method gave accurate correlation results dur- 
ing changes in the waveform morphology because 
it did not depend on an external hardware or soft- 
ware trigger. Data compression prior to correlation 
markedly reduced the numerical computations 
with minor effects on the detection margin. An- 
other finding was that templates that included 
both ventricular activation and repolarization in- 
formation markedly reduced the problem of mul- 
tiple correlation peaks during the cycle. Electro- 
gram analysis utilizing these findings provided a 
computationally efficient method to distinguish 
NSR from VT. 

A previous study by Langberg et al.7 showed 
promising morphology analysis results using a 
normalized area of difference technique. The nu- 
merical requirements of this method are much less 
than for correlation, but the area of difference 
method has the disadvantage of being influenced 
by changes in either the baseline or amplitude of 
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Figure 4. Correlation analysis results using unipolar 
configured signals (panel A) and bipolar configured sig- 
nals (panel B) during NSR (filled triangles) and VT 
(fifled circles) for each patient. The average of all pa- 
tients was 0.93 -+ 0.05 vs 0.20 -+ O.16for unipolar NSR 
versus VT (P < 0.005) and 0.91 ? 0.07 vs 0.17 ? 0.11 
for bipolar NSR versus VT (P < 0.005), respectively 
(open triangles and circles). The vertical bars signify 
the standard deviation for each data average. 

44 Hz). In the same 10 patients, this change also 
degraded the r2 detection margin (0.48 2 0.24 vs 
0.17 + 0.23, P < 0.005, bipolar configuration; 0.40 
* 0.28 vs - 0.12 k 0.29, P < 0.005, unipolar con- 
figuration). 

the signal. The amplitude of the endocardial elec- 
trogram has been shown to be influenced by mul- 
tiple interventions, such as rate, exercise, cath- 
echolimine infusion, ventricular volume, and Val- 
salva Thus, the long-term reliability 
and detection ability of the area of difference 
method would be degraded in ambulatory pa- 
tients. 

This study compared unipolar and bipolar 
signals and found no overall preferred signal po- 
larity. This result is consistent with other recent 
results.” Of interest is that in any individual pa- 
tient, there was often a preferred signal polarity 
to maximize the detection margin. This can be at- 
tributed to the difference in the lead field between 
unipolar and bipolar configurations, and the dif- 
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ference in activation and recovery sequence dur- 
ing NSR and VT. Bipolar signals are insensitive to 
signals which are common to both electrodes used 
for the bipolar pair. Thus, bipolar electrograms are 
more likely to record local than distant cardiac 
eventsl3 and bipolar would be the preferred 
configuration if local activation and/or recov- 
ery were altered between NSR and VT. The uni- 
polar electrogram, in contrast, contains distant 
inf~rmation '~ and unipolar would be the pre- 
ferred configuration if global activation and/or re- 
covery were altered between NSR and VT. This 
study showed degradation in VT detection follow- 
ing high pass filtering of the data and also when 
using narrow templates. These interventions 
would tend to reduce the contribution of the T 
wave. The degraded performance during these 
changes suggests that the T wave, as well as the 
QRS complex, is useful information in VT rec- 
ognition. Since the T wave is typically reduced in 
amplitude in bipolar electrograms, this finding 
would suggest that unipolar configuration would 
be preferred for VT detection. 

The results of this study are promising, but 
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