Optoacoustic imaging using thin polymer étalon

Shai Ashkenazi, Yang Hou, Takashi Buma, and Matthew O'Donnell
Department of Biomedical Engineering, University of Michigan, Ann Arbor, Michigan 48109-2099

(Received 29 November 2004; accepted 14 February 2005; published online 21 March 2005)

Optical detection of ultrasound is a promising technique for high frequency imaging arrays. Detection resolution approaches the optical resolution, which can be on the order of the optical wavelength. We describe here an optical technique for ultrasound detection based on a thin (10 μm) Fabry–Perot étalon optimized for high resolution imaging. The signal to noise ratio (SNR) approaches that of an ideal piezoelectric transducer over a 100 MHz bandwidth. Array functionality is demonstrated by scanning a probe beam along a line. Thermoelastic excitation was applied to generate acoustic waves in a test phantom containing a single “pointlike” source. An image of the source was reconstructed using signals acquired from the étalon detector array. © 2005 American Institute of Physics. [DOI: 10.1063/1.1896085]

The use of ultrasonic imaging at high frequencies (acoustic microscopy) in science and industry has greatly increased during the last decade, reaching many new applications. For example, the microelectronics industry applies ultrasonic imaging at frequencies in the range of 100–200 MHz to inspect IC packaging and ultrasonic imaging at frequencies in the range of 1–10 MHz to study microelectronics. In science and industry, it has become common to use etalons as detectors for optical interferometry. One of the most important applications of optical interference is the measurement of thickness with high resolution. A Fabry–Perot étalon consists of a transparent layer coated by semitransparent mirrors on both faces. Illuminating the structure with an optical beam creates multiple reflections within the étalon, where optical resonance occurs whenever the round trip path length of the beam within the étalon corresponds to an integer multiple of the optical wavelength. Resonance is characterized by a sharp decrease in the optical reflection near the resonance wavelength.
We have developed fabrication techniques to produce very thin polymer étalons on a glass substrate. The bulk is formed by spin coating an SU-8 polymer solution (epoxy based photoresist, Microchem Inc.). Vacuum evaporation of thin gold layers is used to form the étalon mirrors. An additional thin polymer layer (1.5 μm) is applied as a final step to protect the structure. We chose a polymer as the étalon bulk due to its relatively high compressibility that leads to high sensitivity. Polymer materials are also better matched acoustically to water or tissue environments, thus minimizing acoustic reflections at the étalon’s front interface. A glass substrate was used for these initial studies. We plan to construct similar structures on a polymer substrate to better match the entire device to water and tissue environments.

The spatial resolution of an étalon based detector array is limited first by the resolution of the optical system used to image the étalon surface onto a photodetector (either a scanned single photodetector or photodetector array). It can be further degraded because different illumination angles have different optical path lengths within the étalon and therefore different resonance wavelengths. Consequently, different angular components of the focused optical beam will have different detection sensitivity. Since the detection sensitivity will decrease for the higher angular components of the focused beam, the effective f/# available for detection is higher than the optical f/#.\(^1\)\(^1\)\(^6\) Requiring that the spread of resonance wavelengths due to the angular content of a focused beam is smaller than the resonance width measured at zero angle illumination, yields a limit of \(\lambda \sqrt{Q/8}\) on the highest spatial resolution that can be achieved using étalon detection (\(\lambda\) being the optical wavelength and \(Q\) is the quality factor of the resonator defined as the ratio of the resonance frequency to the resonance bandwidth). Consequently, the sensitivity, directly related to the \(Q\), must be traded off with element size. We have fabricated a 10 μm thick étalon using the technique described above. The relatively small thickness was chosen to support a high temporal bandwidth of 100 MHz and spatial resolution better than 20 μm. A tunable laser source (HP8168F, HP) in the range of 1440–1590 nm was used to measure the reflected optical intensity spectrum of the étalon (Fig. 2). Resonance peaks of \(Q=300\) were observed. Using the \(\lambda \sqrt{Q/8}\) rule of thumb we estimated a minimal detection size of 9.5 μm. The sensitivity of the étalon detector was tested by insonifying the étalon with a focused ultrasonic transducer having a center frequency of 50 MHz and an f/# of 1.4. The tight focusing is achieved using a curved lithium niobate active element. Double quarter wave matching layers optimize acoustic coupling of the active element to water environment, yielding a bandwidth of 60%\(^1\)\(^9\).

The optical set-up included a lens focusing the probe beam to a 15 μm spot size on the étalon. The reflected light was collected by the same lens and detected using an amplified InGaAs photodiode (818-BB-30A, Newport). The optical reflection signal was recorded and compared with the pulse-echo signal detected by the ultrasonic transducer. Figure 3 shows the étalon signal and the corresponding pulse-echo signal (single-shot recordings) in both time and frequency domains. Higher SNR is observed in the étalon signal compared to the pulse-echo. Frequency domain presentation shows enhancement of high frequency components (higher than 50 MHz) in the étalon response.

The optical set-up was mounted on a precision motorized 2D translation stage to scan the optical probe beam over the étalon surface. Detector array functionality was achieved by recording the étalon signal at multiple positions of the probe beam. To test the imaging capability of the étalon we prepared a gel phantom containing a single black, 50 μm diameter, polystyrene sphere. By illuminating the phantom with a pulsed Nd:YAG laser (\(\lambda=532\) nm, pulse fluence =8 mJ/cm\(^2\), pulse duration=4 ns, and repetition rate =15 Hz) a photoacoustic source was created. Figure 4 shows a typical photoacoustic signal detected by the étalon. The peak acoustic pressure \(P_\text{ac}\) observed at a distance \(r\) from a photoacoustic source of radius \(R\) can be expressed as

\[
P_\text{ac} = \frac{c^2 B W R}{2 C_p r}.
\]

where \(c\) is the sound velocity, \(\beta\) is the thermal expansion coefficient, \(W\) is the absorbed energy density, and \(C_p\) is the specific heat capacity. Using the above expression we estimated the peak acoustic pressure in our case, to be 2.1 kPa at the detection position, representing a noise equivalent pres-
sure (NEP) of 0.2 Pa/√Hz over a 50 MHz band.

The étalon signal was recorded while scanning the probe beam along a 4 mm line segment (i.e., imaging aperture) at 20 μm intervals. Figure 4 (top) shows a wavefield plot of the detected photoacoustic field. Typical array beam forming with dynamic focusing was applied to these data to produce the image of Fig. 4 (bottom). Bandpass filtering (4 MHz to 40 MHz) and demodulation schemes were then applied to convert the field image into an intensity image. Clearly, the 50 μm diameter photoacoustic source was imaged with high spatial resolution and minimal artifacts.

Development and characterization of a polymeric étalon optical device that functions as an ultrasound detector array has been described. This structure was designed and optimized to detect ultrasound at a very high bandwidth, exceeding 100 MHz. Very high spatial resolution is gained by optical focusing of the interrogating laser beam on the étalon that creates an acoustic detection size of approximately 15 μm.

The optical spot is mechanically scanned to produce an array of detection positions, yet simultaneous detection of more than one array element is highly desirable for real-time imaging. This can be realized by splitting the interrogating beam into several focused spots on the étalon’s surface and using a photodiode array to detect the reflected light from each spot. Two technical issues must be addressed to achieve parallel array detection. First, the laser power should be increased in direct proportion to the number of elements to maintain high SNR. This can be accomplished using Erbium doped fiber amplifiers (EDFA). Each EDFA can support a subarray of 20–30 elements. Second, the étalon should be uniform across the array aperture to minimize differences in sensitivity between array elements. We have tested the uniformity of two types of polymer etalons constructed from SU8 and Parylene. Parylene etalons are formed using a vacuum deposition polymerization technique. The change in optical resonance wavelength across a typical array aperture of 2 mm was measured for the two étalon types (Fig. 5). The uniformity of the Parylene étalon is significantly better than that of the SU8 one, allowing for array interrogation using multiple beams from a single laser source. Combining this result with the high SNR (comparable with that of a large aperture piezoelectric transducer) and very small detection size (15 μm) makes the étalon detector a promising alternative to piezoelectric array for high resolution ultrasonic imaging applications.

The authors thank the Resource Center for Medical Ultrasound Transducer Technology at the University of Southern California for providing the high frequency ultrasonic transducer used in these studies.

FIG. 4. (Top) Wavefield plot across a 4 mm imaging aperture of the acoustic field radiated from black 50 μm diam sphere after short laser pulse illumination. (Bottom) Reconstructed image of the photoacoustic source (800 μm×800 μm field of view, 20 db dynamic range).

FIG. 5. Relative change in resonance wavelength as a function of position in SU-8 and Parylene étalons.

11J. C. Pavlin and S. F. Foster, Ultrasound Biomicroscopy of the Eye (Springer-Verlag, New York, 1995).